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It’s the 
Latest 


Dance 
Hit! 


Roll Up 
the Rugs 


way to the pulsating lilt of your 
favorite Metropolitan Orchestra. 


Dance in unison with ten thousand 
other gliding couples. Tap the Limit 
less Ether for the Rythmic Harmony 
that awaits your tuning-in. 
Cunningham Radio Tubes give that 
bell-like clearness, that perfect re-crea- 
tion of tone which you must have for 


the utmost in radio enjoyment. 


AS Kaa Lene 


Home Office: 1IS2 Second Street, 





San Francisco 
Chicago - - New York 
Patent Notice: Cunningham Tubes are covered by Patents dated 2-18-08, 


2-18-12, 12-30-13, 10-23-17, 10-23-17, and 


others issued and pending 
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Surely a Wonderful TOWER TRIUMPH 


Unquestionably the greatest 
Loud Speaker Value ever of- 
fered, giving the quality and 
volume to be found in the 
most expensive speakers, but 
priced within the reach of all. 
The same true (cello like) tone 
that has made Tower’s Scien- 
tific Phones the World’s most 
popular headset is characteris- 
tic of the NEW TOWER 
LOUD SPEAKER. 


The many features include 
magnets that lift 2 lbs. 10 oz., 
diaphragm of specially con- 
structed material, perfect non- 
vibrating fibre horn, finished 
in beautiful golden bronze 


with 10" bell. 








Tower’s Scientific 
Phones are tested 
and approved by 
Government li- 
censed Radio Oper- 
ators, thus guar- 
anteeing uniform 
tone, quality and 
accuracy. Weight 
only 8} ozs. The 
logical Phone to 
buy. 


On sale at all good dealers 
from coast to coast. 
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The Woolworth Bldg., 
New York City, is the 
tallest office building in 
the world being 792 
feet high, containing 60 
stories, and having an 
estimated weight of 
206,000,000 pounds. 





THE TOWER MFG. CORPORATION 


98 BROOKLINE AVE. 


Dept. E, 


BOSTON, MASS. 


Worlds Greatest Loud Speaker Value 
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Forecast of Contributions 
for May Issue 


With the May issue Mr. G. M. Best becomes 
Technical Editor of RADIO. Already known 
to our readers as the author of many helpful 
articles and as the man in charge of the “Queries 
and Replies” départment he requires but little 
introduction, especially to the 20,000 whose ques- 
tions he has answered. Two years special 
radio service with the Signal Corps in France 
followed his work as a student of electrical 
engineering at Cornell. Since the war he has 
been engaged in engineering work with the 
Pacific Telephone and Telegraph Company, 
specializing on their radio problems. Hereafter 
he will devote his time exclusively to this 
magazine, having resigned his position with 
the telephone company to take up his new 
duties. We are confident that the technical 
accuracy of statements in these columns, based 
on his long and rigid training in radio, will 
give our readers a continued and added con- 
fidence in this magazine as a dependable guide 
in radio construction. 


how, 

“Tales of the Tube Wreckers,” by Volney 
D. Ma‘hison, presents the side of the manufac- 
turer against the carelessness, or worse, of 
the vacuum tube user. Incidentally it gives 
some worthwhile information :about tubes. 


a 


The single-control receiver is the subject of 
two articles. One, by Don C. Lippincott, tells 
how it is applied to tuned radio frequency in 
the Magnavox receiver. The other, by R. J. 
Robbins, gives practical directions for construct- 
ing a uni-control regenerator. 


=, 
Lloyd C. Greene illustrates and describes the 
construction of his “Concert Selector,” a four- 
tube receiver with one stage r. f., detector and 


two stages a. f. 


In “Charge It,” Keith La Bar gives full de- 
tails for making a vibrating form of 4 battery 


charger. 
<=, 


Milo E. Tressler has some new and _ inter- 
esting points in his discussion of “Static and 
Atmospheric Phenomena.’ 


Cm, 


G. M. Best, continuing his paper on audio 
frequency amplification, discusses the effects of 
vacuum tube impedance and shunted capacities. 


a 


The “low-losses” will be interested in com- 
ments on aerial cons*ruction by Carlos S. Mundt 
and on condensers and coils by Maurice Buch- 


binder. 
—, 


E. E. Griffin gives some helpful hints on 
“Increasing the Pick-up of the Loop Receiver.” 


a 


Mickey Doran, the “deep sea op,” writes 
another letter wherein he discusses an experi- 
mental antenna tuning unit. 


—_ 


Roy C. Hunter tells how to find and repair 
the troubles in radio receivers. 


Com, 


Wallace Kelk describes the Marconi-Bellini- 
Tosi direction finding system. 


Com, 


The fiction feature is a story by Willard Wil- 
son, “The Radio Flivver.’ a rare combination 
of humor and radio practice. 
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EVEREADY HOUR EVERY 
TUESDAY at 9 P.M. 
(Eustern Standard Time) 

For real radio enjoyment, tune in the ‘“‘Ever- 
eady Group.” Broadcast through stations 

WEAF New York WG Buffalo 
WFI Philadelphia WEAa  wettemere 
WEE! Boston w 


Detroit 
WIJAR Providence Minneapolis 
WCAE Pittsburgh St. Paul 


Columbia 
Evercady 
Igniter 


Dry Cell 
cans 


Battery 
fer all 
Dry Cell 
Tubcs 
1% volts 








' 
IGNITOR |& 
DRY CEL! \f 
FoR 
'6NITION, RADIO 
AND ALL 


Ctnerar purrs 


WNSPECTED 
TESTED 





No. 766 
22 Y%-volt 
Large 
Hor- 
izontal 
Price 
$2.00 











Satisfaction 
Reliability 
Economy 


You need three things in radio “B” Batteries— 
satisfaction, reliabiiity and economy. You get 
them all in Eveready “B” Batteries. Satisfac- 
tion, because they produce all the current needed 
by your tubes, giving you the maximum results 
of which your set is capable. Reliability, becausz 
you can depend on them to work at full power. 
Economy, because they long maintain their 
strength, and becavse they are low in price. 

Advances in the art of battery manufacture 
make Evereadys last longer than ever. You 
actually get much lonver service for your money. 

There is an Eveready Radio Battery for every 
radio use. 

Buy Eveready Batteries. 

Manufacturc! ard guerantecd ly 
NATIONAL CARBON COMPANY, Inc. 
New York San Francisco 

Canadian National Carbon Co., Limited, Toronto, Cntario 


EVEREADY 


Radio Batteries 


~they last longer 
ff 





No. 772 
45-volt 
Large 
Vertical 
Price 
$3.75 


No. 771 
44-volt 
“ow 
Battery 
im proves 
quality, 
saves 
o B” 
Batteries 
Price 60¢ 
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LONDON 


im Fe —_ 


NEW YORK 


In touch with two continents 
from mid-ocean 


HE world’s biggest ship car- 

ries the world’s greatest 
steamship radio. In crossing the 
Atlantic the Leviathan is never 
out of touch with Europe and 
America. Even if her main radio 
set should fail, there is an emer- 
gency radio always ready for any 
crisis. In these vital radio in- 
stallations Exide Batteries are 
used because of their dependable 
power. 

Exide Radio Bat- 
teries went to the 
Arctic on MacMil- 
lan’s snug little ship 
Bowdoin. Exides 
were with the round- 
the-world fliers and 
on the Navy air- 
ship Shenandoah. 
They are being used 


4 


The new Exide 
with glass cells, 24 and 48 volts, 
6000 milliampere hour capacity. 


in the new radio photography. 
Exide Batteries are on duty in 
government and commercial 
radio stations all over America. 


In your home set 


The Exides made for your home 
receiving set are built with the 
same care and have the same 
characteristics that make them 
trusted where life is at stake. 

There is an Exide 
type for every tube 
and a size for every 
set. They give uni- 
form current through 
a long period of dis- 
charge. You are as- 
sured the clearest re- 
ception. 

At radio dealers 
and Exide Service 


acii nem that you saw it in RADIO 


“B” Battery 


Stations you will find Exide ‘‘A”’ 
Batteries for 2-volt, 4-volt, 6-volt 
tubes, and glass cell ““B’”’ Bat- 
teries, 24 and 48 volt, of 6000 
milliampere hour capacity. All 
these batteries are conserva- 
tively rated, rugged, long-lived, 
and right in price. 

Ask for Exide Radio Batteries 
by name and get them from your 
dealer or Exide Service Stations. 
THE ELECTRIC STORAGE BATTERY 

COMPANY, PHILADELPHIA 


In Canada, Exide Batteries of Canada, Limited 
153 Dufferin Street, Toronto 


Exide 


RADIO BATTERIES 


FOR BETTER RADIO RECEPTION 
USE STORAGE BATTERIES 











~LONG DISTANCE< 


RADE MARK REG. 
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Every Night Is “Distance Night” 


With Zenith— 


N Chicago twelve powerful broadcasting stations are on the 
air every night of the week except Monday. The wave-span 

ranges from WBCN (266 meters) to KYW (536 meters). No 
testing ground in radio reception offers the difficulties experienced 
in this location. 
But— whether it’s Monday night or any other night, Zenith 
receiving sets in Chicago bring in dozens of distant stations 
clearly and without the slightest hum of interference .... and 
this in the very storm center of Chicago’s broadcasting area, 
the near North Side. 
Power to reach out and bring in distance—clarity of tone—selec- 
tivity —these are the factors which have made Zenith supreme 
in the field of radio reception, and in proof of that supremacy 
Zenith invites and welcomes side-by-side tests, in any location 
you may name. Its standing challenge: More stations in a given 
length of time, clearly and with volume, than can be brought in 
by any other receiving set on the market. 


Zenith is handled only by selected dealers who give you service. We give 
the Zenith agency franchise only to dealers who will give you service AFTER 
THE RADIO IS SOLD. When you buy a ZENITH, we are not through. 
Our exclusive dealer’s service man will call once a week or oftener if you 
want him. This costs you nothing. In other words, Zenith dealers have 
done your shopping for you. 


Write us for the name of your nearest exclusive Zenith dealer 


ZENITH RADIO CORPORATION 
332 South Michigan Avenue, Chicago 
ZENITH—the exclusive choice of MacMillan for his North Polar Expedition 


Super-Zenith IX— 
the ideal radio set 
for the fine home 


Tell them that you saw it in RADIO 





a complete Zenith line ranges = 
price from $100 to $475. 


With either Zenith 3R or Zenith 4R, sat- 
isfuctory reception over distances of 
2,000 to 3,000 miles is readily accom- 
plished, using any ordinary loud 
speaker. Models 3R and 4R licensed un- 
der Armstrong U. S. Pat. No. 1,113,149, 
They ure NON-RADIATING. 


Zenith 4R- - $100 
Zenith 3R- - $175 


The new Super-Zenith is a six-tube set 
with a new, unique, and really different 
patented circuit, controlled exclusively 
by the Zenith Radio Corporation. Itis 
NOT regenerative. 


SUPER-ZENITH VII—Six tubes—2 
stages tuned frequency amplification — 
detector and 3 stages audio frequency 
a nplification. Installed in a beautifully 
finished cabinet of solid mahogany — 
44% inches long, 16% inches wide, 10% 
inches high. Compartments at either 


end for dry batteries. Price (ex- 

clusive of tubes and batteries) $240 
SUPER-ZENITH VIII— Same as VII ex- 
cept—console type. Price (ex- 

clusive of tubes and batteries) $260 
SUPER-ZENITH IX —Console model 
with additional compartments contain- 


ing built-in Zenith loud speaker and gen- 
erous storage battery space. Price (ex- 
clusive of tubes and bat- 

teries) . . . « . $355 
SUPER-ZENITH X—Contains built-in, 
patented,Super-Zenith Duo-Loud Speak- 
ers (harmonically synchronized twin 
speakers and horns), designed to repro- 


duce both high and low pitch tones 
otherwise impossible with single-unit 


speakers. Price(exclusive of 
tubes and batteries) ....... $475 


All Prices F. O. B. Factory. 

















Super- 
Zenith X 





ZENITH RADIO CORPORATION, Dept. H-4 
332 S. Michigan Ave., Chicago, II. 
| Gentlemen: Please send me literature describing Zenith 
radio sets. 
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{Music Master 


Resonant Wrod Insures 
Natu al Tone Quality 


Model VI, 14" wood bell $30 
Model VII,21" wood bell ?35 


Connect Music Master in place of head- 
phones. No batteries. No adjustments. 


Prices of all models slightly | ‘ A £ a Its True Significance 


higher in Canada 


HE advent of Music Master sounded the death knell of the mere 
“c , . . . . . 
loud speaker.” For it transformed the radio receiving set into a 
musical instrument—a triumph of re-creative art. 

Two years ago Music Master’s full voiced volume and characteristic 
tone qualities heralded the New Era of Radio Art. It made possible the 
re-creation of supreme Music, Song and Speech, in the wonderful stellar 
programme now an established feature of American nation-wide 
broadcasting. 

Music Master does more than reproduce—it interprets, it re-creates — it transforms 
mere radio receiving into artistic enjoyment. Music Master has been inadequatcly 
imitated, but never equaled. Music Master remains the supreme musical instrument of 
radio—and there IS no substitute. 

MUSIC MASTER-—the Ultimate of Artistic Radio Re-Creation 

Music Master’s precision instrument is the acme of scientific perfection. Music 
Master’s tone chamber of heavy cast aluminum is a marvelous mold of sound without 
distortion. Music Master’s amplifying bell of resonant wood gives to every sound its 
full, vibrant qualities and natural and lifelike characteristics. 

Music Master’s manufacturers hold that every purchase of their product carries 
with it an implicit pledge of unreserved and unconditional protection. Back cf your 
dealer’s full and unfailing service stands the Music Master Corporation to guarantee 
its products direct, to anyone, anywhere, at any time. 


{lusic Master Corporation 


Makers and Distributors of High-Grade Radio Apparatus 
Tenth and Cherry Streets 
Chicago Philadelphia Pittsburgh 
Canadian Factory: Kitchener, Ontario 


Model VIII, Mahogany Cabinet $35 


with “full-floating” wood horn 


Model V, wood bell, Metal ¢ 
Cabinet, Mahogany finish 18 
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Now You Can Afford — 


a modern precision-made 
set which “cuts through” 


( Tuned radio frequency for distance and selectivity, reflex 
for economy, the unequaled loudspeaker tone quality and 
volume which comes with Art-AmErIcAN precision manu- 
facture—all are present in this non-radiating three-tube 
receiver. (And, owing to the economy of “wiring it your- 
self,” Att-AMAx Senror costs less than a finished one- 
tube set of equally high quality. @ Take it home today from 
your favorite radio store; wire it this evening, and “tour 
‘ the country” before you retire for the night! Price $42. 


The RADIO KEY BOOK has, concentrated in its 48 pages, the an- 
swers to those questions you have been wondering about. It is a radio 
education in itself. Send ten cents, coin or stamps, for your copy. 


| ALL-AMERICAN RADIO CORPORATION 
- PLONEERS IN THE INDUSTRY 


| a 2654 Coyne Street . . . Chicago 








Largest Selling 


nee Eas 








PALL'AMERICay 
Guaranteed 
Radio Products 


Standard Audio Transformers 

3 to 1 Ratio, type R-12...$4.50 

5 to 1 Ratio, type R-21... 4.75 
10 tol Ratio, type R-13... 4.75 


Power Amplifying Transformers 
Push-Pull) 

Input type R-30 

Output type R-31 


Rauland-Lyric 
A laboratory grade suciel 
transformer for music 
lovers. R-500 $9.00 A/F) 
Universal Coupler 
Antenna coupler or tuned r. f. 
transformer. R-140 $4.00 


Self-Tuned 
R. F. Transformer E=}) 
Wound to suit the 6" 
tube. R-199$5.00. R-201A $5.00 


Long Wave Transformer 
(Intermediate Frequency) 
(15-75 ke.) R-110 


10,000 Meter(30kc.) 
Transformer 
Tuned type (filter or 
input). R-120. . $6.00 


Radio Frequency Coupler 
(Oscillator Coupler). R-130 $5.00 


Super-Fine Part, 
Consisting of 
three R-110’s, 
one R-120 and LEQ EES 
one R-130 $26.00 





The 
ALL-AMAX 
Sets | 
This showshow || 
they come to || 
you— mounted || 
complete on ¥ 
— and base- [wv 
rd, with full 
photographic 
wiring instruc- ~ Aa keoman “aT 
tions, blueprints, and a 48-page 
instruction book. 




















-Amax Junior * 





A one-tube reflex set 
that brings in the locals 
ontheloudspeaker,with 
wonderfully clear tone 
quality, or tunes them 
out and gets real dis- 
tance. Non- Radiating. 





Price $22 











Transformers in the We 
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When Madam Butterfly sings: 


“Some Day He'll Come” 
on a FADA Neutrodyne 


When little Cho-Cho-San, the delightful 
heroine of Puccini’s popular opera, s.ngs 
for the return of her American sailorman, 
each note vibrates the heart-strings of the 
Fada listener-in. For each note 1s repro- 
duced with the purity and beauty of the 
original, miles away. 

Faithful Fada! It delivers the opera, the 
concert, the speech precisely as you would 
hear it face-to-face. It does not distort. 
It does not create those bird-store noises 
which have kept music-lovers from sincere 
enjoyment of the 
modern miracle— 
radio. 

Fada is selective 


ADA : 


Raadadto 


to a hair’s breadth. You s:mply set the 
dials at g.ven numbers and in rolls the 
program, provided that station is on the 
air at the time. And it always gets the 
same station at the same dial-setting. 
Fada likewise excels in distance and vol- 
ume. 

There are six models to meet every 
taste and pocketbook. Seventy-five dollars 
to two hundred seventy dollars. Fada is 
adapted to either cry-cell or storage- 
battery tubes, and either indoor or out- 
door aerial. Hear 
a Fada. It will be 
revelation in 
radio! 


F. A. D. ANDREA, INC., 1581 JEROME AVENUE, NEW YORK 
5 Third St., San Francisco, Calif. 
326 West Madison St., Chicago, III. 
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Radtotorial Comment 


HE greatest menace to the popularity of radio is its 
improper use in advertising. Once hailed as the 

broadcasters’ salvation, because it promised to pro- 
vide funds to meet the rising costs of station ma‘ntenance, 
radiotising now threatens to destroy this wonderful new 
medium of public entertainment and instruction. ‘Whom 
the gods would destroy they first make mad.” Surely some 
of the station owners are going mad. 

So insidious has been this progess of undermining gen- 
eral interest in radiocast programs that few yet seem to 
realize the danger which may come from its abuse. The 
toll broadcaster is becoming increasingly bold in the direct 
sale of commodities, notwithstanding the implied govern- 
mental request that advertising by radio be indirect in its 
appeal. 

From the standpoint of the good of radio we are not 
concerned with the ethics of the case. We are not interested 
in its competition with other advertising mediums. But we 
are disturbed by its disastrous’ effect in lessening the desire 
to listen to radio programs. People first endure, then 
resent, and finally shut off the offending station. 

Toll broadcasting usually consists of a ten minute adver- 
tising talk interspersed between musical numbers which 
are announced as being given under the auspices of the 
advertiser. For this publicity the advertiser pays from $100 
to $1,500, depending upon the location of the station, the 
time of day and the power of the transmitting equipment. 

A censor is supposed to pass upon the talk so as to tone 
down the intensity of its selling argument, but too often 
he seems to be blinded by commercialism. Consequently 
we are all too familiar with the merits of Dr. Bluffum’s 
magic cure for sciatica, how to use it, how quickly it gives 
relief, and where it may be bought. Everything is told 
except the price, which, as in trade association discussions, 


still seems to be taboo. 
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This evil is not yet here in sufficient force to do immediate 
harm. There is yet time to prevent its spread before it 
kills interest in radio. So far, comparatively few stations 
have employed it to any great extent and some of the best 
stations refuse remuneration for putting on a program. Our 
stricture is intended merely as a warning to such stations’ 
as are overstepping the bounds. 

R'ghtly conducted, radiotising may prove an effective 
means for financing a station. Wrongly conducted, it will 
kill the station’s popularity. When good-will is changed 
to resentment a station loses its audience and consequently 
its value to the advertiser. 

One reason for the decrease in the number of spontaneous 
applause cards is that many people already sense the fact 
that their interest in radio is being capitalized by some of the 
radiocast stations. While everyone realizes that some means 
must be found for supporting stations it is obvious that 
flagrant advertising will fail to accomplish this purpose. 

From present indications all the stations, like Gaul, may 
soon be divided into three classifications according as they 
are conducted by radio manufacturers, by religious or edu- 
cational institutions, or by toll broadcasters. ‘The order of 
listing is probably representative of relative public favor. 
Unless extreme care is exercised the toll broadcaster will 
degenerate into the same class as the advertising movie in 
which advertisements are sandwiched between parts of a 
picture shown in public waiting rooms. 

Radio is too fine a thing, it has too great possibilities in 
the advancement of human welfare, to be prostituted to 
such base ends. If this practice continues to increase, if 
the warnings are not heeded, the public will realize that 
it is being imposed upon and turn to other forms of enter- 


tainment. 


The Army Radio Station at Fort 


Leavenworth 


Interesting Details Concerning a 10K.W. Master Oscillator Transmitter 


OME three or four years ago the 
War Department undertook to 
prov'de a radio net which would 

be capable of maintaining communica- 
tion between Washington and the head- 
quarters of all the Corps Areas, nine 
in number, for emergency use. The 
Naval radio station at Arlington, near 
Washington, was incorporated in this 
plan by installing there a transmitter 
and antenna system controlled from the 
War Department independently of 
those controlled by the Navy Depart- 
ment. Use was also made of several 
other Naval radio stations already in- 
Stalled along the seacoast, in order to 
reduce the investment necessary. On ac- 
count of the large number of Corps Area 
headquarters and their comparatively 
short distance apart, it was not deemed 
tiecessary at the outset to install high 
power transmitters. In order to reach 
the headquarters of the Western areas it 
Was necessary therefore, to re- 

peat the messages through sev- 


eral stations. Although this 
plant was provided for emer- Ne 
gency use it was soon realized 
that it could not be available ‘ 


in an emergency unless some 
personnel were trained in its 
operation and the equipment 
constantly maintained in op- 
erating condition. The best 
way to achieve these results 
seemed to be to acutally op- 
erate the station. 


By Paul B. Findley 


The War Department official traffic 
has been utilized to furnish the experi- 
ence and maintenance required in these 
stations for the past two vears and the 
operations have fully justified expecta- 
tions. The number of relays required 
and the unfavorable conditions existing 
in the Southwest during the summer 
months made it very desirable to install 
a few high power stations to insure com- 
munication at all times and to reduce 
the relays. One such station already 
existed at Headquarters, 8th Corps 
Area, Fort Sam Houston, Texas, hav- 
ing been installed during the Mexican 
disturbances of 1916. That station was 
provided with a 30-kilowatt arc trans- 
mitter. After examination of many 


sites in the West it was finally deter- 
mined to erect another station of com- 
paratively high power at Fort Leaven- 
worth, Kansas, which would be able to 
communicate with Washington under al- 
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Fort Leavenworth Radio Station, showing antenna system and views 
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most any conditions and also with Fort 
Sam Houston, Texas. The chain was 
extended one step further by installing 
a similar transmitter at Fort Douglas 
near Salt Lake City. This station oc- 
cupies a strategic position in the plan for 
military operations on the Pacific Coast, 
because it is at the junction point of 
three railways leading to the Coast and 
is capable of communication with any 
point on the Coast. With this chain in 
operation it has been found to be per- 
fectly feasible to carry on communica- 
tion between Washington and the head- 
quarters of the Pacific Coast and the 
Texas Area, with two relay points, 
namely Fort Leavenworth and Fort 
Douglas. 

The 10,000 watt radio transmitter 
installed at Fort Leavenworth was 
designed and built by the engineering de- 
partment of the Western klectric 
Company, under the direct 
supervision of E. L. Nelson, 
F. M. Ryan and J.O.Gargan. 
Five water-cooled vacuum 
tubes are used—three to rec- 
tify alternating current for 
power supply, and two as radio 
frequency amplifiers. The set 
has an output of 10,000 watts 
TY for telegraphy and an output of 
5000 watts for telephony. A 
switch ng system provides a 
quick change to any of several 

Continued on page 62 
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The New Army Transmitter at 


Annapolis 





Some Interesting Facts About a New 2o0K.W. Transmitter Now 
to be Found on 5950 Meters 


OWERFUL enough to be heard 

6,000 miles and yet operating 

with such freedom from _har- 
monics or objectionable interference as 
to permt of radio reception from dis- 
tant transmitting stations under the very 
shadow of its antenna system, is the 
20 k.w. vacuum-tube transmitter, de- 
signed and built by the Radio Test 
Shop of the Washington Navy Yard, 
and placed in operation in a newly con- 
structed building at Annapolis, Mary- 
land, for the radio-telegrapn trathe of 
the War Department. From the Mu- 
nitions Building, Washington, D. C., 
messages are dispatched by remote con- 
trol on a frequency of 100 ki.ocycles. 
A 24-hour service will be maintained 
between War Department headquarters 
and three of its network of radio-tele- 
graph stations, namely, those located at 
Leavenworth, San Antonio, and Fort 
Douglas. Formerly, the War Depart- 
ment routed this traffic bv remote con- 





By S. R. Winters 


trol of a telegraph key in NAA, the 
naval station at Arlington, Virginia. 

Before releasing this 20-k lowatt 
transmitter for use of the War Depart- 
ment, the Radio Test Shop of the 
Washington Navy Yard conducted 
comparative tests with this electron-tube 
sending device and the 35U-ki owatt arc- 
converter at Annapolis. Despite the 
difference of power input of 30 against 
300. kilowatts, the signals emanating 
from the vacuum tube were heard on 
the coast of the Pacific Ocean and in 
the Canal Zone with equal if not 
greater strength than those radiated 
from the 350-kilowatt arc transmitter. 
These comparative tests were negotiated 
under like conditions—that is, the tele- 
graph -keys at each transmitter were 
functioning on the same night and at 
the same moment. ‘Thus, atmospheric 
conditions, which may vary from n‘ght 
to night, do not enter an influencing 
factor when such a direct comparison 
is made. 


ee | % 


e 


ae 


WE 
Sh a 


ed 
es 


55 





ns 


Sit = 


General View of 20 K. W. Tube Transmitting Equipment at Annapolis 
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Reports to Washington from vessels 
then cruising in the Mediterranean Sea, 
and from land stations in Alaska, and 
at Pearl Harbor, Hawaiian Islands, in- 
dicated good s gnal strength in copying 
messages experimentally broadcast by 
ths powerful vacuum-tube transmitter. 
Pearl Harbor, for instance, is approxi- 
mately 6,000 miles distant from Annap- 
olis or Greenberry Point. For a brief 
period, the naval trafhe ordinarly 
routed through the Sayville, Long 
Island, New York, radio-télegraph sta- 
tion was handled by this newly in- 
stalled e ectron-tube transmitter. That 
is to say, the 200-kilowatt arc transmit- 
ter and the 100-kilowatt alternator at 
Sayville were temporarily relieved of 
service as an experiment in determining 
the possibility of dispensing with these 
devices in the future. Ultimately, the 
station at Sayville may be abandoned. 
In fact, this is contemplated when a 
20-ki owatt vacuum-tube transmitter is 
installed at NAA, the naval radio sta- 
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tion at Arlington. This may be 
plished during 1925. 

The installation is housed in a new 
brick building and consists of: power 
panel, rectifier, oscillator unt, control 
tube unit, primary or closed radio-fre- 
quency circuit, antenna radio-frequency 
circuit, and the antenna system. 

The power unit comprises two panels 
for the control and metering of the 
lighting and power supply from the 
lines of the Washington, Baltimore & 
Annapolis Railway. Th's*supply is 25 
cycles at 6,600 volts, which is reduced 
through a bank of three 25-kilovolt- 
ampere delta connected transformers to 
220 volts for operation of the various 
units. 

The 220-volt supply is stepped up by 
a transformer; it is rectified by twelve 
2.5-k.w. kenotrons; it is filtered by a 
combination of a capacity element and 
reactors, and the supply is then delivered 
to the osc'llator unit at frém 7,000 to 
15,000 volts, direct current. A plug 
board and a plug on the low side of the 
transformer enable the operator to vary 
the direct-current voltage in steps of 
1,000 volts. Meters indicate the input 
and output. 

The oscillator tube unit provides for 
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Oscillator Tube and Cooling Unit 


of one 20-kilowatt water- 
coo'ed vacuum tube, and a switching 
arrangement to a duplicate tube in the 
event of an emergency. The cooling 
units are self-contained, cons sting of a 
motor-pump and radiator, which is 
piped through a flow indicator to the 
water jacket for the vacuum tube. A 
thermometer shows the temperature of 
the water. <An_ interlocking switch 
system prevents operation of the tubes 
without cooling. 

The control vacuum-tube unit is 
mounted directly above the oscillator. 
Th’s control element consists of two 
250-watt electron tubes, with adequate 
meters and contro's for operating either 
tube. There are also controls accessible 
for the man‘pulation of two 150-volt 
Edison storage batteries. The keying of 
the transmitter is effected by a control 
of the biasing voltage on the 250-watt 
vacuum tube, which is connected in the 
grid circuit of the 20-kilowatt electron 
tube. The telegraph key ‘s in dupli- 
cate, thus lessening a chance of delay of 
trafic due. to impairment of one of the 
vacuum tubes or relay troub'es. Each 
necessary man‘pulation, even the light- 
ing of the filaments, is remotely con- 


trolled. 


the control 
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The transmitter employs the Hartley 
circuit. The .002 mtd 75,000-volt air 
condensers are made up of 2-inch brass 
tubing. A frequency changer enables 
the operator to select any one of five 
frequencies, between a range of 113 and 
50.4 kilocycles. 

The antenna system is of the fan type 
and consists of eight wires 600 ft. long, 
supported by a tr‘atic between two 600- 
ft. masts. The 8-wire fan design is 
arranged in two groups of an eqval 
number of wires, which allows the 
bringing in of two separate leads. By 
use of a switch these lead-ins are tied 
together for connection to the transmit- 
ter; or, in another position, they may 
be associated with the armature of a 
direct-current generator as a means for 
melt ng an accumulation of ice on the 
antenna system. The antenna circuit 
includes a coupling section, mounted in 
a screened compartment with the pri- 
mary coupling coil; a variometer for 
precise control of the frequency; and 
a loading inductance coil. 

The entire equipment, with the ex- 
ception of the antenna loading co‘l and 
variometer, is screened as a measure of 

Continued on page 65 


















A Remarkable Tuned R.F.Transformer 


_ Development 


An Account of the Browning-Drake Transformer and Its Application 


HE developments in radio during 
the past five years show but few 
fundamentally great changes. A 
receiving set is merely a series of tubes 
and coupling devices, the number de- 
pending upon the amplification desired. 

A regenerative detector can only do 
so much, depending upon the amount of 
energy transferred into its grid circuits. 
All sorts of coupling and feed-back de- 
vices have been employed but it is only 
so sensitive and no more. It goes up to 
just this side of the oscillating point. 
Beyond that its only too apparent use 
is in heterodyning incoming waves so 
that distant stations may be found 
easily. 

Tubes have not changed much as far 
as amplification is concerned. Filament 
consumption has been considerably re- 
duced but a good tube today will give 
an amplification around 6 or 7, seldom 
more. Audio transformers still give a 
certain step-up, depending to a large ex- 
tent on the turns ratio of the pr mary 
with respect to the secondary. Improve- 
ments have been made in materials so 
as to improve the quality but the amplifi- 
cation is essentially the same. 

This leaves the radio frequency end 
as the field for greatest improvement. 
The popularization of the neutralizing 
methods of Hazeltine and others has re- 
duced the tendency to oscillate. TTuned 
R.F. transformers have made for selec- 
tivity and higher amplification per 
stage. 

Yet when we think that with a tube 
amplification of 7 we seldom get an 
amplification of over 3 or 4 per stage 
with a tuned air core transformer we 
must realize that the real weakness in 
radio to date has been in the radio fre- 
quency transformers used. We get the 
best tubes possible and plan and work so 
that their circuits will give the highest 
amplification possible and then, after 
building up this energy we lose from 33 
to 50 per cent of our energy in trans- 
ferring it to the next stage. 

It is as though one were loading a 
ship and for every two packages swung 
aboard by the crane one or two were al- 
lowed to fall in the sea and stay there. 
No shipper would stand for that long. 
The loss would be tremendous. And 
yet that is exactly what we have been 
doing in radio frequency amplification. 
The introduction of the superhetero- 





to a Four-Tube Set 


By Volney D. Hurd 


dyne is proof of this statement. Prac- 
tically every advocate of this type of re- 
ceiver as well as its inventor, Mr. Arm- 
strong, will tell you that it was due to 
the inefficient amplification at short 
waves that the sup .rneterodyne was 
brought into being. The first detector 
and oscillator are used to change the 
incoming wave so that it can be ampli- 
fied at a frequency where efficient trans- 
formers are possible. But here again 
we have a loss. 

With three intermediate stages we 
are getting three stages of tuned radio 
frequency. But if one must use two 
extra tubes in the form of an oscillator 
and detector to get this we are still los- 
ing a lot of our cargo overboard. Of 
course a regenerative first detector helps 
a lot. But still this seems a sort of a 
makeshift proposition since we still have 
an oscillator merrily burning up energy. 

It was the realization of the inherent 
transformer inefficiency at radiocast 
wavelengths that caused Glenn H. 
Browning and Frederick H. Drake, both 
research fellows at Harvard University, 
to start their work on a tuned air core 
transformer in 1923. 

The first step was to work out a 
mathematical formula for the design of 
a tuned radio frequency transformer. A 
deep search into technical literature 
showed little of much use so that these 
two young men had to develop it by 
themselves. Once having achieved this, 
the next point was to construct a trans- 
former that would even approach the 
theoretical amplification outlined. 

This was a long, tedious job. Trans- 
former after transformer was made, cal- 
culations worked out and readings taken, 
only to show them that they were still 
far below their goal. The best trans- 
formers found were those used in the 
neutrodyne sets of the time. These 
give about half the desired amplification. 
With a tube amplification of 7 or 8 they 
give from 4 to 5. 

It was found that a high number of 
turns were necessary to get a good trans- 
fer of energy, but that when this was 
done a great loss still existed. This was 
finally traced to “capacity coupling” be- 
tween the primary and secondary. ‘This 
technical sounding phrase is really a 
simple thing. The metal in the pri- 
mary forms one side of a small fixed 
condenser and the metal in the secon- 
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dary the other side. We thus have a 
condenser or capacity effect which is dis- 
astrous to efhciency at radiocast and 
shorter wavelengths. 

The final solution was unlooked for 
and yet simple. ‘The primary was 
wound with fine wire placed in a small 
slot in a disc of wood which fitted snugly 
inside of the secondary, as shown in Fig. 
1. In this way a large number of turns 
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could be used and yet the capacity or 
condenser effect between windings kept 
extremely small. 

An effort to reach the same point has 
been made by winding the primary on 
the same tubing as the secondary so that 
only one wire of it comes near the secon- 
dary but this method reduces the coup- 
ling. In the -Browning-Drake trans- 
former the inductance is bunched. To 
those who would hold up their hands in 
horror at the use of fine wire, since so 
much “low loss” using big wire has 
been taught to them, it may be stated 
that there is such a very large amount 
of resistance in the plate circuit anyway, 
that the small amount caused by the fine 
wire is negligible. 

Actual measurements show that this 
type of transformer and associated type 
has an amplification factor of 9 or better 
between 300 and 600 meters. 

This development seems to have 
solved the one really weak point in radio, 
the inefficiency of tuned radio frequency 
transformers. It lessens the need for 
changing over to the superheterodyne. 
In the writer’s humble opinion, it ranks, 
therefore, as one of the great develop- 
ments in radio of the past five years, and 
there are those who consider it the 
greatest, even surpassing the superhet- 
erodyne and neutrodyne in importance. 
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Fig. 2. 

Another essential point not to be over- 
looked in this case is the sharp tuning 
obtained. With the high amplification 
possible, this transformer tunes ex- 
tremely sharp. 

This type of transformer may be used 
in any tuned radio frequency receiver, or 
combination thereof. It demands care- 
ful placement of coils in order to neu- 
tralize it properly and for general use 
the small 199 tube works best, particu- 
larly as the radio frequency tube. Its 
amplification is practically as great as 
the larger tubes. And it neutralizes 
easily. 

A splendid set in which to try this 
transformer is shown in the accompany- 
ing circuit diagram. In this set a stage 
of tuned radio frequency is used ahead 
of a regenerative detector with two 
stages of audio added for loudspeaker 
reception. When used with regenera- 
tion a slight change is necessary in the 
number of turns on the primary of the 
transformer, since this changes the char- 
acteristics of the transformer somewhat. 
Where a primary of 35 turns is used in 
a non-regenerative circuit this is reduced 
to 24 for the transformer with regenera- 





Circuit 


Diagram for One Stage R. F., Detector 


tion. The writer dubbed this combina- 
tion of transformer and tickler “Regena- 
former” the first day he saw it and the 
name has stuck. It makes an easy way 
to differentiate between the two types of 
transformers. 

‘Lhe plan of layout may be seen in the 
accompanying illustrations. While the 
receiver shown is a sub-panel wiring job 
this is not recommended to the average 
builder as he may get into difficulties. 

The antenna coil consists of 50 turns 
of No. 20 D. S. C. wire wound on a 
piece of 3 in. hard rubber or bakelite tub- 
ing. ‘This is tapped in the center so that 
those using a long antenna may com- 
pensate for its length in attaching it to 
their set. Mlore energy is fed into the 
receiver from the tap on the grid side of 
the coil but a long antenna will not per- 
mit the set to cover all the wavelengths 
when attached at this point. 

The regenaformer is made by winding 
77 turns of No. 20 D. wire on 
a piece of 3 in. tubing which should be 
about 5 in. long in order to allow for 
mounting the tickler. This is the sec- 
ondary and is tapped at the I4th turn 
for neutralization. The primary is made 


and Two Stages A. F. 


by winding, in a jumble fashion, 24 
turns of No. 30 D. C. C. wire in a slot 
Y% in. deep and % in. wide on the tread 
or outside curve of a small wooden disc 
which will fit snugly into the long piece 
of tubing on which the secondary is 
wound. This primary should be mounted 
under the first turn of wire on the low 
potential end of the secondary; that is, 
the end whose lead gues to the 4 bat- 
tery. 

‘Lhe tickler consists of 30 turns of wire 
wound on a piece of tubing 2 in. in 
diameter, mounted on a rod that is fast- 
ened to end pieces secured to the va- 
riable condenser and which finally ex- 
tends through the panel to a small knob 
for operating purposes. 

Going over the parts indicated in the 
diagram C is a .0O01 mfd. fixed conden- 
ser. L., the antenna coil, has been de- 
scribed. C, is a .0005 low loss type con- 
denser with a vernier dial. NC is a 
very small vernier condenser for neutral- 
ization purposes. L,, L, and L, have been 
described, the three coils constituting the 
regenaformer. (C, is a .00035 variable 
condenser of the same type as the one 
first mentioned. The vernier dial is im- 
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Pictorial Layout of Parts. (L,, L, and L, should be combined in one regenajormer) 
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portant for this condenser. C, is a 
.00025 grid condenser while Ry, is a va- 
riable gridleak. While ordinarily not 
specifying any one apparatus as peculiarly 
fitted for a circuit, experience has shown 
the Electrad Variohm works well at 
this point. Any other leak that will run 
up to 15 or 20 megohms will do as well. 

C, is a .002 tixed mica condenser. 
This is most essential. Without it the 
set will not work properly since regen- 
eration is practically impossible. J, ts a 
double circuit jack while J, is a single 
circuit, filament control jack lighting the 
last tube only when that stage is being 
used. 

The other parts are apparent. The 
system of rheostats should be partic- 
ularly noticed. The one on the right 
acts as a master rheostat controlling all 
the tubes. The one on the left acts on 
the first tube only and makes a splendid 
volume control. By using this method 
the master rheostat prevents more than 
the necessary voltage from going to the 
filaments of the tubes. The first rheo- 
stat should be turned on full ordinarily. 
A voltmeter is essential if dry cell tubes 
are to be used since they will not last 
very long. under excess voltage. One 





Fig. 5. Rear View of Browning-Drake Four-tube Set 


point in favor of this set is that is works 
well on four 199 or 299 tubes. The 
small tubes are so very easy to neutralize 
that it is a great point in their favor. 
Many people using large tubes in the 
rest of the set use a small tube in the 
first place so that neutralization is more 
stable. In this case a fixed resistance 





night to the Pacific coast. One person 
in Tacoma, Washington, gets KDKA 
night after night on the first two tubes 
since he has not added his audio ampli- 
fiers as yet. The one striking feature of 
the whole thing is the question of com- 
parison. Practically every person that 
builds this set and operates it compares 
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Fig. 4. Panel Layout 


leads to this first tube in order that it 
will not get more than 3 volts. This 
resistance should have a value of some 
50 ohms. 

As to results, that is where we scarcely 
dare to speak. The set on the Atlantic 
coast has ranged its way night after 












The set needs only a short antenna, 
We have heard Chicago night after 
night at Boston on from 10 to 20 ft. 
of wire strung across the room. But 
best of all in the writer’s opinion is not 
the great DX work but the consistent 


Continued on page 7( 








Fig. 6. View of Sub-Panel Wiring 
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Reflex Circuits 


Ranging From a Single Tube Reflex With One Control to a 


Three-Stage Set With Three Controls 


HE general trend toward simpli- 

fication of controls in the commer- 

cial receivers should arouse in those 
who build their own the desire to take 
advantage of any condition in a circuit 
which will permit the elimination of a 
control without sacrificing efficiency. 
This should apply particularly to one 
of the most popular and perhaps the 
most satisfactory receivers of the less 
pretentious type, namely, the single tube 
reflex. It is the object of this article to 
describe three circuits based on experi- 
ments with the single tube reflex in the 
endeavor to simplify controls and apply 
the latest developments in tuned radio 
frequency amplification, with sugges- 
tions for the proper type of antenna 
coupling. 

In the future, the use of the crystal 
detector should prevail to a much greater 
extent because of its many advantages. 
It means good quality which should be 
pre-eminent in any radiocast receiver. It 
has quiet operation due to its conductive 
isolation from the rest of the circuit. 
This latter advantage makes it preferable 
when A and B battery eliminators are 
used. 

The tendency to jump to new cir- 
cuits sometimes results in overlooking 
desirable features in a receiver about to 
be discarded. ‘This happened in the case 
of the untuned radio frequency ampli- 
fying transformer, a satisfactory piece of 
apparatus when used under the proper 
conditions. ‘This condition exists in the 
single tube reflex and the untuned R. F. 
transformer can be used to advantage in 
this circuit. 

Usually those who purchase or build.a 
receiver purely for entertainment from 
local sources prefer the simplest sort of 
station selector. When considering the 
single tube reflex it will be noted that 
the second control is not very effective 
for greater selectivity because of the ef- 
fect which the crystal and audio trans- 
former have on it. This suggests the 
idea of discarding it altogether and sub- 
stituting in its place an untuned R. F. 
transformer having a range from 200 to 
600 meters. This substitution results 
in a single control receiver comparing 
favorably with the two control circuit 
in volume and selectivity. The use of 
the untuned R. F. transformer is not a 
new idea and its application at this point 
is extremely practical. This transformer 
should be carefully selected by actual 
test in the circuit as the different makes 
vary considerably. An Acme type R4 
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By E. C. Nichols 


was used in these experiments. Fig. 1 
shows the single control circuit with an 
additional step of audio amplification 
with interstage jacks. 
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Single Control Reflex with One 
Stage of R. F. 


The two circuit tuner can be con- 
structed in various ways but the most 
desirable incorporates adjustable coup- 
ling. ‘The secondary has 55 turns of 
No. 24 d.c.c. wound on a 3 in. tube and 
is tuned by a .0005 mfd. variable con- 
denser. ‘The primary has 15 to 20 turns 
wound on a rotor and is mounted in the 
end of the secondary tube. An easy 
way is to wind a 15 turn primary with 
taps at 8 and 12 turns directly over the 
secondary winding with paper or cloth 
insulation between. The specially wound 
coils can be used if desired. Winding 
an ordinary cotton string between each 


turn will reduce the internal capacity 
of the coil and, if used, the number of 
turns should be increased about 25 per- 
cent. When testing the circuit any 
tendency to self oscillation can be avoided 
by reversing the leads to the primary 
of the untuned R. F. transformer. 

In Figs. 2 and 3 are shown circuits 
with an additional stage of tuned R. F. 
amplification which will be found to be 
the most satisfactory when greater selec- 
tivity combined with stronger signal 
strength are required, making a two con- 
trol receiver with two stages of R. F. 
amplification. The stability of the first 
tube is obtained by the adaptation of the 
Rice method of counterbalance to pre- 
vent oscillation, permitting the tube to 
be worked to its maximum efficiency. A 
small neutralizing condenser is used for 
this adjustment. A small amount of re- 
generation is desirable in any receiving 
circuit providing it is controllable and 
care should be taken when adjusting the 
counterbalancing condenser to take ad- 
vantage of this fact as too much capa- 
city will impair the distance capabilities 
of the receiver. 

In case of any circuit the type of tun- 
ing coil or antenna coupling should be 
determined after considering the location 
of the receiver relative to the nearest 
radiocasting source and possible inter- 
ference. The receiver close in demands 
selectivity and a two circuit tuner, while 
those in the remote districts require 
greater signal strength and should take 
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Single Circuit Tuner with Two Stages of R. F. 
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Fig. 3. Two Circuit Tuner with Two Stages of R. F. 


advantage of the single circuit tuner 
when ever possible. 

The two circuit tuner in Fig. 3 is the 
same as that in Fig. 2 except for the 
addition of a middle tap on the secondary 
coil which leads to the negative filament. 
One end of the secondary coil goes to 
the grid as usual, the other end goes to 
the counterbalancing condenser which is 
connected to the plate of the first tube. 
The use of the condenser bank in the 
antenna circuit will increase efficiency on 
the lower wavelengths and improve selec- 
tivity. 

The single circuit tuner in Fig. 2 
should be 100 turns on a 3 in. tube with 
one or two taps and a .0005 variable 
condenser. To aid in counterbalancing 
there isan additional 30 turns continuing 
from the ground tap and connecting to 
the counterbalancing condenser. A 
switching arrangement is shown for con- 









































necting the variable condenser in series 
or multiple with the tuning coil. 

There will always be those who are 
reluctant to discard the superior sensi- 
tiveness of the tube detector for the crys- 
tal and Fig. 4+ shows a switch combina- 
tion whereby a crystal or tube detector 
can be used, the change being instan- 
taneous, affording an ideal means of 
comparing these two methods of rectifi- 
cation. 

Although the use of three stages of 
R. F. amplification is usually associated 
with laboratory apparatus and considered 
too complex for radiocast reception, it is 
possible by taking advantage of certain 
inherent factors existing in a circuit and 
combining with them an efficient method 
of tube counterbalance to construct a 
thoroughly satisfactory and efficient re- 
ceiver of this type for D X and local 
reception. Fig. 5 shows a circuit of this 
type using three stages of R. F. amplifi- 
cation with three controls combining 
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Fig. 4. Circuit Using Either Crystal or Tube Detector 
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Fig. 5. Circuit Diagram for Three Stages of R. F. 
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Fig. 6. Rear View of Three Control Receiver 


good tone quality with sensitivity and 
the required selectivity. 

Here again the Rice method of tube 
counterbalance is used on the first and 
second stages of R. F. The crystal de- 
tector and the untuned R. F. trans- 
former assist in stabilizing the third R.F. 
tube. It has been necessary in most cases 
of multi-stage R. F. amplification to take 
advantage of every possible condition 
which will assist in greater stability. 
In the case of three stages of R. F. this 
meant a single circuit tuner and untuned 
antenna circuit with the consequent loss 
in selectivity. 

It will be noted in Fig. 5 that a radical 
departure from ordinary practice has 
been made, resulting in pertect stability 
combined with a two circuit tuner and a 
tuned antenna. ‘These three necessary 
features are obtained by the use of high 
resistances in the negative C battery con- 
nection of the secondaries of the two cir- 
cuit tuner and the first tuned R. F. 
transformer. In these experiments a 
12,000 ohm resistance was used on the 


tuner and a 5000 ohm resistance on the 
first tuned R.F.transformer. Several 
values of resistance should be tried for 
best results. ‘This application of resis- 
tance shouid not be contused with the 
various methods used to obtain stability 
by inserting so-called “‘lossers” in a cir- 
cuit. The efficiency is in no way im- 
paired as the application of the resistance 
is in the high resistance grid filament cir- 
cuit and is a very small proportion of 
the total resistance of this circuit. This 
results in the damping out of any para- 
sitic oscillations. Primarily the use of 
resistance in this way was suggested to 
me by Mr. Hugo Benioff of Pasadena, 
and in these experiments proved to be 
entirely satisfactory. 

The tuned R.F.transformers are 
made by winding 55 turns of No. 24 
d.c.c. on a three inch tube with a cen- 
tral tap and a primary of 15 turns 
wound directly over the secondary. A 
.0005 mfd. variable condenser is used for 
tuning. The two circuit tuner is the 
same as used in Fig. 3. A back panel 


view of the three control receiver is 
shown in Fig. 6 and the general arrange- 
ment of parts in Fig. 7. 

The construction of this receiver car- 
ried out step by step affords one the in 
teresting opportunity of learning just 
how much sensitivity and selectivity each 
step of R. F. adds in its turn. The care 
ful testing and adjusting of each ste; 
as it is added will result in a very satis 
factory receiver. 





ADAPTING THE 45,000 CYCLE 
SUPERHETERODYNE TO 
LOW WAVE RECEPTION 

By E. A. SAHM 


The 40 to 80 meter band can be 
received on the 45,000 cycle superheter 
odyne by substituting a special coupler 
for that used on the 200-600 meter band 
and by reducing the loop to about eight 
turns tapped in the middle. 

The special coupler consists of three 
basket-wound coils mounted side by side 
with 4 in. separation for coupling as 
this narrow band does not require vari- 
able coupling. To construct the coils 
first set up 15 pegs equidistant on a 3 in. 
circle. Then wind 10 turns of No. 20 
d.c.c. wire alternately around the inside 
and outside of two pegs at atime. The 
inside coil is used as the grid series coil. 

This coupler can easily be added to 
the set without removing the other so 
that either may be used at will through 
flexible leads. The two couplers should 
be shielded from each other. A short- 
circuiting lead can also be put on the 
loop. 
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Fig. 7. General Arrangement of Parts for Three-Control Receiver 
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Superheterodyne or Intermediate 


Frequency Amplifier Receiving Sets 


A Simple Explanation of the Principles Upon Which This 


Popular Type of Receiver is Based 


ECEIVING sets which use sev- 

eral stages of radio frequency 

amplification to amplify directly 
the frequency received from an antenna 
or coil aerial are open to the objection 
that it is necessary to change the tuning 
of all of the radio frequency circuits as 
the set is tuned to stations sending on 
different frequencies or wavelengths. 
Thus, a tuned radio frequency ampli- 
fier system using two stages of radio 
frequency amplification with a detector 
will, in general, have three tuned cir- 
cuits and three tun‘ng dials. All three 
of these circuits must be tuned to the 
incoming signal if satisfactory reception 
is to be obtained. As has been ex- 
plained in previous articles this feature 
is not a serious handicap after the oper- 
ator has made a record of the tuning ad- 
justments which bring in the various 
stations. 

Several manufacturers have recently 
made attempts to simultaneously vary 
the tuning of a number of circuits by 
gearing a number of condenser controls 
to a single dial. To satisfactorily vary 
the tuning of three or four radio fre- 
quency circuits in this way and at the 
same time insure the various circu'ts be- 
ing in accurate adjustment for the same 
frequency requires very careful mechani- 
cal construction of the condensers and 
coils which are used in these circuits. 
Rather than go to the expense and en- 
gineering design necessary to such care- 
ful construction most manufacturers 
place a single plate variable condenser 
in parallel with the larger tuning con- 
denser. It is necessary therefore to vary 
the adjustment of the micrometer con- 
densers as well as the single control dial 
to secure accurate tuning. 

It would seem plausible to expect that 
if a radio frequency amplifier system 
ould be designed to amplify but one 
trequency or narrow band of frequen- 
ies, the number of controls might be 
reduced and the amplifier system be 
more efficient than could be the case if 
it must handle a very wide band of fre- 
juencies, as is the case w th a system de- 
igned to handle the entire radiocast 

inge from 500 to 1500 kilocycles (200 
to 600 meters). Sets known commer- 
ially as “superheterodyne” or inter- 
nediate frequency amplifier receivers 
rovide for reducing the radio frequency 
signal from any station to a single, com- 


By C. M. Fansky, Fr. 


paratively narrow, band of frequencies. 
The radio frequency ampl fier system is 
then designed to amplify this particular 
band only, after which the signal is de- 
tected or rectified and amplified by audio 
frequency amplifiers. 

In RADIO for October, 1924, we 
discussed the production of beats by com- 
bining with an incoming radio frequency 
an alternat ng current from a local oscil- 
lator producing a radio frequency, such 
that the numerical difference between 
f, and f, is a frequency somewhere in 
the range audible to the human ear. 
The combination of f, and f, when rec- 
tified or detected and passed through a 
headset could be heard. ‘This produc- 
tion of beats, as it is called, can be very 
readily explained to the man _ with 
mathematical training by the use of a 
few smple equations involving trigono- 
metric expansion. It can best be ex- 
plained to the non-mathematical reader 
by likening it to the phenomenon which 
is produced when two keys close together 
on the piano are struck simultaneously. 


cycles per second will be produced. The 
same beat frequency could be produced 
by using a local oscillator producing 
955,000 cycles. In other words, to pro- 
duce a beat frequency of 45,000 cycles 
the frequency of the local oscillator may 
be adjusted either to a frequency +5,000 
cycles above that of the incoming fre- 
quency or to one +5,000 cycles below the 
incoming frequency. 

Fig. 1 shows a schematic diagram for 
a receiving set which might be used for 
the reception of continuous wave tele- 
graph signals or for radiophone 
speech and music. If it is assumed that 
the antenna or coil is receiving a signal 
at a frequency f, of say 1,000,000 
cycles per second the first local oscil- 
lator might be adjusted to a frequency 
of f, which would. give a beat note of 
45,000 cycles. This would result when 
f, — f. = 45,000. Tuning is accom- 
plished by simultaneously varying the 
antenna tuning unit. and the frequency 
control of the first local oscillator. Two 
adjustments of the tuning oscillator con- 
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Due to the fact that the frequencies 
produced by the two keys are nearly the 
same, a periodic increase and decrease 
in the intensity of the sound emitted can 
be detected as the radiat‘on from one 
string first adds to, then neutralizes, the 
radiation from the other. 

If the high frequency alternating cur- 
rent from a distant radio telegraph sta- 
tion transmitting a frequency of 1,000,- 
000 cycles per second (300 meters) is 
combined with the output of a local 
generator of 1,001,000 cvcles per sec- 
ond and the combination passed to a de- 
tector there will result an audio fre- 
quency alternating current of 1000 
cycles per second. If however the same 
incoming signal were combined with the 
output of an oscillator producing 1,045,- 
000 cycles per second, and the combin- 
ation rectified, a beat note of 45,000 
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trol will produce a beat frequency of 
45,000 cycles per second, as has just 
been explained, and therefore the incom- 
ing signal can be heard equally well at 
either of these adjustments. 

If the set is to be used only for radio 
telegraph reception the intermediate 
frequency ampl fier may be of the tuned 
circuit type in which all of the circuits 
are tuned to 45,000 cycles. This is be- 
cause a continuous wave telegraph sig- 
nal does not occupy a very wide band. 
The amplified 45,000 cycles signal is de- 
livered to the second detector which is 
adjusted so that the beat note produced 
by the combination of the two frequencies 
is audible to the human ear. The audio 
frequency note can then be amplified if 
necessary. The intermediate frequency 
amplifier need not necessarily be de- 
signd for 45,000 cycles but may be de- 
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signed for any satisfactory frequency 
lower than f,. 

If the set is intended for the recep- 
tion of radio telephone signals only, the 
second local oscillator may be dispensed 
with. However, due to the fact that 
a radio telephone signal occupies a much 
broader frequncy band than a rad‘o tele- 
graph signal, certain precautions must 
be taken in the design of the intermedi- 
ate frequncy amplifier and the detector 
which is used with it. These precau- 
tions will be discussed in some detail. 

The voice and instrumental frequen- 
cies involved in the satisfactory repro- 
duction of speech and music by electri- 
cal methods extend from about 50 to 
5,000 cycles per second. While it is 
true that the ear will respond to fre- 
quencies as low as 15 cycles, and with 
some people to frequencies as high as 
15,000 cycles, it will not materia'ly 
change the quality of reproduction if all 
frequencies above and below the band 
from 50 to 5,000 cycles are elim nated. 
Radio telephone transmitters amplify 
the speech and instrumental frequencies 
obtained from the microphone and use 
them to vary the amplitude of a gener- 
ator transmitting a high frequency elec- 
tromagnetic waves. This variation of 
amplitude is called modulation. The 
high frequency produced by the gener- 
ator is called the carrier frequency. The 
frequencies obtained from the micro- 
phone are called the modulating fre- 
quencies. 

The band occupied by an unmodu- 
lated high frequency wave is very nar- 
row. Theoretically it is confined to a 
single frequency. The wave radiated by 
a radio telephone transmitting station 
occupies a band of frequencies twice as 
wide as the highest modulating frequency 
obtained from the microphone. Thus if 
the microphone circuits carry frequencies 
as high as 5000 cycles the band occupied 
by the radiated wave is 10,000 cycles 
wide. All apparatus designed to amp- 
lify high frequency currents modulated 
by speech and instrumental music must 
be designed to handle a frequency band 
of at least 10,000 cycles. It is also 
fundamentally true that each rad‘o tele- 
phone transmitter must be allocated a 
band 10,000 cycles wide. 

Let us assume that a radiophone trans- 
mitter uses a carrier frequency of 1,000,- 
000 cycles per second. When modula- 
tion is taking place the space occupied 
by this transmission will extend up to 
1,005,000 cycles and down to 995,000 
cycles, a total width of 10,000 cycles. 
To determine the width of band occu- 
pied in meters we may make use of the 
approximate formula: 

Wavelength in meters = 
300,000,000 
frequency in cycles per second 
The wavelength of the carrier fre- 
quency is therefore 300 meters. The 
wavelength corresponding to 1,005,000 
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cycles is 298.5 meters. The wavelength 
corresponding to 995.000 cyc'es is 301.5 
meters. The radiophone transmission 
therefore occupies a wave band extend- 
ing from 298.5 to 301.5 meters, a total 
width of + meters. 

At 750,000 cycles per second the band 
would still be 10,000 cycles wide, ex- 
tending from 755,000 cycles to 745,000 
evcles. This figure, converted to wave- 
lengths in meters, shows that the car- 
rier is operat ng at 400 meters and the 
side bands extend from 397.3 meters to 
402.7 meters. The width of the band 
occupied in meters therefore is approxi- 
mately 5.4 meters. The width of band 
occupied by a radiophone transmitter in 
which the modulating frequencies ex- 
tend up to 5000 cycles is always 10,000 
cycles but the width expressed in meters 
will depend upon the wavelength of the 
carrier. The longer the wavelength of 


Amplification 











from the carrier frequency. The result 
of the use of such an intermediate fre- 
quency amplifier system would be that 
the low notes of musical reproduction 
would receive maximum amplification 
while the higher notes would be 
damped out. “The higher the modulat- 
ing frequency the less the amplification. 

Because of the principles which have 
just been brought out it is common 
practice to use an intermediate ampli- 
fy'ng system in which coupling between 
the tubes is obtained by the use of trans- 
formers of special design rather than by 
the use of coupled circuits. These 
transformers may be either of the iron 
or air core type. The same selectivity 
which makes the tuned circuit amplifier 
valuable when used for the direct ampli- 
fication of frequencies lying in the radio- 
cast range prevents the use of this type 
of circuit in intermediate frequency 
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Fig. 2. Frequency-Amplification Characteristics of Three Different Intermediate 
Frequency Amplifiers 
hae Sn eae Theoretical Ideal Amplifier. 
— — — — Tuned Circuit Amplifier. 





the carrier the wider the width of band 
in meters. 

A tuned circuit radio frequency ampli- 
fier which is adjusted for an incoming 
frequency of 1,000,000 cycles will for 
all practical purposes amplify equally 
well the entire band extending from 
1,005,000 cycles to 955,000 cycles. The 
ratio of width of band (10,000 cycles) 
to the carrier frequency (1,000,000 
cycles) is 1 to 100. 

lf, however, we heterodyne the incom- 
ing frequency with a local oscillator to 
produce a carrier of 45,000 cycles a 
different situation exists. The modu- 
lating frequencies still require that the 
band be 10,000 cycles wide. The band 
which must be provided for in the in- 
termediate frequency amplifier therefore 
extends from 40,000 cycles to 50,000 
cycles and the ratio of the band width 
to the carrier frequency is only 1 to 4.5. 
A low-resistance tuned circuit radio fre- 
quency amplifier adjusted to 45,000 
cycles would not amplify equally well 
all frequencies lying between 40,000 
and 50,000 cycles. Amplification would 
be greatest for those frequencies near 
45,000 and would be progressively less 
for those frequencies further removed 
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Transformer Coupled Amplifier. 


amplifiers which must not be so selec- 
tive as to produce distortion when used 
for the reception of radio telephone 
speech and music. 

Fig. 2 shows diagrammatically the re- 
sults which might be expected from three 
different types of amplifiers. An ideal 
amplifier would cut off completely all 
frequencies above 50,000 and all below 
40,000 and in addition would give equal 
amplification to all lying between these 
two I mits. A tuned circuit amplifier 
would be too selective while the average 
transformer coupled amplifier will give 
results Ike those shown in the third 
curve. Some selectivity must be sacrificed 
in order to obtain satisfactory reproduc- 
tion. The use of a band filter with 
proper cut off points might increase the 
selectivity of a transformer coupled am- 
plifier. Resistance coupling might be 
used in an intermediate frequency am- 
pl fier. Such a circuit should give ex- 
ce lent reproduction but would lack 
selectivity and be open to other objec- 
tions. 

There are certain important points 
which must be given full consideration 
in the des gn of the circuits of the second 

(Continued on page 72) 
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HERE are many instances where 

it is desired to add two-stage audio 

amplifier to a single dry cell tube 
receiver or even to a simple crystal set. 
But the most serious obstacle to the idea 
is the tube and battery question. What 
kind of tubes will give the best results 
and how are they to be operated? 

If the set to which the amplifier is to 
be added is of the dry cell tube type, at 
first thought it seems most practical to 
employ dry cell tubes for amplification 
also. The filaments of these tubes may 
be heated either from a multiple or 
series multiple connected 4 battery of 
standard No. 6 dry cells, or from a 
small storage battery of suitable voltage, 
if desired. An amplifier might be added 
to a crystal set in the same manner. 

The degree and quality of amplifica- 
tion obtainable with dry cell tubes, how- 
ever, is hardly comparable to that 
afforded by larger tubes of the storage 
battery type which require from 5 to 6 
volts and from % to 1 ampere. This 
is especially true in the case of ampli- 
fiers consisting of two or more tubes. 
The storage battery tube has a greater 
input and output capacity than the dry 
cell tube and is therefore capable of de- 
livering the greater amount of energy 
with less distortion to the loud speaker. 
Thus, storage battery tubes should be 
used in preference to dry cell tubes 
whenever circumstances will permit. 

The problem of operating the fila- 
ments of amplifier tubes from alternat- 
ing current has a number of practical 
solutions. Perhaps the safest, simplest, 
least expensive and most satisfactory of 
these consists in the use of a bell ringing 


An “A”- Batteryless Audio Amplifier 


Practical Directions for Heating the Tube Filaments from a 


110-Volt A.C. Supply 
By Ferd Humphreys 


transformer in conjunction with a po- 
tentiometer and a C battery. In the 
event that the radio constructor wishes 
to build his own eliminator, he may pur- 
chase the necessary parts and incorporate 
them in the amplifier. 

The writer recently constructed a 
two-stage audio amplifier employing 
C-301-A or UV-201-A tubes for use 
with a single dry cell tube regenerative 
receiver. ‘lhe filaments of the amplifier 
were operated from alternating current 
by means of a bell ringing transformer 
in accord with the desire to eliminate 
the storage battery. It was not deemed 
worth while to go to the expense of in- 
corporating a B battery eliminator in 








structed appear in Figs. 1 and 2. The 
following list of parts was purchased for 
the construction of the amplifier: 
Panel, black, 6x101/2x3/16 in. 
Baseboard, 9x7x% in. 
Potentiometer, 200 ohms 
Rheostat, 10 ohms 
C-301-A amplifier tubes 
Tube sockets, panel mounting 
Phone jack, single circuit 
Audio transformers 
Bell ringing transformer 
C battery, 44% volts 
Binding posts, black moulded 
10 ft. lamp cord, twisted pair 
1 Attachment plug 
1 Cabinet 
Necessary screws, bus bar for connections, 
and soldering lugs. 
The tube sockets are mounted to the 
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Fig. 2. Back panel view of the amplifier showtng the bell ringing transformer for operating 
the tube flaments. The “C” battery is held to the baseboard by means of a clamp. 


the amplifier inasmuch as the B battery 
is not particularly troublesome and will 
give good service when used with a two- 
stage amplifier. 

Two views of the amplifier con- 











Fig. 1. Front panel view of the “A”-Batteryless two-stage audio amplifer. 
tubes are arranged to project through the top of the cabinet. 
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center of the panel at equal distances 
from its ends, the height of the sockets 
being adjusted to permit the tubes to be 
inserted therein through holes made in 
the top of the cabinet. ‘The potentio- 
meter and rheostat are mounted to the- 
ends of the panel at the center of its 
height. They appear at the left and 
right, respectively, in Fig. 1 and in the 
opposite order in Fig. 2. The jack is 
located at the lower center of the panel. 
At the upper left and right corners of 
the panel, Fig. 1, the input and B bat- 
tery binding posts, respectively, may be 
seen. All of the panel mounted parts 
are placed to give a well balanced ap- 
pearance. Oval-headed _ nickel-plated 
wood screws are used to secure the panel 
to the cabinet and to the baseboard. 
Oval-headed machine screws of similar 
finish are used to fasten the sockets to 
the panel. 


To the baseboard are mounted the 
audio transformers, bell ringing trans- 
former and C battery. The bell trans- 
former is secured to the left rear corner 
of the base and the C battery is mounted 
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to the right rear corner of the same. 
A clamp, constructed of galvanized-iron 
and held to the base by flat headed 
wood screws, accommodates the C bat- 
tery. 

The amplifier was wired in accord- 
ance with the circuit diagram of Fig. 3. 
In the process of wiring, special atten- 
tion was given to the arrangement of the 
alternating current leads to and from 
the bell transformer with respect to the 
input and output circuits of the ampli- 
fier. The leads from the secondary ter- 
minals of the transformer to the filament 
terminals of the tube sockets were kept 
well away from the audio transformer 
leads and the grid and plate connections 
to the sockets. A separation of at least 
1 in. was maintained between parallel 
leads and these were kept short and 
avoided as much as possible. The wir- 
ing was also kept away from the bell 
transformer. This was done in the in- 
terest of preventing any “hum” which 
might result from objectionable induc- 
tion between the bell transformer leads 
and the amplifying circuits. 

In an improperly constructed ampli- 
fier of this type, a hum is possible be- 
cause of the rapid reversals of alternat- 
ing current flowing through the input 
and output circuits of the bell trans- 
former. The pitch of the hum is double 
the frequency of the supply current 
which is generally of the order of 60 
cycles per second. 

The bell transformer employed has 
three secondary terminals. ‘These per- 
mit of three different voltages for the 
operation of bells of different sizes. Two 
adjacent terminals are marked 6 volts, 
and another adjacent pair are marked 
8 volts. By connecting to the two outer 
terminals of the transformer, a potential 
of 14 volts may be obtained. When em- 
ploying this transformer for operating 


the 5 volt filaments of an amplifier, the 
6 volt terminals are used. One end of 
the lamp cord is connected and soldered 
to two flexible leads provided on the 
transformer and the other end of the 
cord is connected to the attachment 
plug. The soldered connection to the 
transformer is thoroughly taped to pre- 
vent short circuit. 

The use of a filament control jack for 
turning the amplifier on and off should 
be avoided in this instance because of 
the liability of such a jack to introduce 
a slight hum by virtue of the intimate 
association of alternating current with 
the output circuit of the last amplifier 
tube. The jack springs act as the plates 
of a condenser in this respect and serve 
to couple the alternating current fila- 
ment circuit to the output circuit. 

If the grid return leads of this 
fier are connected directly to one 
other of the filament leads, as is the 
practice in amplifiers employing direct 
current on the filaments, the grids of the 
tubes will be alternately biased positive 
and negative owing to the flow of alter- 
nating current through the filaments. 
This, of course, would produce a very 
loud hum in the loud speaker and would 
render the amplifier operative only 
when the grids were negatively biased. 
The necessary negative grid bias for 
amplification is provided by means of the 
C battery and potentiometer. 

The ends of the potentiometer resist- 
ance winding are connected to the fila- 
ment supply leads and the grid return 
leads of both tubes are common and 
connected to the arm of the device 
through the C battery. The amplifier 
is adjusted for zero hum by rotating the 
arm of the potentiometer to the middle 
of the resistance. When the proper ad- 
justment has once been found, the po- 
tentiometer need not be touched again. 
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The life of the C battery averages 
about 8 months, as it serves only to place 
a voltage on the grids of the tubes. The 
filament rheostat is adjusted to the point 
above which no additional increase in the 
brilliancy of the filaments has the effect 
of improving amplification. A B bat- 
tery of 90 volts was connected to the 
binding posts provided. 

When tested, the amplifier was used 
in conjunction with an improvised loud 
speaker consisting of a phonograph re- 
ceiver attachment and a Victrola. The 
amplifier worked with perfect satisfac- 
tion and no difficulty was experienced in 
adjusting the potentiometer for smooth 
amplification. With the potentiometer 
out of adjustment, however, the effect 
of the hum was to modulate to such an 
extent that the distortion resulting was 
unbearable. ‘The potentiometer is most 
easily adjusted for zero hum when no 
radiocasting is being received. 





EXPERIMENTING 
By Kennarp McCLees 

As soon as the radio amateur has pro- 
gressed beyond the stage of listening-in 
and begins to want to know more about 
the hitherto mysterious inner workings, 
an experimental table will be found in- 
valuable. This table should be in an out- 
of-the-way corner and can be reserved 
for the hours of leisure when new hook- 
ups are tried, the hook-up that just 
comes into your hands when there is a 
program on that the family cannot tear 
themselves away from. 

The first essentials are a couple of 
small panels for the aerial, ground and 
battery leads. These can be mounted at 
opposite ends of the table, and should be 
short strips or insulating material sup- 
ported by tubes of insulator; broken off 
bits of porcelain tubing will answer the 
purpose well. If you can procure some 
old Fahnstock clips drill places for these 
in preference to screw binding posts. Ap- 
pearances will not matter here and they 
will prove more convenient when many 
changes are to be made. 

If you make up a winding rig and try 
some coils of your own, remember that 
the old style loose-coupler is frowned 
upon today as the best results are had 
by the simpler method of winding both 
primary and secondary on the same tube 
with a short gap between them. It has 
also been found that it is not essential 
that the rotor and stator of a variometer 
be wound in the same directions. Some- 
times the opposite will give good results. 
An excellent experiment is to wind the 
stator in a given direction, and then the 
rotor half and half. 

Place your grid-leak in a convenient 
position and test its effectiveness fre- 
quently. A coarse pencil and eraser may 
be tied to one side of the table and re- 
served for this purpose. It will have to 
be changed whenever you change tubes 

(Continued on page 68) 
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Ether Garblers 


By Volney G. Mathison 


«T'S got me,” declares Mr. Tul- 
ver, supervising engineer of the 
Poulsen Pacific Telegraph Com- 

pany, swabbin’ his perspirin’ map. 

Look at this!” He hands me a tele- 

gram, filed here in San 

which reads this way: 
“Isaac Rosenblum & Son, Los Angeles: 
ip us immediately steamer freight one 
ousand each lot number 6558 assorted 
sizes up to thirty-eight ladies’ chemise slip 
vers and combinations pink and cream silk 
;oldberg, Heine, and Jacob Company.” 
“Now, look at this one,” says Mr. 

[ulver, handin’ me another telegram. 

Here’s the way that message sounded 

n the ears of the receiving operator at 


Francisco, 


Los Angeles: 

Isaac Rosenblum & Son, Los Angeles: 
Ship us immediately by fast express one 
ousand any available lots sizes forty and 
rger your extra heavy duty or Eskimo 
ind two-piece undergarments men’s red 
nnel. Goldberg, Heine, and Jacob Com- 


“I’m supposed to know something 
bout radio-engineering,” declares Mr. 
Culver, “but when messages go out cor- 
rectly on the air from a transmitter and 

me in on the receiving aerial at the 
other end with words and numbers en- 
tirely altered, then I’m done and I ad- 
mit it. Every day for the last three 


veeks, one or more important telegrams 
have gone wrong. ‘The company is los- 
ng business right and left, and we're 
ilready threatened with more than a 


The \, 







W ia] 
ANDREWS 


rit 


“Hawkins sticks his flashlight into the opening.” 


dozen lawsuits. It always happens on 
our 4550-meter channel.” 

“Tet’s see now,” I observes, real 
thoughtful and Sherlocky like, “there 
are a lot of places where something can 
happen to a message. Starting from the 
beginning, there is the pneumatic tube 
from the office downstairs to the operat- 
ing room up here on the eighteenth 
floor—”’ 

“Wait a minute,” 
Tulver. ‘“The messages are going out 
on the air absolutely correct. We have 
installed a set of automatic recording 
receivers tuned to all the different wave- 
lengths of the Palo Alto transmitters; 
and these receivers record every out- 
going dot and dash on a paper tape. The 
recorders are in our regular receiving 
house up on San Bruno Mountain, 
where nobody can come and tamper 
with the equipment without _ being 
caught at it, as there is no house, tree, 
or bush within a mile in any direction. 
I have stood watch up there alone with 
the instruments, and the tapes have re- 
corded the cerrect message text at all 


interrupts Mr. 
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times, as compared to the originals filed 
downtown in the city office, showing 
that every message has gone out into the 
ether correctly—yet some of those very 
same messages came in on the Los An- 
geles receivers entirely altered, such as 
the one you have read. 

“Tn order to find out whether the 
Los Angeles receiving circuits were be- 
ing tampered with, I secretly installed 
another complete set of recording re- 
ceivers near that city. These Los An- 
geles receivers have invariably recorded 
the messages in their altered form—the 
very messages the San Francisco re- 
corders show are going out correctly. 
This proves that there is nothing wrong 
with our sending and receiving circuits. 
Furthermore, there is absolutely no 
break or interference of the signals ob- 
servable at any time, either in the oper- 
ators’ head-phones or on the tapes of 
the recorders. ‘The trouble is not in 
our system; it is something in the ether 
outside of our system.” 

“Let’s finish lookin’ over our ground, 
then,” I resumes. ‘“The next thing for 





us to do is to stop and think who would 
like to see the Poulsen Pacific put out 


of business—and I 
several. In the first place, you are 
buckin’ three powerful outfits, the 
Western Onion, the Postit Telegraph 
and the Yell Telephone and Telegraph 
Company. Then, too, you control the 
wireless sets on a long string of ocean 
ships. This brings you face to face with 
another group of competitors. For in- 
stance, there is Greb & Terkelsen—by 
the way, I've been told that Thomas 
Greb and Stephen Glass, your presi- 
dent, were buddies in their younger 
days; but Greb stole Glass’ woman an’ 
married her, and they’ve never spoken 
since.” 


fancy there are 


“I’ve heard something of it,” replies 
Mr. Tulver, briefly. “Speaking of 
Greb & Terkelsen, we have never con- 
sidered them as competitors. Greb is 
more of a stock plunger than a radio 
manufacturer. I hear he has made five 
million dollars in oil, and is about out 
of the radio game.” 


“Well, there are some other concerns 
who ain’t out of it, by a long shot,” I 
persists. “‘We have the Radio Freeze- 
outers, Inc.; then we also have the In- 
dependent Radio Patent-Dodgers Union, 
and we have the Westover Electric 
Company. Let me think it all over and 
I'll see you later.” 


AKIN’ leave of him, I starts to 

take the elevator down to the 
street; then changin’ my mind, | stroll 
down by the stairs and ramble around 
through the corridors on each floor of 
the big office building. Roaming along 
on the fourteenth floor, I hear footsteps 
and the sound of a door opening and 
closing around a bend in the corridor— 
then the sharp, cold voice of Stephen 
Glass,— 

“What are you doing down here on 
this floor?” 

“Havin’ a smoke,” is the thin, shifty- 
voiced answer. 

“Why aren’t you up in the operating 
room?” demands the big chief of the 
Poulsen Pacific. “Which channel have 
you?” 

“4550 to Los Angeles,” replies the 
operator, in his rattly, nervous voice. 
“She’s clear just now.” 

“I want you to go upstairs and stay 
there during shift hours,” snaps Glass. 
“The building superintendent has com- 
plained twice about our men smoking 
out in the corridors. If | catch you 
again, I'll instruct the chief operator to 
dismiss you.” 

Driftin’ around the corner, | sees the 
tall, erect figure of Stephen Glass fol- 
lowing a shrimpish, hang-dog-lookin’ 
key-puncher to the elevator. 

Strolling along toward the farther 
end of the corridor, | gets a consider- 
able surprise when I recognizes the 
Pacific Coast general manager of the 
Westover Electric Company slippin’ 
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hurriedly in through a door which has 
lettered on it: “Cleartron Radio Tube 
Company, Private.”” Thoughtful-like, I 
proceeds to size up the outside of this 
bootleg tube joint when I become aware 
that somebody is watchin’ me. Wheel- 
ing about, suddenly, I espies duckin’ 
*round a corner a white-haired, narrow- 
jawed, hawk-eyed little gink, who 
looks to me like one of the “legal in- 
vestigators’” of Radio Freezeouters, Inc. 
Hearing one of the doors of the Clear- 
tron tube outfit starting to open, I 
glances back quickly in that direction 
and sees the short, stocky, nervous, 
dark-complexioned western branch man- 
ager of the Independent Patent-Dodgers 
Radio Union cautiously peekin’ out into 
the corridor through a crack in the door. 
When he spots me, he jerks his head 
back inside and slams the door shut. 
The next minute, the elevator opens 
and out steps an engineer of the Yell 
Telephone Company, an attorney of the 
Western Onion, and a purchasing agent 
of the Postit Telegraph Company. 
They are all talkin’ together excitedly 
in a low undertone; and I distinctly 
hears the words “stock” and ‘Poulsen 
Pacific.” Seein’ me, they instantly 
freeze up into a guilty silence an’ nod 
briefly; then they hesitate in the cor- 
ridor, like they don't exactly know what 
to do next. There bein’ no Poulsen 
Pacific offves on the fourteenth flour for 
me to step into and yet out of the way, 
I strolls off brisk like and pretend to 
start to enter a door with the gold let- 
tering, “H. C. Bailey, Real Estate 
Broker”, on it, which is near where the 
Poulsen Pacific operator got caught 
catchin’ a smoke—whereupon the engi- 
neer, the attorney, and the telegraph 
pole buyer all jump hastily into the 
Cleartron Tube joint. 

“Hum, th’ gang’s all here, it looks 
like,” I mutters to myself. “All but 
Greb & Terkelsen.” 

Down on the ground floor, I espies 
old Greb himself, a gray-haired, dissi- 
pated-lookin’ gambler with a bong black 
cigar stuck in his face, filing a telegram 
in the Poulsen Pacific’s city office. 

In my whizz-wagon, an hour later, 
I rambles through the five o’clock down- 
town crowds, out through the Mission, 
and up a rocky, narrow, and deserted 
road leading up onto the top of the San 
Bruno Mountain, on the southwestern 
edge of the city. Here, over-looking 
San Francisco, the bay, and a ship and 
a flaming sunset in the Golden Gate, 
stands a small lonely building, sur- 
rounded by a big cluster of outdoor loop 
aerials, each about ten feet square. 

Inside, | finds my old pal, Jim Haw- 
kins, the company’s chief equipment en- 
gineer, who is occupied in hoverin’ with 
a piece of gaspipe an’ a murderous- 
lookin’ satved-off shotgun over the maze 
of inductances and condensers, and long 
rows of brightly glowing vacuum tubes 
comprising the twelve big receiving sets 
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of the Poulsen Pacific’s San Francisco 
terminal. 

“Hawkins,” I says to the long knight 
of the shot-gun, who looks more like 
a Kentucky moonshiner than the clever- 
est radio-receiver wizard on the West 
Coast. ‘‘] understand you're the de- 
signer of most of this gear?” 

“Betcherlife!” exclaims Hawkins, 
stiffenin’ up kind of belligerent like. 

“Righto,” | replies. “Can you fix up 
a good radio compass tuned exactly to 
that 4550-meter channel, with your ex- 
ploring-coil or direction-finder arranged 
to be swung back and forth through a 
complete circle about fifteen or twenty 
times a minute by a small electric mo- 
tor. Can you hook the compass to one 
of these recording receivers and set up 
an interlocking switch controlled by the 
stylus lever of the recorder and a cam 
on the compass-swinging mechanism, so 
that if any 4550-meter waves, outside 
of those radiated by the Poulsen Pacific 
arc at Palo Alto, come in on the com- 
pass, it will ring an alarm bell and stop 
the compass-swinging motor, thereby 
leaving the direction-indicator pointing 
in the direction of the strange 4550- 
meter signals?” 

“Sure | can!’ exclaims Hawkins, his 
wild eyes lightin’ up enthusiastic like. 
“I'll tell Tulver t’ send th’ regular 
watch-crew back up here, an’ I'll get 
down to th’ factory right away. How 
many of them wireless bloodhounds do 
ya want—one or a dozen?” 

“Four,” | replies. “Set up one right 
here, and one somewhere over on the 
eastern side of the bay, say about at 
Hayward; take the other two down to 
Los Angeles and set them up about 
thirty miles apart, east and west of the 
city. If there’s somebody on the Pa- 
cific Coast comin’ on the air on the 
4550-meter tune of the Palo Alto arc, 
we have to spot him. Put a good man 
on watch at each compass, have him 
sleep an’ eat alongside it, an’ tell him 
as soon as he gets an alarm, to stick on 
his head phones and get a’ accurate 
compass bearing on the strange station. 
Don’t let nobody know what you’re 
doin’, don’t do any talkin’ over Yell 
Telephone wires, use automobiles to 
carry your stuff, an’ work fast.” 

While Hawkins is phoning for the 
crew, | starts back downtown. Upon 
reaching lower Market Street I am 
roused by a newsboy shriekin’ “Wux- 
tree! Wuxtr-e-e-e! Five million lost 
by phony telegram!” 

Navigatin’ in to the curb, I buys a 
paper, an’ finds this glarin’ front-page 
headline streamer an’ story: 

“THREE WORD TELEGRAM COSTS 
FIVE MILLION! 


“Mr. Thomas B. Greb, meteoric oil specu- 
lator who made five millions in Long Beach 
deals recently, and well-known manufacturer 
of the tamous ‘Radio Ford’, is a penniless 
man tonight. Mr. Greb, through his Los 
Angeles broker. Philip C. Thornton, last 


(Continued on page 50) 
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HE design and construction of an 
audio-trequency amplifier for use 
with a loud speaker has been the 

subject of much discussion and some dis- 
agreement. It has become of especial 
interest since many rad ocast stations 
have put out a high quality of speech 
and music, making it worth while for 
those who appreciate good music to im- 
prove their receiving sets. After the 
sounds have left the singer’s lips or the 
player’s instrument there begins a suc- 
cession of transformations wh'ch carry 
those sounds ultimately to our ears, and 
it is these transformations which will 
make originally perfect music seem either 
perfect or imperfect according to the de- 
gree of accuracy of the transformations. 

Speech and music may be analyzed in- 
to a large number of separate single 
frequencies rang ng from as low as 30) 
or 40 cycles per second to as high as 
10,000 or more cycles per second. Any 
given sound is a combination of several 
of these frequencies in some certain pro- 
portions. Changing either the frequen- 
cies present or their proportions will 
change the character of the sound. For 
example, when a speaker says “ah” and 
‘oh” at the same pitch and with about 
the same intensity he is combining with 
approximately equal amounts of some 
fundamental frequency two different 
proportions of certain higher frequen- 
cies. The result is recognized by our 
ears as two distinctly different sounds. 

If the music originating in the studio 
is to reach our ears as perfect music, 
the successive transformations must each 
obey the following rules: 

1. The transformation must intro- 
duce no new frequencies except such as 
will be eliminated in the final result. 

2. Exactly proportional energy 
changes must take place; i. e., if a single 
sound frequency emitted with | unit of 
energy is received with 1.3 units, another 
similar sound frequency emitted with 3 
units must be received with 3.9 units 
of energy. Any piece of apparatus in 
which this condition is fulfilled may be 
said to have a good amplitude character- 
istic. 

3. All frequencies comprising speech 
and music must be amplified or atten- 
uated exactly alike. The corresponding 
characteristic of the apparatus is known 


as its frequency characteristic. Not 
quite all of these frequencies are 
necessary to provide music so per- 


fect as to be indistinguishable from the 
original even by a trained musician but, 
in general, the frequencies from 50 cy- 


Audio-Frequency Amplification 


A Comparative Analysis of Amplifiers With Specific Reference 


Transformer Characteristics 


By G. M. Best 


cles (important for organ music, piano, 
drums, etc.) to 5,000 cycles (impor- 
tant because of violins, piccolos, etc.) are 
necessary to provide yood music. 

Each of the three rules given must 
then be obeyed for each transformation 
taking place, for if, at any one step, the 
transformation is faulty the final result 
will also be faulty. It is important to 
keep this in mind when trying to elim- 
inate distortion in a radio set, since no 
loud speaker, however perfect, can give 
out perfect music when used with an 
imperfect amplifier; and no amplifier, 
however perfect, can give perfect music 
with an imperfect loud speaker. 

With respect to rule 3 only, it is pos- 
sible to have one transformation favor 
the high notes and another the low 
notes in such a manner that the final re- 
sult will be impartial to all frequencies, 
that is, having one frequency distortion 
balance another. It thus happens occas- 
ionally, though rarely indeed, that tne 
frequency characteristic of a poor loud 
speaker wll partly balance that of a 
poor amplifier so that the poor loud 
speaker will sound better than a good 
one when tney are alternate.y tried. Al- 
ways, however, better results may be 
obtained by using a good loud speaker 
with a good amplifier. 

If we were to have but one radiocast 
station and one receiving set it might be 
economical to use station apparatus 
which favored the high frequencies and 
balance it in the rece ving set by equip- 
ment which favored the low frequencies 
by a corresponding amount so that the 
final result would be a uniform repro- 
duction of all frequencies. However, 
since there are actually many thousands 
of receiving sets for every radiocast sta- 
tion it would doubtless be more expen- 
sive to make the receiving sets compen- 
sate for the poor frequency characteris- 
tic of the station than to spend the sev- 
eral thousand dollars necessary to im- 
prove its characteristic. 

To accomplish this the station must 
have a microphone which is much more 
faithful in reproduction of sounds than 
the ordinary type which suffices for tele- 
phone use. Such microphones, construc- 
ted on the push-pull principle, have been 
developed and are in use in many sta- 


phones must then be amplified in an am- 
plifier which is as nearly distortionless 
as possible and then used to modulate 
the carrier wave of the radiocast station. 


Vacuum Tube Amplifiers 
~*~ ACH stage of a vacuum tube ampli- 
fier consists of two essential ele- 
ments—a vacuum tube and a coupling 
device. Under proper conditions the 
vacuum tube itself is an almost ideal 
amplifier, having, below 5.000 cycles, 
an almost perfect frequency characteris- 
tic and, with the proper 4, B and C 
potentials, a very nearly perfect ampli- 
tude characteristic. Coupling devices, 
however, present a more difficult prob- 
lem for, while they usually have nearly 
perfect amplitude characteristics, they 
cannot be made to have perfect frequency 
characteristics except at great expense 
and with some difficulty. 

In order to help the constructor build 
an audio amplifier of any desired degree 
of perfection in the most economical 
manner possible and to enable those who 
already possess imperfect amplifiers to 
improve them economically, the fre- 
quency characteristics of a large number 
of coupling devices have been measured, 

1 few of which are here presented in 
ae form and others as curves. 

Those interested in knowing how 
these measurements were made will find 
a description of the method in the last 
paragraphs of this series of articles. The 
accuracy of these measurements has been 
found to be better than +5% for ampli- 
fication ratios less than 30 and +7% 
for greater amplifications. The frequency 
characteristic for a given transformer 
could be duplicated with 1% without 
difficulty. 

Three types of inter-tube coupling 
are now in common use transformer, im- 
pedance, and resistance coupling. Of 
these, transformer coupling is by far 
the most common, primarily for the rea- 
son that 2 stages of transformer coup- 
ling may equal in volume 3 or 4 stages 
of resistance or impedance coupling. It 
is true also that some good transformers 
introduce less frequency distortion than 
some poorly designed impedance or re- 
sistance coupled amplifiers. In general, 
however, transformer coupling intro- 
duces a great deal of frequency distor- 


TABLE lI. 


tions. “The output from these micro- 
Amplification Frequency Characteristics of Typical 
Frequency ..... . 95 
1. Typical Poor Transformet................ 3.6 
2. Very Good Transformer... 22.6 
3. Impedance Coupled...... shelsien: ae 
4. Resistance Coupled....... Shick Ge 
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Inter-Tube Couplers 
: 1000 2000 5000 
9.1 14.1 20.0 25.1 28.2 26.6 
23.7 24.2 25.4 26.6 28.8 26.9 
8.4 8.2 8.8 8.2 7.8 7.4 
5.8 5.8 5.4 6.0 6.2 6.2 


200 500 
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tion, while resistance and impedance 
coupling on the other hand may be made 
considerably better than the best obtain- 


able by transformer coupling as yet. 


amplification at 95 cycles taken from 
Table I. The amplification at 200 
cycles is 7.1 and the corresponding point 
is therefore at the intersection of the 200 


TABLE !!. 
Frequency 95 200 500 1000 2000 3400 5000 
Amplification 10.6 16.0 26.0 33.3 34.1 30.1 26.4 
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gece 
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Fig. 1. 
I—A Typical Poor Transformer. 
I11—I mpedance Coupled Amplifier. 


Frequency Characteristic Curves 
and Tables 


1 ie compare the relative merits of any 
two coupling devices from the 
standpoint of their frequency character- 
istics, the latter should be plotted as 
curves, as shown in Fig. 1. Table | 
gives the data from which Fig. 1 was 
plotted. The first point of curve I, rep- 
resenting the frequency characteristic of 
a typical poor transformer, is found at 
the intersection of a vertical line at 95 
cycles and a horizontal line at 3.6, its 


Voltage Amplification—Frequency Characteristics. 


II—A Very Good Transformer. 


1V—Resistance Coupled Amplifier. 


cvcle vertical line with a 7.1 horizontal 
line, and so on. Having plotted the 
seven points given, a smooth curve is 
drawn through them with the result 
shown as curve I. 

Tests of some 40 commercial trans- 
formers gave the average results shown 
in Table II. 

While the actual performance of each 
individual make would be interesting, 
the publication of this information would 
be obviously unfair as the amplification 
is largely dependent upon the turns 


TABLE Ill. 
Five Samples of Transformer A 
Frequency 95 200 500 1000 2000 3400 5000 
1, 17.8 26.6 33.5 34.6 35.5 35.5 35.5 
2. 18.4 23.4 32.4 33.4 35.9 36.3 37.2 
3. 18.0 22.9 32.7 34.1 37.6 39.4 33.5 
4 16.8 22.1 32.4 33.7 36.7 ee - 33.5 
5 17.4 23.2 32.7 33.7 37.6 37.6 32.7 
1922, 1923 and 1924 samples of Transformer B 
a. 4.1 7.9 15.9 21.1 25.1 26.6 26.6 
2. 5.0 8.9 16.8 22.4 25.1 25.1 26.0 
3 8.5 8.6 17.2 23.4 27.9 31.6 31.6 
I'wo Samples of a Low Grade Transformer ° 
Frequency 95 200 500 1000 2000 3400 5000 
l. 7.8 11.5 19.7 28.8 28.2 25.4 22.1 
2 8.6 15.8 22.4 28.2 28.2 26.6 25.1 
I'wo Samples of a High Grade Transformer 
} requency 95 200 500 1000 2000 3400 5000 
1 23.2 24.0 24.3 A | 27.5 33.9 34.3 
: 22.9 24.0 24.0 25.1 27.5 34.3 35.5 
TABLE IV. 
Effect of Different Tubes 

I sformer A 
} requency 95 200 500 1000 2000 3400 §000 

Ef 
C-301-A 90-4.5 20 24.8 34.3 33.9 40.7 48.4 50.1 
C-301-A = 45-1.5 13.6 18.4 30.5 32.4 34.7 28.2 21.9 
C-299 90-4.5 11.6 14.6 18.8 18.4 22.1 26.6 26.6 
Magnavox 90-4.5 14.6 17.0 21.6 20.9 25.1 29.1 28.8 
Transformer B 

EE 
C-301-A 90-4.5 13.3 16.4 19.3 19.5 20.4 20.4 20.4 
101-D 90-4.5 10.8 12.3 13.2 13.2 13.8 14.6 17.4 
C-299 90-4.5 8.3 9.7 10.8 11.1 11.3 11.9 11.9 
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ratio and as no consideration is here 
given to the equally important factors of 
tube impedance and the effects of shunted 
and inter-winding capacities, as discussed 
subsequently. In general it is evident 
that the more expensive transformers 
give better results than the cheaper ones. 

In most cases the data of Table II 
were taken on one sample only of each 
type of transformer and it is therefore 
desirable to know to what extent the 
frequency characteristic for this sample 
will be correct for other transformers 
of the same make, type, and ratio. For 
this purpose 5 transformers of one kind 
were measured and the greatest varia- 
tion at any one frequency found to be 
about 18 per cent while the average 
deviation from the mean value at each 
frequency was about 3 per cent. The 
variations were greatest in the low fre- 
quencies. 

Measurements on 3 transformers of 
one type manufactured in 1922, 1923, 
and 1924 indicated a continuous im- 
provement in the product of the manu- 
facturer. 

Comparisons of two low grade trans- 
formers of a given type and of two high 
grade transformers showed a maximum 
deviation of 3% per cent. It is quite 
possible that this is only a coincidence but 
the transformers in question appeared to 
be very carefully made and were the 
product of reputable manufacturers, so 
that the uniformity shown may not be 
accidental. 

In Table IV are shown the behaviors 
of two different transformers with dif- 
ferent vacuum tubes. The plate and 
grid voltages are shown in each case. 

(To be continued) 





De-magnetization of a radio head- 
phone can be avoided if it is made in ac- 
cordance with the A.M.E.S. standards. 
They specify that each ear-piece be 
marked with a plus and a minus sign 
to designate the terminals to which con 
nections should be made. ‘The positive 
terminal of one ear-piece is connected to 
the negative terminal of the other by a 
brown cord with a white thread. tracer. 
A solid brown cord designates the posi 
tive terminal and a black thread with 
brown thread tracer the negative, this 
connection applying both to head-sets 
and loud-speakers. Standard plugs, like- 
wise, have a positive mark on or near the 
terminal that connects to the “sleeve,” 
the tip being negative. Jacks should be 
wired so that the positive B battery con- 
nects to the “sleeve” or body of the plug 
and the negative to the tip. 





Elman B. Myers, one of the pioneers 
in the development of the vacuum tube, 
claims to have invented a tube with a 
renewable filament which operates in the 
open air and requires no glass inclosure. 
Tests are said to show an amplification 
factor of 2 and that the device may be 
operated directly with alternating cur- 
rent without giving a hum. 
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Power Line Interference 


A Discussion of Its Causes and How It May be Located and Remedied 


UE to the ever increasing number 

of radiocast listeners with the 

more universal use of radio as a 
means of supplying entertainment, the 
problem of interference becomes a most 
important one. Of the various sources 
of such interference, this article deals 
chiefly with that caused by power trans- 
mission and distribution systems. 

Contrary to the general impression, 
the presence of a high tension power 
transmission line in your immediate 
neighborhood, does not necessarily in- 
dicate that radio reception will be ma- 
terially disturbed. The writer has made 
several tests directly under transmission 
lines of various voltages up to 220,000 
and unless serious leaks are actually caus- 
ing severe sparking, no_ interference 
other than an occasional “‘slop-over” and 
the regular line inductive ‘“‘hum’”’ is pres- 
ent. The line “hum” is not present un- 
less the receiving antenna is diretly un- 
der the transmission line. 

In one case a single wire antenna 
slightly over 1100 ft. long was stretched 
beneath a 220,000 volt line 17 ft. from 
the nearest conductor. Due to the in- 
ductive relation, approximately 4,000 
volts to ground was present. This volt- 
age was drained off through a radio fre- 
quency choke coil and very satisfactory 
reception was secured. This was inter- 
rupted occasionally by static discharges. 

With this antenna, observations were 
made on wavelengths ranging from 8,000 
to 25,000 meters. The receiver was the 
usual three circuit regenerative type. 
With a similar receiver and an antenna 
varying from a few feet long to 150 ft. 
placed under the same line, further tests 
were made over the entire radiocast 
band. In all cases, no interference of 
marked amplitude was observed unless 
leakages were actually present. 

The problem of locating these leaks 

. dificult one. One method will be 
utlined which has given very encour- 

ring results although it is far from a 
faultless system. 

After many attempts and careful tests, 

directional properties of the loop 
were finally abandoned as having no real 
ilue in locating trouble except in rare 
ses. Maximum signal strength when 
ng a receiver with directional loop 
ir a noisy line, is always obtained 
ien the loop is parallel with the con- 
tors of the line or any other con- 
ductors which tap off the troublesome 
e. The same is true of wires which 
on the same poles but not connected 
the circuit from which, it is assumed, 
interference radiates. This condition 
gives many misleading bearings as the 
proximity and angle of the various out- 
lying leads vary with the location of each 
observation. 
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By Ralph W. Wight 


However, we do find that if it is pos- 
sible to get a considerable distance from 
all wires and take three or four bearings, 
the trouble can usually be located within 
an area, say, of three or four city blocks 
either side of its source. This will only 
be true where all bearings are made 
under like conditions as to distance from 
other conductors which may be carrying 
the interference to the receiver in some 
other direction than its actual bearing 
from the receiver. It is obvious that 
bearings will be of no value which are 
influenced by such conductors. Thus we 
see that in the case of city distribution 
systems it is practically impossible to use 
a loop as a direction finder. 

In localities where interference is of 
such amplitude that it renders radio- 
cast reception impossible, the interfer- 
ing line can usually be found by placing 
a portable superheterodyne in an auto- 
mobile and driving along under several 
lines in the immediate vicinity, stopping 
frequently to see which line seems to be 
carrying noise of the characteristics of 
the one it is desired to locate. 

After picking out the line a systematic 
survey is made of it. A constant im- 
pedance audibility meter is placed in the 
phone circuit and readings of the audi- 
bility are taken at regular intervals. As 
the observer nears the source of the 
trouble, the strength of the interference 
will be of such amplitude that it cannot 
be balanced out by the impedance of the 
meter. Record must be kept of all read- 
ings and when the amplitude is too great 
for the scale of the meter, amplification 
must be decreased to a value which 
brings the noise back within the range 
of the meter and tests continued until a 
maximum is found. The loop should at 
all times be parallel to the line. 

It will be found that there may be 
stray readings due to slightly different 
conditions under which observations are 
made. Where right angle, or other taps 
are made off the line, they should be fol- 
lowed for a short distance to be sure that 
the interference decreases as you go from 
the main line, indicating that the trouble 
is not on the tap. 

This discussion refers to primaries 
rather than secondaries as the usual 110- 
220 volt circuits are generally free from 
trouble. 

When it is apparent from the data se- 
cured that the peak of the interfering 
noise is found, a careful inspection should 
be made of all pole top construction. 
Various causes of trouble include the 
following: 

1. Dirty or cracked insulators. 

2. Tree branches swinging into pri- 
maries. 

3. Loose contact in pole top switches. 

4. Loose contact in primary fuse clips. 
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5. Charred and arcing fuses. 

6. Transformer bushings broken down. 

7. Loose ground connection on trans- 
former cases. 

8. Loose grounding strip on pole top 
hardware. 

9. Faulty street light cut-outs or bulb 
loose in socket. 

10. Metallic bodies such as “high- 
voltage” signs which are within the field 
of the line often pick up a static charge 
although they are in no way connected 
to the line. If these bodies are placed 
too close to ground leads a steady spark- 
ing results caused by static leaking off to 
ground. 

These are just a few of the causes. 
Interference in the radio receiver which 
sounds like a 50 or 60 cycle roar usually 
indicates trouble of the above noted na- 
ture. In the case of a tree branch swing- 
ing into line, it is, of course, intermit- 
tent. We also find that varying load 
conditions will cause leaks to be present 
only at certain times. 

There are a great many other causes 
of radio interference which we will list 
separately. Among the well known 
causes aside from power line noises are 
as follows: 

1. Sparking commutators on direct 
current machines feeding trolley lines. 

2. Sparking synchronous battery 
charging rectifiers such as are used in 
many battery stations and garages. 

3. Vibrating type of battery chargers. 

4. Vibrating frequency chargers such 
as are used to supply ringing current in 
telephone offices. 

5. Flashing type of electric signs. 

6. Railroad wig-wag signals. 

7. Sparking at the contacts of main 
line telegraph relays. 

8. Electrically driven sewing ma- 
chines, vibrators and vacuum sweepers. 

9. X-ray machines. 

Others almost too numerous to men- 
tion also come under these headings and 
it is apparent that the remedy is to elim- 
inate the source rather than to attempt 
to filter it out. 

There is a great deal of code interfer- 
ence which we are not able to control to 
an appreciable extent. ‘The transmitting 
amateur is usually blamed but is rarely, 
if ever, responsible. “The most common 
cause is ship and coastal station interfer- 
ence; these stations being necessary for 
the safeguarding of life and property. 

In closing we must emphasize the cry- 
ing need for patience. After the trouble 
is actually located it is not always possi- 
ble to repair it immediately. In the case 
of power lines, they cannot always be 
taken out of service immediately and 
with machinery, replacements of parts 
are sometimes necessary, requiring, the ex- 
penditure of much time and money. 
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Building Sets to Make Money 


Some Practical and Helpful Suggestions for the Amateur 
Constructor of Receiving Sets 


By Harry A. Nickerson 


Each set 
thought in mind that it may sell other 


ANY amateur set builders fail to 

realize the difference between 

“building sets for money” and 
“building sets to make money.” The 
difference is principally one of system 
and tools. There are thousands of 
amateur set builders selling the un- 
licensed product in violation of no one 
knows how many patents, but few are 
making more than a poor day’s wage. 

At the start there is the element of 
time to consider. Making radio parts by 
hand is like cultivating a field of pota- 
toes,—it can be done by hand but it takes 
machinery to do it at a profit. 
cardinal rule of set building is to use a 
machine-made product for apparatus as- 
sembled in a set, rather than to try to 
manufacture it. The value of the set 
builder’s time necessary to produce it is 
greater than the manufacturer’s and 
dealer’s profit 

Take a vari-coupler as an illustration. 
One can buy a bakelite tube, a rotor 
form, bushings for bearings, and a piece 
of brass tubing for a shaft; but when 
the assembling and wiring is complete, 
with the further complication of “stops” 
and tapping and attachment to panel, 
the time element has made the expense 
greater than the cost of the better appear- 
ing manufactured instrument. 

So with small parts. The city-dweller 
is of course fortunate because of the 
great number of radio stores which 
handle small parts in a city, but the mail 
order house will supply the deficiency of 
the small town radio store. 

The most useful tools of the set builder 
are an electric soldering iron and a pair 
of pliers. It is a good plan to have two 
irons, one intended for continuous use 
and the other with a very fine “pencil 
point” tip for tight places. It pays to 
buy the higher priced irons with replac- 
able tips, since the tips generally burn 
off before the heating element burns out. 

The pliers which permit bending of 
wire to form loops with the end of the 
pliers, with a cutting device and flat 
jaws as well, are most convenient, but 
diagonal end-cutting and “long nosed” 
pliers are also useful. 

By the time the set builder has built 
a few sets, he has generally seen the 
necessity for a considerable tool kit, con- 
sisting of several sizes of screw drivers, 
hacksaw, drills, taps and dies, with 
holders, a drawing board with T squa-e 
and angles, a scriber, etc. A set of nut 
drivers for hexagon and round head nuts 
are a great convenience and save time as 
well as improve appearance. 


So one 
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should be sold with the 
sets. It is poor advertising to use ma- 
terials which are not fitted for long and 
hard use. Save on time but not by buy- 
ing apparatus that is really cheap in 
quality as well as in price. 

Where the amateur builder often re- 
ceives little pay, is in the insertion of 
“extras” in sets. It may take an hour 
to put a couple of 25c vernier rubber 
tired “dial adjusters” on a.set. Another 
very common waste of time is the attempt 
to fit apparatus into cabinets too small 
to hold it readily. Such sets should only 
be constructed for the’ builder’s use, 
where, perhaps he can afford to squander 
time. 

Jacks. esnecially the filament control 
type, requires a lot of planning and time 
in insertion. If customers insist on fila- 
ment control jacks, the charge should be 
in proportion. Many manufactured sets, 
using three or more tubes, have but one 
jack for the whole set; it is not hard to 
see where a few dollars is lopped off 
their selling price. 

Engr-ving on panels, etc, is a matter 
of difficulty. It is hard to learn to han- 
dle an engraving tool. One spoiled panel 
is more expensive than a lot of expert 
engraving. A simple line above a dial 
scratched with a scriber or awl and ter- 
minating at the top in a shallow round 
hole, drilled lightly with a No. 27 or 
smaller drill, will do for a dial indica- 
tor. The placing of transfer engravings 
is another time-using job. Binding posts 
with engraved tops (preferably non-de 
tachable) are a solution of the binding- 
post problem. 

The first cost of a cabinet already 
“finished” may seem high but the rea- 
son is obvious to one who has tried to 
put a “piano finish” on a cabinet. In 
the large cities, unfinished mahogany 
cabinets are available at a very low price 
at the “ten cent” stores, but the usual set 
builder’s finish, is in appearance, what it 
is in reality, “home made.” A “ma- 
chine sanding” with dustless drying con- 
ditions, etc., are needed for real “piano 
finish.”” It pays to take lessons in finish- 
ing cabinets from an expert. It is no 
job for a housepainter. 

Opinions vary as to the use of bus- 
bar and soldering lugs, and sphagetti. 
Probably a judicious use of all three is 
best. If the bus is to be used with as 
little sphagetti as possible, it should be 
“hard drawn.”’ Connections between two 
posts only can be quickly made by using 
end loops in the bus wire and dispensing 
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with lugs. But where a long bus wire 
must be used with many posts to be con- 
nected, the use of soldering lugs makes 
for speed and ease, rather than trying to 
make a number of intermediate loops 
in the long bus. Right angles add to the 
appearance and should be made for that 
reason, where but slight increase in the 
length of the wiring is thereby had, but 
otherwise short direct leads in a more or 
less straight line, with bus covered with 
sphagetti, give better efficiency with good 
appearance. Round bus is easier to use 
than square. 

Most set builders would like to use 
resin flux but prefer some sort of solder- 
ing paste for quick work. In spite of 
the hue and cry against “corrosive” 
paste fluxes, if used sparingly, the paste 
flux in average hands does better work. 

The speed of soldering to lugs varies 
greatly with the type of lug. Some lugs 
just won't take solder and have to be 
individually scraped and “tinned” be- 
fore being placed under terminal posts 
of apparatus. One flat type is made of 
heavy copper heavily tinned and takes 
solder readily. The use of old discolored 
lugs is false economy. 

A certain amount of system gets to 
be a habit with most set builders. Thus 
in most sets, even before the panel is 
attached to the baseboard, a great deal 
of the socket wiring may be done, then 
the panel put in place. Usually the pro- 
cedure is fAament wiring on sockets, 
placing of panel, wiring of rheos., then 
jacks, and finally wiring at the rear of 
baseboard. 

The proper placing of tools andismall 
bolts and nuts, etc., is a part of “system.” 
Tools placed in holes drilled in a shelf 
or supported in leather sockets or on 
hooks close by the worktable are of 
course more accessible than when kept 
in a toolchest and can be put out of the 
way after temporary use. A _ cabinet 
with small drawers helps to keep the 
large assortment of bolts, screws and 
nuts necessary for set building, or else 
several tin “muffin pans” divided into 
four or six compartments may be used. 

The set builder should build so far 
as possible standard hook-ups in a stand- 
ard way. The newest reflex set maj 
give fine results under ordinary condi- 
tions but be worthless near an alter- 
nating electric light circuit with a “60 
cycle hum.” The attempt to adapt a 
particular set and hook-up to an odd 
shaped panel is a great waste of time. 
Manufacturers pay heavily for designing 

Continued on page 66 
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Radio and 


Education 


A Suggestive Article 


Concerning the Present and 


Future Value of Radio for 


Class Instruction 


By ‘fames A. Ramsey 


NE of the greatest future func- 

tions of radio is its use as an 

educational force. By this is 
meant not alone the educational pro- 
grams intended chiefly for adults in 
their homes, but especially its use for 
class-room instruction. 

Adult educational work is a feature 
of many station programs. New York 
University, with the co-operation of 
WJZ, created what is called the first 
“air college.” The fall term began in 
October, 1924. The course consisted 
of twenty minute lectures on eight sub- 
jects and was sent out every week day 
evening. : Washington State College at 
Pullman is radiocasting its extension 
courses from its own station, KF AE, and 
many other colleges are doing likewise. 
KGO at Oakland, California, has been 
devoting Monday evenings for nearly 
a year to educational material, the pro- 
grams consisting of twenty minute talks 
on agriculture, economics, English, Span- 
ish and book reviews. 

One of the first attempts to use radio 
in the common schools was made in Eng- 
land. Arthur R. Burrows, Director of 
Programs of the British Broadcasting 
Company, wrote an article in the 
“Teachers World” London, for January, 
1924 in which he pointed out that very 
few schools, public or private, can afford 









Pupils in the Melrose Heights School, 


lesson by radio as it is being radiocast from KGO during recent tests made to determine 
the value of radio in school work. 











Miss Myrtle Palmer, penmanship instructor, and her studio class before the microphone 
at KGO during a recent test radiocast into the Oakland Public Schools. 


to hire great authorities to give lectures 
on their various fields of work, but if 
all the schools were equipped with re- 
ceiving sets the lectures could be given 
to all simultaneously by radio. Accord- 
ing to the Journal of the National Edu- 
cational Association, Mr. Burrows’ plan 
was put into practical operation on April 
4, 1924, when lessons in music were 
given by the famous musician, Sir Wal- 
ter Davies, to an invisible audience of 
ten thousand children in the London 
schools. 

A few weeks later, April 30, to be 
exact, the public schools of Oakland, 
California began a series of experiments 
in class-room instruction by radio under 
the direction of Dr. Virgil E. Dickson, 
Deputy Superintendent of Schools, who 
has written an excellent account of the 
work in the Journal of the N.E.A. The 
experiments were given with the co- 
operation of the General Electric Com- 
pany’s station KGO, and consisted of 
lessons in music, geography, history, 
arithmetic, penmanship and physical cul- 
ture. The reports indicated that the 
lessons in arithmetic and penmanship 
were the most popular. 











Oakland, California, receiving a penmanship 
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Mr. Dickson emphasized particularly 
that the work in Oakland was actual 
class-room instruction, in which the 
pupils continue at work during the pro- 
gress of the radio lessons and submit 
the product as tangible evidence of what 
has been accomplished. In this respect, 
it is different from all other known at- 
tempts at education by radio which con- 
sist ch‘efly of lecture work. 

He also stated emphatically that he 
did not believe the use of radio in the 
schools would in the least degree affect 
the number of teachers needed. 


I will enumerate some of the results 
established by Dr. Dickson: 

1. There is intense concentration on 
the part of the pupils who listen in. 

2. The need for discipline seems 
almost negligible during the time of the 
radio lesson. 


3. It offers better training of chil- 
dren in quick, thoughtful obedience to 
a single direction. 

4. It can supplement class room in- 
struction through occasional lessons by 
the best supervisors and experts. 

5. The most perfect planning may 
be expected for the lesson to be broad- 
cast. 

6. The training of radio instructors 
for planning and delivery will become 
a new art. 

7. Schools in remote or inaccessible 
districts in the country may come in 
touch with the best supervision and 
methods of instruction. 

8. Parents and other adult members 
of the community are intensely inter- 
ested in the lessons taught in the schools 
and listen in from places outside the 
class-room. 


Another example of the use of radio 
in the public schools and one with 
which you are no doubt fami'iar is the 
work proceeding under the direction of 
Mrs. Grace Stanley, State Commissioner 
of Elementary Education in California. 
It was begun on November 3 and con- 
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sists of a series of lectures on geography 
and history, given by various people of 
note every Monday morning at 9 o'clock 
from KGO, Oakland; KFI, Los An- 
geles; and from KMJ, Fresno. Every 
school in the state which is equipped 
with an efficient receiving set is able 
to tune in on these programs. 

Proof of the interest of parents and 
the general public in the work of the 
schools is to be found in the experience 
of some of the Eastern cities. In May, 
1924, Rochester received 100,000 re- 
plies from those who listened in to their 
program of Education Week, while 
Buffalo received 50,000 replies in 
answer to a definitely organized pro- 
gram designed to give parents and others 
an understanding of the work and 
needs of the schools and secure their co- 

















cannot come to school in person due to 
home responsibilities or to reticense— 
and others who perhaps have passed be- 
yond the school age without complet- 
ing their education and are backward 
about attending night schools or exten- 
sion courses or do not do so for other 


reasons. 

The ability of radio to reach isolated 
individuals and groups must appeal to 
everyone. People in the lonely homes 
of the prairies, mountains and deserts, 
in the logging camps and at the mines, 
on ships on the high seas, at army posts, 
with exploration parties in the frozen 
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Specimens of Penmanship Taught by Radio 


operation and support—a task, which, 
in the past, has been left to the Parent- 
Teachers’ Associations, Visitors’ Days, 
newspaper items, etc. 

Many letters have also been received 

y KGO from parents saying that for 
the first time they have been able to 
get an understanding of the work being 
done by their children so that they could 
keep up with their progress and be of 
them. Many mothers 
listen regularly to the lessons and study 
them in order to help their children in 
their work. For the first time in his- 
tory an effective means of educating 
parents and others along with the chil- 
dren and of enlisting their assistance 
and sympathetic understanding is now 
awaiting application. 

It seems to me that one of the out- 
standing benefits of radio instruction in 
the public schools is that it will be re- 
ceived by outsiders—the parents, who 


assistance to 
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north, disabled people at home or in 
hospitals or sanitariums, are all in a 
receptive mood for education by way 
of radio. They need something sub- 
stantial to occupy their minds. It oc- 
curs to me that it ought to be considered 
a responsibility by the educators of the 
country to make an organized effort to 





Schefatic Plan 





Exterior Appearance 


broadcast programs for the benefit 
these people. 

Many school executives have been 
considering the advisability of providing 
receiving sets for their schools and some 
have hesitated to make the purchase 
thinking that there will be radical 
changes in equipment. There is no 
doubt that there will be improvements 
from time to time just as there are 
changes in models of automobiles from 
year to year. I do not believe, how- 
ever, that anyone should hesitate on that 
account because satisfactory reception 
has already been accomplished as is evi- 
denced by the splendid performance of 
many fine sets on the market today. 





RIBBON MICROPHONES AND 
SrFEANEKDS 
By W. H. WatTeRMAN 


The Siemens-Halske ribbon micro 
phone is a recent German development 
which is claimed to be unaffected by me- 
chanically transmitted vibration, _re- 
sponding only to the air-born sound 
waves which it is intended to catch,—a 
thing which recommends it immediately 
to mobile transmission from trains, 
trucks, planes or, in short, wherever it is 
extremely difficult to employ the ordi- 
nary type of microphone. It is also 
claimed to cover the audible scale of 
sounds from the highest violin or piccolo 
tone to the deepest bass of the drums. 

‘The apparatus is housed in a small, 
square box with another smaller box 
mounted upon it. It has no horn nor 
funnel to gather up minute sound; it is 
therefore independent of directional 
sound efforts, which adapts it perfectly 
to theatrical stage pick-up broadcasting, 
public-speech pick-up, fights, football 
games, etc., and this combined with its 
super-sensitivity leads us to predict that 
it may have a brilliant future in police 
work, supplanting the detectaphone. 

Mechanically it consists simply of a 
very thin corrugated ribbon of alumi- 
num, only a few thousands of a milli 
ameter thick, suspended between the 
poles of a magnet so that the plane of 
the ribbon,.with its corrugations, paral- 
lels the magnetic lines of force. The cor 
rugations serve to make the ribbon ex- 
tremely elastic, with its natural period 
of oscillation strongly damped and far 

(Continued on page 67) 
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Siemens-Halske Ribbon Microphone 
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A Short Wave Loop Receiver 






Simple Directions for Building a One-Tube 80-Meter Receiver 


By Alexander Maxwell QBR E-6CKG 


HERE is hardly a ham who has 

not tried his luck with a loop re- 

ceiver, and as a result there are 
very few who do not say “bah” when- 
ever one is mentioned. The results fell 
so far short of expectations that the 
whole system came to be looked upon 
as a farce. Some of the more ambitious 
finally make fairly good records by using 
a half dozen or so tubes. 

But a set which will not hear anything 
over a few hundred miles on 200 meters, 
will drag in the DX by the carload on 
80 meters, and it is readable stuff too. 
It was quite a surprise to me when Joe 
Brubaker of 9DUW called me up and 
said that he had a loop going and was 
hearing sixes one right after another, 
and was only using one tube. I found 
that he was not over-estimating the set 
a bit. It seemed to give as great a vol- 
ume as with an outside aerial, and be- 
sides much of the interference and in- 
duction was eliminated. I sat and lis- 
tened to the distant stations without a 
bit of local interference until early morn- 
ing. 

The circuit is the conventional pri- 
mary, secondary and tickler which has 
proved its worth time and again. There 
is nothing freakish and there are no 
tricks to the operation. Of course it is 
understood that to be really efficient the 
set must be low-loss. 

The loop is wound’ on a wooden frame 
18 in. across. The rims are not needed, 
but if the loop is to be put in a place 
where it is liable to be bumped they make 
good fenders. Do not use any patent 
varnish on the frame. Shellac excludes 
the moisture and is a fairly good in- 
sulator. The wire should be as large as 
possible. The best way to insure your 
loop being a failure ‘is to use No. 
30 wire. Ribbon antenna is good, but 
in anything larger than that eddy cur- 
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rents will detract from the signal 
strength. On this loop No. 10 enameled 
wire was used. Five turns spaced 1% 
in. apart are about right. The loop is 
suspended from the end of a bracket 
arm fastened to the wall and may be 
swung, by means of a handle at the 
lower corner. 

The rest of the set is standard low- 
loss equipment. The primary coil con- 
sists of 5 turns of No. 12 enameled wire 
wound on an oatmeal box. They are 
then slipped off the end of the box and 
held together with string. The coupling 
is not critical, and the coil may be 
fastened permanently, but it makes the 
set slightly more flexible if it is movable. 
The primary condenser is an 11 plate. 
This will tune from 60 to 125 meters. 

The secondary is wound on an ice 
cream carton. ‘These are as nearly a 
perfect dielectric as can be found. The 
paper is saturated with parafhin. It is 
light, moisture proof, and very strong. 
Have the bottom of the carton at the 
end facing the primary. The tickler ro- 
tates in the open end. ‘The secondary 
is wound with 15 turns of bell wire. The 
coil should be placed so that there is 
a minimum of dielectric in its field. A 
strip of thin wood screwed to the carton 
and in turn fastened to the baseboard 
makes an ideal support—the secondary 
condenser has 15 plates, giving the cir- 
cuit the same range as the loop. 

The tube is a 201A mounted in a 





pyrex glass socket. Later a WD12 
without a base was used, and results were 
slightly better. 

The rheostat is a Howard 25 ohm. 
The make is not important as long as 
it serves the purpose. 








One-Tube 80-Meter Loop Receiver 


The unique part of the set is the tick- 
ler mounting. A trip was made to the 
“suregyp” radio and sporting goods em- 
porium around the corner and the 
mouldiest and highest loss condenser in 
stock was picked out. It cost $1.05. As 
soon as Joe reached home he took it all 
apart and threw the plates into the gar- 
bage can. From a piece of brass cur- 
tain rod of the same diameter as the 
shaft was cut a 9 in. piece. The wreck 
of the condenser was now reassembled. 
The tickler coil was wound on a card- 
board tube, and the tube fastened to the 
shaft by means of washers jammed on 
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Circuit Diagram of Low-Loss Loop Receiver 
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and then soldered in place. There is 
some end play, but not enough to hurt. 
The bearing runs smooth and all cuss- 
ing is eliminated for the tickler quits ro- 
tating the moment the hand leaves the 
dial. The number of turns used in the 
tickler has to be found by experiment. 
It will be close to twelve. 

Don’t do too nice a job of wiring. 
Keep all wires clear of the baseboard 
and avoid right angles and other fancy 

(Continued on page 75) 
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Testing Electrolytic and Kenotron 


Rectifiers 


Some Interesting Observations of Load Tests and Moduloscope Indications 


rectifiers has appeared but very 

few actual tests seem to have been 
made on any of the various types in gen- 
eral use in amateur stations. Having 
nothing else to do we ran some load tests 
on an electrolytic rectifier and on a small 
kenotron unit, the latter using two of 
the UV-216 tubes rated at 20 watts. 

No filter of any kind was used, the 
load being merely a variable resistance 
which in reality consisted of the load re- 
sistance and the voltmeter in parallel. 
As the voltmeter drew from 10 to 20 
milliamps it was placed outside of the 
milliameter. The power input in all cases 
was measured by means of a wattmeter 
in the primary of the step-up or plate 
transformer so the efficiency curves are 
for the overall efficiency of the entire 
unit, transformer and rectifier. The 
plate transformer was of 500 watts rat- 
ing and operated at fairly high efficiency 
except at great overloads, in fact the 
losses in it were practically negligible in 
comparison with the losses in the recti- 
fiers. 

A glance at the curves will show low 
efficiencies for the electrolytic rectifier, 
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Curves of Electrolytic Rectifier, Center Tap System, with 1000 Volts 


Curves of Electrolytic Rectifier, Center Tap System, with 1500 Volts 
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the maximum value being about 31 per 
cent, but this seems to be about the aver- 
age value for any good chemicat rectifier. 
In the case of impressed voltage of 1500 
volts, the rectifier was operating with 
nearly all of the aluminum plates just 
showing an even blue glow all over and 
only 2 or 3 sparking slightly. When- 
ever the plates began to spark due to 
high voltage, the efficiency went down 
quite rapidly. 


However the same thing happens if 
the rectifier is underloaded, as shown 
by the curves of the tests with the im- 
pressed voltage at 1000 volts. The rec- 
tifier was originally designed for 1500 
volts and 150 milliamps, that is 50 volts 
per cell and 50 milliamps per square in. 
of active surface.were allowed and the 
curves prove quite conclusively that these 
are about the best figures to use in de- 
signing a rectifier. 


The curves show that neither greater 
or less than normal load should be used 
if any degree of efficiency is desired and 
they also show how poor the voltage 
regulation is for this type of rectifier. 
However the voltage regulation of nearly 
any other kind is just about as poor. 
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Performance Curves of Kenotron Rectifier. Center Tap System, Using Two UV-216 Tubes 


A glance at the voltage curves helps 
explain a little of the distortion present 
n so many fone stations because any 
variation in plate current would change 
the point of operation on the voltage 
curve and so cause a greater or less 
change in the power output than there 
should be. This would not apply in 
the case of Heising modulation as that 
system is practically a constant current 
system. The use of a large bank of 
condensers would undoubtedly make the 
voltage regulation better and increase 
the output voltage here about 100 volts. 
However these load tests were run with- 
out any filter as it was thought that the 
characteristics of the rectifier could be 
better studied in that way. 





very much higher output than that of 
the normal rating as given by the manu 
facturers. The voltage regulation ap- 
pears to be very poor but is not really so 
because of the fact that the primary volt- 
age was being reduced at the same time. 
This is apparent from the watts input 
curve which shows practically constant 
power input after the first two or three 
readings and was due to the use of a 
fixed resistance in series with the trans- 
former primary, the voltage drop across 
the resistance increasing for increasing 
loads. 

These curves have been presented in 
hopes of helping to clear up a little of 
the haziness which seems to be prevalent 
among the amateurs concerning two of 
the most popular types of rectifiers now 
in general use. 

An interesting experiment was tried 
out in conjunction with these tests which 
gave an indication of the quality of DC 
given by the rectifier and filter. A Rein- 
artz moduloscope was hastily put to- 
gether using a 50 watt oscillator in the 
Hartley circuit with a large variable 
condenser across the primary coil for 
tuning purposes. A 250 turn coil of No. 





The curves of watts output show that 
there is a maximum load which can be 
drawn from the rectifier and if any 
greater load current is drawn, the volt- 
age drops so fast that the actual power 
yutput decreases. By using more sur- 
face of aluminum, this trouble can be 
cured. 

The kenotron rectifier shows a much 
higher efficiency, reaching about 55 per- 
ent, but if the power consumed by the 
filaments had been taken into account, 


—Seinner 60 cycle A. C. % wave recti- 


without recti- fied without fil- 













fier ter. filter, 
Ordinary 200 meter 
250 turn Inductance 
Coil f i+ ’ L5808888————- 
+ 
é +} WV 


Circuit Diagram for Moduloscope 
Connections 
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Spark Discharges Observed With Moduloscope 
Full wave rec- 1500 
tified without across one henrys in fil- 


Set-Up for Moduloscope Observations 
the efficiency would have been about the 
same as that of the electrolytic type. The 
maximum efficiency seems to occur at 


32 wire on a 4 in. tube was used and a 
metal bearing compass needle with cop- 
per wire arms soldered on it were used 





volts 6 mfd. and 30 


side and 1000 ter. 
across other. 


to complete the apparatus. By varying 
the primary condenser until resonance 
was reached, the spark discharge from 
the revolving ring can be so controlled 
that the dots can be held in one position. 
It only takes an hour or so to set up 
the apparatus and a great deal of plea- 
sure can be derived from it in performing 
various experiments. The results of a 
few experiments tried out here are shown 
in the pictures of the spark discharges. 
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A Short Cut In Calculating Inductance 


An Explanation of the Accompanying Charts of 






Values for Single Layer Coils 


tance are the three basic factors that 

determine the properties of all radio 
frequency circuits. They are, there- 
fore, the three factors with which the 
designer of a circuit is most concerned 
ind in order to correctly design either 
a circuit or a piece of radio apparatus, 
it is mecessary that all three of these 
factors be determined with reasonable 
yccuracy. 

The resistance can be found directly 
by referring to a standard wire table 
and multiplying the direct current re- 
sistance by a variable which is determined 
by the frequency at which the piece of 
apparatus or the circuit is to be operated. 

The capacity of a circuit is a little 
harder to calculate but as the capacity 
is nearly always a known quantity on 
account of standard capacity units used, 
it does not trouble the designer nearly 
so much as inductance. 

Inductance may be defined as the 
property of a coil to store electromag- 
netic energy. Its values for any coil 
depends on several things. ‘The larger 
the diameter, the greater the number of 
turns, or the longer the coil, the greater 
its inductance will be. The ratio of the 
diameter to the length and the number of 
turns per inch also affect the value of 
inductance. It is not the purpose of this 
article to develop a formula for induc- 
tance. There are many of these which 
will fit the average coil used in a radio 
set and with which the inductance may 
be computed within an accuracy of about 
one per cent. However, all of the 
standard formulas are rather long and 
can be simplified so as to make the 
computation of inductance a very simple 
matter. The need for such a simple 
formula is shown in the examples given 
it the end of this article. 

The simplest standard formula for 
inductance that fits radio coils of the 
shapes most used in present radio sets 
is as follows: L=.000254n?2aK, in which 
L equals the inductance in micro henries, 
n equals the total number of turns, a 
equals the radius of the coil in inches 
measured to the center of the wire, and 
K is a constant whose value depends 
on the shape of the coil. Values of K 
tor different lengths and diameters are 
given in many text books. 

This formula is a very good one and 
is fairly easy to use where n, a and K 
are known quantities and the inductance 
is unknown. But if the designer tries 
to use this formula to find the required 
number of turns for a coil of a given 
inductance, it becomes a rather compli- 


[ enc are the th capacity and resis- 


By E. M. Sargent 


WINDING DATA 
(Turns per Inch) 


Size B-S|Enam-| $.C.C.|D.C.C.| $.8.C.| D.S.C. 
Gauge | eled | | | | 











20 29 25 23 27 26 
21 32 28 26 31 29 
22 36 31 28 34 32 
23 41 34 31 38 36 
24 45 37 33 42 39 
25 51 41 36 47 43 
26 56 45 39 52 46 
27 64 49 42 57 52 
28 71 54 45 63 56 
29 79 58 48 70 62 
30 88 64 52 77 67 
31 100 69 56 85 72 
32 112 75 60 93 78 
33 125 81 64 102 84 
34 140 87 68 112 91 
35 156 94 73 120 97 
36 173 101 78 130 104 
37 201 108 84 141 110 
38 225 115 89 151 117 
39 256 122 95 163 123 
40 288 130 102 178 129 




















cated matter. By plotting a large num- 
ber of curves, the formula can be so 
simplified that only a single calculation 
is required to find either the inductance, 
the number of turns, the length, or the 
diameter of a coil, the other three quan- 
tities being known. 

In the formula shown above, n equals 
the total turns or the turns per inch 
times the length of the coil. Let n, 
stand for the number of turns per inch; 
then n equals n, times /, where / is the 
length of the coil in inches. When the 
size and shape of the coil remain the 
same, the inductance varies as the square 
of the number of turns. ‘Therefore, L 
will vary as n,*. Call L, the induc- 
tance of the coil when there is one turn 
to the inch. Then to get the inductance 
of the coil multiply L, by n,? squared. 
n, is a quantity that is easily obtained 
from any standard wire table, such as 
that given in the accompanying table. 

Referring again to the formula 
L=.00254 n’aK and substituting we 
get L=.00254 n,*/*aK and L,=.00254 
aK. 

The formula is now in such shape 
that :t can be plotted on graph paper 
as shown in Figs. 1 and Z. ‘Ihe length 
of the coil is plotted along the ordinate 
and L, the inductance for one turn per 
inch is plotted along the abscissa. A 
separate curve is plotted for each 
diameter. The shape of these curves is 
determined by the constant A which is 
called the form factor. K, as pointed 
out before, depends on the ratio of the 
diameter to the length of the coil. These 
curves cover nearly every size and shape 
of coil that is used in the ordinary radio 


set. 
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A few simple illustrations will quickly 
show the reader the advantage of these 
“short-cut” inductance curves. Assume 
that a coil is wound with No. 22 double 
cotton covered wire on a 3 in. tube. The 
length of the coil is 4 in. and the prob- 
lem is to find the inductance. The table 
shows that No. 22 D.C.C. wire winds 
28 turns to the inch. Next, find the 
curve in Fig. 1 that is marked 3 in. 
diameter, and find the point on this curve 
for a coil 4 in. long. Reading down 
from this point, L, is found to equal .68. 
The inductance of the coil is, therefore, 
.68 times 287, or 533.12 microhenries. 
Thus, it is seen that the calculation of 
inductance has been reduced almost to 
the simplicity:of mental arithmetic. 

Another example is as follows: Sup- 
pose that in designing a circuit, an in- 
ductance is needed that will have a value 
of 200 microhenries. ‘The wire to be 
used is No. 24 D.S.SC. The diameter 
of the coil is always either arbitrary or 
predetermined by known physical con 
ditions. Assume that the diameter is 
to be 2 in. The problem is to find how 
many turns are to be wound on the 
2 in. form to get an inductance of 200 
microhenries and how long the resulting 
coil will be. Referring again to the 
wire table, it is found that No. 24 
D.S.C. winds 39 turns to the inch. The 
square of 39 is 1521. Dividing the in- 
ductance, or 200 microhenries, by 1521, 
gives the value of L, equal to 0.13. 
Refer to Fig. 2. and read up from that 
value of L, to the curve, then over to 
the left to find the length of the coil. 
The length is about 1.95 in. Multiply- 
ing this length by the number of turns 
gives 76 as the number of turns that 
must be put on the coil. 

A great deal of labor is necessary to 
plot these curves. The calculating has 
been very carefully done and by actual 
test these curves have shown themselves 
to be accurate within about one per cent. 
It is, of course, understood that they 
apply to single layer coils only. 





JOAK are the call letters of the new 
radiocast station to be started by the 
Tokyo Radio Broadcasting Co., at 
Tokyo, Japan. This will be a 1500-watt 
station operating on 375 meters. Vis- 
count Goto is the president of the com- 
pany, and N. Shinuryo, who has resigned 
as director of the Tokyo central tele- 
graph office, is to be the managing direc- 
tor. A-similar station is to be installed 


at Osaka. 
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Harmonic Interference 






An Interesting Explanation of Some Obscure Causes of Interference 


for Which Amateurs are Sometimes Wrongly Accused 


ARMONIC interference, where- 
in harmonics from transmitting 
or receiving sets are found at fre- 

quencies (wavelengths) far removed 
from their proper or assigned place, is 
one of the most subtle, troublesome, and 
uncanny sources of radio disturbances. 
A harmonic is a radiation of higher fre- 
quency than the fundamental alternat- 
ing current which may be produced by 
an oscillating vacuum tube and its as- 
sociated circuit constants. Harmonics 
may be two, three, four or more times 
the frequency of the original or funda- 
mental wave and are usually of much 
less intensity. 

The radiation of harmonics is pro- 
hibited in the case of a class B station, 
special apparatus being installed in the 
antenna circuit to prevent it. Many 
class A and C stations have also made 
efforts to eliminate harmonics. Conse- 
quently the main source of trouble is 
the radiating receiver, especially the old- 
fashioned single circuit sets. 

The ordinary regenerative set, includ- 
ing the single circuit, may be tuned in 
two ways: (1) By first tuning to the 
signal, if it can be heard, and then in- 
creasing the feed-back until the tube is 
just ready to spill over into the oscillat- 
ing state, but not allowing it to do so. 
(2) By first letting the detector tube 
oscillate and then tuning around until 
the detector tube frequency heterodynes 
or beats with the carrier of the distant 
station, giving the familiar audio fre- 
quency beat effect called blooping. 

This latter method is emphatically the 
wrong way to tune. Not only does it 
produce the much discussed blooping 
scillations on the wave to which the 
set is tuned, but it also causes radiation 
of the harmonics of that wave or fre- 
quency. While these harmonics are 
weak they are capable of creating con- 
siderable disturbance. 

Suppose that the listener is interested 
in receiving on a wavelength of about 
+50 meters, which is right in the mid- 
dle of the radiocast band, and that he 
is tuning around on this wavelength by 
varying his condenser up and down with 
the detector tube oscillating. Although 
he is not aware of it, his detector tube 
also sets up frequencies of much less mag- 
nitude on 225 meters, 150 meters, and 
quite possibly on 75 meters, 225 meters 
being the second harmonic, 150 the third 
harmonic, and 75 meters the sixth har- 
monic. It will be seen that the second 
harmonic of 225 meters is within the 
Class A station wavelength band, and 


By D. B. Mc Gown 


the other two harmonics are right at the 
bottom of two amateur bands. It is 
within the bounds of possibility that 
there will be stations operating within 
a few miles of the receiving set, on each 
of these wavelengths—or there might be 
a very powerful station on 37.5 meters, 
which would be on the 12th harmonic of 
the oscillating detector in the listener’s 
set, which might be some distance away, 
but with sufficient power to give a strong 
signal on that wavelength. If it so 
happened that there were such stations 
operating within half mile from the re- 
ceiving station, each and every one of 
them would be audible on what appeared 
to be 450 meters, and the average listener 
would be almost certain that the inter- 
fering stations were actually on that 
wavelength. Possibly the number of 
stations is somewhat exaggerated, but 
the action as described is entirely within 
the bounds of reasonable probability. 
Other receiving sets are equally liable 
to such interference, as the regenerative 
set above described, but that set, for- 
tunately, is seldom operated in the con- 
dition of continuous oscillation. In fact, 
the condition of oscillation is one that is 
really undesirable, if for no other rea- 
son than that it distorts the received 
signal so that it is unrecognizable. 
The superheterodyne is especially 
troublesome in the production of un- 
wanted signals, as it possesses a complete 
oscillator, the continuous operation of 
which is essential for the operation of 
the receiver. For ordinary reception, 
this oscillator covers a band from 200 
to 600 meters. In some types, the fun- 
damental frequency of the vacuum tube 
is used to produce radio frequency beats 
with the carrier of the incoming signal, 
and in some other types the second har- 
monic is used for this purpose. In either 
of these systems, harmonics are present 
in the oscillator as long as the latter is 
kept in operation, their frequency being 
determined by the frequency of the fun- 
damental of the oscillator itself. For 
example, if the oscillator is tuned to 200 
meters, a harmonic is present at many 
odd and even multiples of the fundamen- 
tal frequency, which will give them at 
100, 66.66, 50, 25, etc. meters. The 
amplitude of the lesser wavelengths is 
very_small, comparatively, but they are 
present, nevertheless. As the wavelength 
of the oscillator is increased, the wave- 
length of the respective harmonics of 
course increases, also, and if the wave- 
length is increased to the maximum, 
which is say 600 meters, we will find 
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that the second harmonic which former- 
ly was on 100 meters, is now on 300, 
the third, which was on 66.66 meters, 
is now on 200 meters, the fourth, which 
was on 50 meters, is now on 150, and 
the higher frequency harmonics follow 
in the same order. 

In the second harmonic oscillator sys 
tem, such as is used in some superhetro- 
dynes, the second harmonic is utilized to 
give the radio frequency beats. Never- 
theless, the third, fourth, and other high 
er harmonics are often present, and may 
cause trouble in some cases, by giving 
signals where they are not wanted. 

In all this discussion, the thought con- 
stantly comes up, “How can these sig- 
nals on other frequencies be heard, when 
using a loop or a selective loose. coupled 
set which is tuned to the wavelength that 
1 wish to receive.” Generally such inter- 
ference cannot and will not take place. 
The only condition where it can take 
place is where a transmitting station is 
close enough to the receiver to force the 
antenna to oscillate at the wavelength of 
the transmitting and interfering station. 
As a general rule, however, such inter- 
ference takes place only when the trans: 
mitting station is comparatively close to 
the receiver, although this will not hold 
absolutely, as the writer has observed 
serious interference on 320 meters caused 
by the transmission of an amateur station 
in Los Angeles, while the receiver used 
was in San Francisco. 

Again the old proposition of amateur 
interference crops up, and the amateur 
again looks like he was to be the victim, 
although this time in a different way. 
Formerly the chief complaint was from 
listeners-in who were troubled either due 
to their receivers tuning broadly, or else 
to the spark and tube transmitters of 
the amateurs actually interfering, due 
to their broad waves. But in the case 
of harmonic interference we have the 
unique situation of a receiver, intended 
for radiocast waves, reaching down into 
the amateur bands, and plucking inter- 
ference right out of these frequencies. 

Thus if an amateur station is tuned 
to its lawfully assigned frequency (wave- 
length), say on 80 meters in the middle 
of the 75 to 85 meter-band, and using 
a pure direct current source of plate 
supply, free from key clicks, and other- 
wise complying with every detail of the 
law, the radiocast listener’s receiver will 
receive that amateur on 240 meters, 320 
meters, 400 meters, 480 meters, and 560 
meters, if there were any radiocasters on 

(Continued on page 74) 


A Transmitter That’s Different 


A New Idea in Antenna Tuning With Coupled Circuits 
By F. Dawson Bliley, 8XC 


N apparently simple change may 
alter the whole operating charac- 
teristic of the transmitter. First 

using a series condenser to work below 
the antenna fundamental, then using the 
harmonic idea, and finally the following 
system which probably is no more orig- 
inal than the other two. 

In order to fully understand this new 
method let us refer to the “Lecher wires” 
used to measure short wavelengths. The 


as one of the numerous illustrations 
which could be drawn. It will be noted 
that from point a to the end of the an- 
tenna the wave is incomplete. This wave 
then either dies out or is completed by 
the aid of the wave between the two a’s. 
This same may be applied to antennas 
of greater fundamentals and greater fre- 
quencies. 

This actually does not begin to work 
until the third harmonic is reached with 
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as in Fig. 1. In meas- 
uring the various wavelengths an am- 
meter or small bulb is inserted at any 
point along the wire (preferably at the 
furthest end) and the variable conden- 
ser across the tuning coil is changed un- 
til the current in the meter reads at a 
maximum. 

This shows that the current may be 
found at any point along the wire; 7. e., 
the wires will oscillate at any frequency. 
In doing this the waves generated will 
not always come out at even fraction of 
the total wavelength of the whole 
“Lecher wires.” This may easily be 
seen by again referring to Fig. 1 and 
noting the characteristic outlines of the 
current wave. You may have tried these 
wires yourself and, in doing so, have 
noted that each point of highest amper- 
ge is the same distance apart and that 
1 length of the wire less than one of 
these distances was left over at the fur- 
ther end. This “end” wire is then not 
in use in reality, but the steady drop in 
current will be noticed starting from the 
last “hump.” 

This may very easily be applied to the 
transmitting antenna with no change 
other than the insertion of an antenna 
coil of the right size (about five turns). 
No variable condenser is necessary, thus 
simplifying the tuning. Fig. 2 illus- 
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the oscillator. But from the third har 
monic to infinity the antenna may be 
used as a radiator, paying no attention 
to the harmonics. The thing that would 
necessarily limit the size of the antenna 
would be the high frequency resistance 
involved. Very efficient antennas do not 
have high antenna current on the even 
harmonics (this will depend upon the 
position of the ammeter in the antenna 
system) below the third so that as we 
go down we strike the third with maxi- 
mum current which gradually drops to 
a minimum at the fourth and again rises 
to the same maximum at the fifth, etc. 
Various tests have been conducted 
with numerous stations, all over 400 
miles, to ascertain the reliability of such 
a system. All reports showed that it 
mattered little whether the harmonics 
were used or not. Bad reports come 
only from stations at times when such 
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Coupled Reversed Feed-back 
Circuit 





Fig. 2 


trates such an antenna oscillating just 
below the fundamental. This will not 
work out practically but is given only 


intenna Oscillating Just Below the Fundamental 


reports would be expected—due to the 
various conditions of the atmosphere on 
waves below 50 meters. 
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Fig. 4 is a coupled Hartley which 
theoretically is similar to the coupled re- 
versed feed-back of Fig. 3. This would 
make an excellent one-control transmit- 
ter for any of the amateur bands using 
the above method of antenna tuning. 
The variable condenser should be of the 
lowest loss obtainable. A 45-plate con- 
denser cut down and triple spaced would 
be fine in such a case. This would make 
an excellent transmitter for QSY from 
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As the full description of these two 
transmitters (differing only in this meth 
od of antenna tuning) was given in Jan 
uary RADIO, it is not necessary to re- 
peat any of the description. ‘The rad 
iating system used in these harmonic tests 
is simple. The antenna and counter 
poise are both composed of two wires 
in a fan shape. The antenna is 20 ft 
above the counterpoise and directly over 
it; not to one side. 
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Fig. 4. 


Coupled Hartley Circuit 





Radiocasting in Sweden is done by the 
government whose Telegraph Adminis- 
tration has been operating temporary 
stations at Stockholm, Malmo and Goth 
enburg. A new station has just been 
erected at Boden, and another is to be in 
stalled at Sundewall. Licenses are re 


quired for all receiving sets, the fee for 


a private set being 12 kronen. A set 
may be inspected at any time by either 
the telegraph or military authorities. 
About 40,000 licenses have been issued 





Beam transmission is accomplished by 
using several aerials so placed that the 
phases of current in each cause re-in 
forcement of radiation in one direction 
and more or less neutralization in al! 
other directions. Less power is needed 
since all of it is utilized in sending waves 
in the desired direction instead of in al! 
directions as in the usual method ot 
The directivity holds for 
comparatively short distances but is et 
fective in reducing interference from 


transmission. 


transmitter. 
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What is the new anti-radiation device 
recently brought out by Dr. DeForest, and 
will it be of any help with my single 
circuit tuner, which occasionally squeals 
while | am tuning in a station.—J. R. R., 
Trenton, N. J. 

The device developed by Dr. DeForest 
‘onsists of some additional apparatus of in- 
expensive nature which may be connected 
to the set so as to cut out practically all 
possibility of radiating energy into the air 





ucseane submitted for answer in this department should be 
e paper. All answers of general interest will be published. 








the detector and the antenna, and hence no 
squeals will be heard in neighboring re- 
ceivers. The radio frequency choke should 
have several taps, in order that the coil 
will be most efficient at the various radio- 
cast wavelengths, since a value of induc- 
tance selected for the middle of the band 
would not be of much use at the extreme 
lower or upper ends of the bands. A good 
coil for the purpose would be one of 150 
turns of No. 22 d.c. c. wire wound on a 3 in. 
tube, with taps at the 40th and 110th turns. 
Condenser A should not be over 15 or 20 
micromicrofarads, and will probably be best 
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DeForest 
inti-Radiation Device 


Fig. 1. 
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via the antenna. In Fig. 1 is shown an 
application of this device to a single circuit 
regenerative receiver with two stages of 
audio frequency amplification. The extra 
apparatus consists of a small condenser 
marked A in the diagram, and a choke coil 
B. Condenser A is connected between the 
plate of the first audio amplifier tube and 
the grid of the detector tube. Choke coil B 
s placed between the plate of the first audio 
implifier tube and the primary of the audio 
trequency .transformer. The antenna con- 
nection is! removed from the tuned circuit 
ind is connected to the grid of the first audio 
amplifier tube, the ground connection re- 
maining the same as before the changes are 
made. The action of the anti-radiation 
levice is somewhat like the action of the 
reflex circuit. The high frequency signal 
eing received is impressed on the grid of 
the first audio amplifier tube, and is ampli- 
he’ by this tube. Being prevented from 
Passing through the windings of the second 
aucio transformer, by the presence of the 
racio frequency choke coil B in the circuit, 
the high frequency passes through condenser 
1, which is of very small capacity and 
reaches the grid of the detector tube. Since 
the capacity of condenser A is very small, 
ny oscillation of the detector tube will find 
1 very high resistance in the path between 
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written or in ink, written on one side of 
1 eaders are invited to use this service with- 
out charge, except that 25c per question should be forwarded when personal answer by mail is wanted. 


frequency signals to some extent, but the 
presence of the condenser A in the circuit 
produces enough loss to the signal to neutral- 
ize the gain of the audio tube, and the set 
will thus have approximately the same sensi- 
tivity as before the change was made. 

Please publish the circuit diagram for 
a three coil honeycomb regenerative set 
suitable for use on the very short waves 
as well as the radiocast and long wave 
telegraph wavelengths.—F. La.B., Los An- 
geles, Calif. 

A suitable circuit is shown in Fig. 2. For 
the very short waves, care should be taken 
to build an efficient set of coils. Little or 
no benefit will result from the use of a 
honeycomb winding of less than 25 turns, 
and it would be better to wind special coils 
having a wavelength range of 50 to 175 
meters. As a suggestion, the three coils 
should be wound basket fashion, on a 4 in. 
diameter, and fastened to the honeycomb 
coil mounting plugs with tap or other non- 
metallic substance. The antenna coil should 
consist of 10 turns of No. 16 cotton covered 
wire, the secondary coil 15 turns of the 
same sized wire and the tickler coil may be 
the same as the secondary. For the other 
wavelengths the following table gives the 
approximate sizes of the coils to use. The 
primary coils may vary slightly depending 
upon the antenna used, and the tickler coil 
may have to be larger or smaller depending 
upon the excellence of the detector tube used. 


Primary Secondary Tickler 
Wavelength coil coil coil 
200-350 25 35 25 
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be used, 





Fig. ys 


determined by adjustment. One of the mid- 
get type condensers having a maximum ca- 
pacity of .000025 mfd. will serve the pur- 
pose very satisfactorily. The audio fre- 
quency amplifier tube amplifies the radio 
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for very short waves a 
0005S Variable should 


Circuit Diagram of 
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3-coil All-wave Receiver 





250-600 35 75 50 
600-2000 75 150 100 
2000-5000 150 300 200 
5000-13000 500 750 500 
10000-25000 1000 1500 1000 












What changes should be made in the 
Best 45,000 cycle superheterodyne, in 
order to receive the Australian broadcast 
stations operating on a wavelength band 
of from 1000 to 2000 meters. Australian 
2FC operates on 1100 meters, 6WF on 
1250 meters and 3LL on 1720 meters, and 
| wish to work with these stations.— 
L.S.L., San Francisco, Calif. 


The principal changes in the set would 
be a larger loop and a different oscillator- 
coupling coil. The loop, if made the same 
size as the one described in January, 1925 
RADIO, should have 50 turns instead of 12 
turns of wire, spaced a little closer together 
in order to prevent the loop from becoming 
clumsy. Taps could be provided in the loop 
to take care of the shorter wavelengths, but 
this is not an efhcient method and it would 
be better to have another loop of 12 turns 
only, for the American radiocast band. The 
oscillator coil should consist of 200 turns 
of No. 26 single silk or cotton covered wire, 
wound on a 3 in, tube. The winding should 
be split into two sections of 100 turns each, 
and in order to get the windings into a small 
space, it would be best to employ the bank 
method of winding, with the bank three 
layers deep. The grid coupling coil should 
have 35 turns of No. 26 wire wound on a 
1Y%4 in. tube and placed within the oscillator 
coil, in a manner similar to the coil used 
for the 200-600 meter band. The two oscil- 
lator coils can then be mounted adjacent 
to each other inside the set, and when the 
change is to be made from short to long 
waves, small clips with flexible wires pre- 
sent an easy method of making the change 
without employing complicated switches. 

Does the Improved 45,000 cycle super- 
heterodyne receiver built according to 
the directions given in January RADIO 
whistle while tuning in the various sta- 
tions?—L. M.C., Chico, Calif. 


No whistle of any kind is heard when 
tuning in a station with the superheterodyne, 
if the set is functioning properly. If a 
whistle is heard, the feedback condenser has 
too much capacity in the circuit, and should 
be re-adjusted. If the set whistles with the 
condenser cut out of the circuit, the inter- 
mediate frequency amplifier is oscillating, 
probably due to coupling between stages. If 
the transformers are properly spaced as 
shown in the baseboard layout, this coupling 
effect will not occur. 

Can you tell me the correct number 
of turns of wire for the tuned circuit of 
a 70 meter transmitter? Also the antenna 
dimensions, with counterpoise.—A. S. C., 
Honolulu, T. H. 








The antenna coil should consist of 8 turns 
on a 5 in. diameter, the particular style of 
winding depending upon your other appar- 
atus and your personal preference. The 
oscillator coil should consist of 15 turns on 
a 5 in. diameter, arranged for coupling with 
the antenna coil. A slanting L antenna, or 
a vertical cage having a length of not more 
than 60 ft., from the set to the far end of the 
antenna will give good results on waves 
below 100 meters. The vertical antenna 
is by all means the most desirable, where 
it is possible to erect a single mast 65 or 
70 ft. high. 

| have been unable to obtain No. 36 
SS. wire for the transformers described 
in the article on “Best’s” 45.000 cycle 
superheterodyne. Will No. 36 D. S. C. 
wire do the work equally well? Would 
No. 24 iron wire be all right for the cores 
of the intermediate transformers?—H. S., 
Brocton, N. Y. 


If you use No. 36 d.s.c. wire, reduce the 
number of turns on the secondary of the 
intermediate transformers to 1800 turns, and 
wind only 1350 turns on the secondary of the 
tuned transformer. The No. 24 wire will 
make a fairly good core, but better results 
can be obtained with small gauge wire 
where it is possible to obtain it. 

Please publish a circuit diagram of 
Best’s 45,000 cycle superheterodyne, with 
resistance coupled audio frequency stages 
instead of the two stage transformer 
coupled amplifier originally shown in the 
article —S. N. P., Van Nuys, Calif. 

Fig. 3 shows the circuit diagram of the 
second detector and three stages of resis- 
tance coupled audio frequency amplification, 
This circuit is almost identical with one pub- 
lished in RADIO a few months ago, and 
which brought forth considerable criticism 
from a well-known “resistor” manufacturer 
because of the use of C batteries and by-pass 
condensers. The combination of C batteries 
shown in Fig. 3 is the proper one to use 
if the amplifier is to function properly with- 
out overloading of the tubes with resultant 
distortion. The C battery is also very neces- 
sary in order to preserve the filament emis- 
sion of the tubes, as the plate current will 
be much greater without the C battery, with 
consequent heavy drain on the B battery, and 
shorter tube life. The by-pass condenser 
is inexpensive insurance against howling due 
to defective cells in the dry cell B battery, 
but may be omitted without impairing the 
operation of the set if the batteries are known 
to be in good condition. 














By SAGO, Biddle Arthurs, Jr., 3046 
Centre Avenue, Pittsburgh, Pa. 


labt, lke, lxam, (1xz), (4uk), 48a, (4a1), 


5ags, 5am, (5ek), Bew, bhu, (5qy), 6sd, 
5zav, 6aad, 6adt, 6age, Gagl, 6ahp, 6alo, 
6ao, 6apw, 6arb, Gark, 6arx, 6Gawt, 6bdt, 
(6bgc), (6bql), 6bqu, 6bw, 6cax, (6cfz), 
6enl, 6ess, (6cto), 6fh, 6im, 6kw, 61j, 601, 
6xad, 7gb, 7mf, Toy. isabe). 9cee, 9cfi 
(9cjy). Canadian—lef, 2ax, 5g¢f. English— 


2kf. Confirmations sent on request. Wil) 
answer all QSL cards promptly. 





By C. A. Weidenhammer, 1ZL-1AVW, 33 
Washington Place, Bridgeport, Conn, 
4bl, 4bq, 4bw, 4du, 4eg, 4eh, 4eq, 4fm 

4fs, 4je, 4jr, 4kk, 4kt, 4ku, 4ne, 40a, 4rh, 

4sa, 4si, 4tj, 4tv, 4tw, 4ua, 4uk, 4wk, 4xe 
5aaq, 5ac, 5Saex, Sade, b5afu, bagg, Sahd 
5ahw, baij, b5aiy, 5akp, bakz, lj, 5ame 
5aot, 5apy, 5arj, 5ash, 5asj, 5atf, 5bj, bch 
5dm, bei, 5ew, *5 hi*, 65in, 5lg, 5lh, 65lu 
5nw, bay, Srv, Sse, Sty, 5uk, Sur, 5vce, bwo 
6aaq, 6ac, G6afg, Gafh, 6agk, 6aiv, 6akw 
6ame, 6anw, 6app, 6ase, 6awt, 6bad, 6ban 
6bdi, 6bgo, 6bhz, 6bjj, 6blw, 6bpf, 6bph 
6bra, 6bui, 6bur, 6coc, 6cej, tcfs, 6cgo, 6chx. 
6cig, 6cky, tcimu, 6cso, 6css, 6csw, bcwp, 6dr 
6fy, 6kr, 6ms, 6nx, 6of, 60i, 6p], 6qi, 6rr, 6rv 
6ui, Gut, 6wp, 6wr, 6xby, 6zh, 6zx, Tabb 
7df, 7fq, 7gb, 7gj, 7ij, Tku, 7lg, 71s, 7ma 
7Jmx, 7uj, 7zq. Canadian: 4cr, 4dq, 5ba 

Mexican: laa, 1k, 1x, 9a. English: 200, 2jf 

2kw, 2kz, 2nb, 20d, 2sz, 2wd, 5ma, 5nn, 6pz 

5sz, 6gh, 61j, 6nf. French: 8bf, 8g0. Danish 
7ec. Italian: Imt. Spanish: EAR6. Nether- 
lands: OBA, ONL. Argentine: LOR. Costa 

Rica: SJ. Australian: 2bk, yag, 2yi. New 

Zealand: 2ac. Miscellaneous: PRA, WJL 

WwJs 


All cards QSL’ed. QRK my 5 watter- 
(20 watts input)? 





By SCP, 233 East lith St., Holland, Mich 

(6afg), (vagk), (6aji), (6ajq), (6akz) 
(6alw), 6amm, (6amo), 6anw, (6awp), 6ase 
6bez, (6bip), (6bjj), (6bjx), (6bkb), 6bih 
6bmw, (6bql), (6bqr), 6buf, (6bui), (6bur) 
(6cae), (6cct), 6chl, (6cig), (6cis), 6cnl 
(6eqd), (6crr), (6crx), (6cs88s), (6csw) 
(6cto), (6eva), (6cwp), (6xbn), (6ab) 
(6ea), (6eb), (6ew), 6gx, 6im, 6mh, (6ms) 
6ne, 6of, (60h), (601i), (6pl), (6rn), (6rv) 
(6ts), 6vd, 6ut, 6wp, (7abb), 7afn, (7agf) 
(7aif), (jakk), (7av), (7bj), Tdd, (7df) 
(7fm), (7fq), (ifr), 7jf, (Tir), (7ku), (71g) 
(7lr), (7mg), (700), Tok, (7to), (7zq). Can 
4fv, (410), (5ba). 

Always egld to qsl. 


(Continued on Page 44) 
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Superheterodyne Second Detector With Three Stages of Resistance Coupled A. F. 
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6AWT WINS HOOVER CUP 


The 1924 Hoover Cup, the highest honor 
in amateur radio, has been awarded to 
6AWT, Bartholomew Molinari of San Fran- 
‘isco. This cup is annually awarded on the 
basis of the report of a special committee 
of the American Radio Relay League as to 
the best all-around amateur station, home de- 
signed and constructed. 

6AWT has been unusually successful in 
working with foreign amateurs, signals hav- 
ing been reported heard in Asia, Australia, 
South Sea Islands, Europe, Africa, Central 
America and South America as well as in 
every district in the United States. The list 


With the Amateur Operators 


NEWS OF THE AMATEUR 
OPERATORS 


U-6EA and U-6EB will greatly appreciate 
reports on their C W signals from any place 
in the world, including the United States, 
regardless of distance. Both have 250 watt 
stations and are on about 85 meters. Please 
send separate cards to each station giving 
time, date, etc. Address all communications 
to 343 South Fremont Avenue, Los Angeles, 
California, U. S. A. All reports acknowl- 
edged without fail. 

8CFF, Kenneth Steele, Northumberland, 
Penna., requests reports on stations strength. 

8CHS is a 5 watt set operated by the 




















Bartholomew Molinari, Winner of the 1924 Hoover Cup 
Photo by S. F. Bulletin 


of two-way workings with Australia and 
New Zealand has frequently been published 
in these columns. This station was one of 
seven selected by the ARRL to transmit press 
to WNP. 


The transmitting equipment consists of 
ne 250-watt tube in a coupled Hartley 
ircuit with 2,000 volts on the plate. The 
‘erial is a 90-ft. L cage. 


Mr. Molinari’s many friends are extending 
\im their congratulations for the recognition 
f his industry and ability. He is a modest 
oung man who has been patiently working 
18 way up through the radio ranks for five 
ears. During part of this time he was a 
tudent at the Polytechnic High School, but 
ecently he has been assisting his father 
t his work during the day and spending al- 
nost the entire night at his transmitting set. 
He was only 15 years old when he made his 
first spark transmitter. Pacific Coast ama- 
teurs are particularly pleased with this out- 
standing recognition of one of their own 
\umber. 


X. H. S. Radio Club of the Central High 
School at Xenia, Ohio. All cards answered. 

1ZL-1AVW, C. A. Weidenhammer, 33 
Washington Place, Bridgeport, Connecticut. 
A five watt tube is used with an input of 
from 16 to 20 watts on 75 meters. Reports 
from the West Coast appreciated and all 
cards QSL’ed. 

Mark Spies of Decatur, Ill., and W. C. 
Fowler of St. Louis, Mo., worked nine hour 
watches for two nights in order to give tele- 
graphic news service to the Decatur Herald 
when all telegraphic lines were down during 
a heavy snow storm in January, thus prov- 
ing that the amateur is “there” for emer- 
gencies. 

F. H. Schnell has been given leave of 
absence from his duties as A.R.R.L. traffic 
manager at Hartford, Conn. so that he may 
be with the Pacific fleet during its maneuvers 
from April 15th to October ist. He will use 
a short wave, low power transmitter to com- 
municate with the amateurs so as to com- 
pare its efficiency with the regulation high 
power navy sets. His call is NRRL and he 





RADIO FOR APRIL, 1925 


will operate on 54-55 meters as well as on 
20 and 40 meters. 


William H. Slater, ex-2CHZ, died January 
11th at Camp Vail, N. J., of pneumonia con- 
tracted during his duties with the U. S. 
signal corps. His well-known fist will be 
greatly missed as he frequently worked from 
coast to coast from his home at Port Jarvis, 
|. Re * 

Gettysburg College amateur station 3BHY 
under supervision by E. G. Ports, Instruc- 
tor of Physics, was in operation during the 
period of the eclipse and noted the follow- 
ing: At about 8:45 "2. m. EST, amateur 
phone stations from the West began to come 
through with fair audibility; as the sun be- 
came further covered by the moons disk the 
signals increased very much in intensity. 
Several ninth district stations were worked 
on voice during this period and at the per 
iod of totality 9DG, Bellville, Ill, was 
worked. His signals came in as loud as at 
night and he in turn reporting 3BM as very 
loud and clear. As the moon’s disk passed off 
the sun the signals again faded and by 9:12 
a.m. EST, Bellville, Ill, had faded so com- 
pletely that they could not be heard. How- 
ever 9BSP of Olathe, Kansas continued to 
come in strong on fone until about 9:24 a.m. 
EST. The station is to be operated by 
members of the college radio club of whom 
several are licensed operators. Using 50 
watts, 3BHY has been heard in 36 states. 
Cuba and Canada on voice. 





DX AT 6XAD-6ZW 


What with having been in the East for a 
month and a half, and then, upon returning 
to Catalina Island, to find that our wonder- 
ful fishing is beginning much earlier than 
usual—both of these situations have kept 
me off the air, with the exception of a few 
especially tempting early mornings. The fol- 
lowing is the DX list from January 23rd 
to March Ist. “STATIONS WORKED : 
ibfl, 1ii, ber, lacb, 1se, ibes, lyb, 1lwl, 12zt, 
2le, 2kx, 2brb, 3czr, 2cxy, 2cpa, 2anm, 2gl, 
3aih, 3bwj, 30u, 3adq, 3lw, 4fv, cteo, Sagy, 
Sox, 5Is, Saky, cSan, Sacz, Sajn (reaches me 
QSA from Little Rock, Ark., with .1 in the 
antenna!) Saqy, 7qd, 7mx, 8adg, 8jq, 8bpl 
Sdse, 8dmf, 9dqy, Idga, 9bdz, Yakn, Y9ccx, 
9bib, 9dyt, 9no, Idng, Isr. 


And the usual long list of stations report- 
ing my signals. I am very grateful to their 
owners. Only lack of time and space pre- 
vents my giving a more detailed list. My 
wavelengths are now 68 meters—on the 500- 
watt WE set. 78 meters on the 250-watt— 
also WE. I have not decided what the 
QRH of the 3KW Western Electric tube will 
be. Shall report on this matter in the May 
issue. 





NEW DAYLIGHT RADIO 
TESTS SUCCESSFUL 


Further demonstration that short waves 
are not greatly affected by daylight 
conditions is offered in the feat of John 
L. Reinartz, inventor and widely known in 
amateur radio, in transmitting signals from 
his estate at South Manchester, Conn., to 
Wickford, Essex, England, in broad daylight. 
The American Radio Relay League has veri- 
fied reports that the American amateur’s 
signals were picked up by F. A. Mayer, an 
English amateur. In his test Reinartz used 
a wavelength of 21 meters. Reinartz recent- 
ly transmitted signals to Berkeley, Calif. in 
broad daylight. 








The Kic-O “B” multi-power unit com- 
bines a high voltage storage B battery and 
The battery is of the 
nickel-zinc alkaline type and has sufficient 


charger in one unit. 





capacity to supply the plate current drain 
of multi-tube neutrodyne and superhetero- 
dyne sets. It delivers current without any 
chance of a.c. “hum”. 





The C & C Reachit wrench is designed 
to pick up and hold a nut while placing it 
on a screw to tighten it in place, and to 
reach hard-to-get-at places. Its long, hard- 
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low distributed capacity, and 








ened, sliding jaws take hex nuts from size 
4 to 10, three sizes of round nuts, as well 
as machine and wood screws. 





The Kellogg low-loss condenser, No. 
704, is a .0005 mfd. 23-plate unit built in a 
novel manner. The stator plates are firmly 
held at the bottom by two small hard rubber 
strips in the center of a strong U frame. The 
rotor shaft is fitted across the top of the U 
and can be readily removed for cleaning 
without removing the condenser from the 





panel. The rotor is grounded to prevent 
body capacity effects and the bearings are 
adjustable so as to vary plate spacing. The 
positive spring connection across the bearing 
gives four contact points. It is easy to mount 
on either panel or baseboard. It has a unique 
vernier dial adjustment which does not affect 
the general tuning of the condenser. It has 
a low minimum and correct maximum ca- 
pacity with a straight line calibration curve. 


42 


co-efficient of coupling so as to produce a 
concentrated field with a minimum external 
field. It is wound with green silk covered 
“Litz” on an Isolantite form which gives 
great mechanical strength without sacrifice 
of electrical efficiency. Both the primary 
and secondary are periodic at radio fre- 
quencies, an ideal condition. The connec- 
tions are brought to soft copper lugs and 
means are provided for mounting the trans- 
former to the back of the condenser. 





The Andrews Paddile-Wheel inductance 
is a new form of coil whose compact spiral 
winding enables the use of large wire and 
gives a low resistance and a high inductance, 





insuring maximum amplification and mini- 
mum distortion. Its construction is designed 
to give a minimum of absorption and eddy 
current losses. It can be used in any hook- 
up when a r. f, 


required. 


transformer inductance is 
It tunes from 200 to 600 meters 
with a .00025 mfd. variable condenser. 
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low-loss r. f. 
transformer has been designed to have a 
very low high frequency resistance, a very 
a very high 


The new C-H toggle battery switch 
has a large wiping contact, positive make- 
and-break mechanism, wide-spaced termi- 
nals, and an attractive appearance which 





admirably fit it for the control of A battery 
circuits. It can be easily mounted on a panel 
without screws or measurements. A flip of 
the finger turns the current on or off. 





The Remo trumpet, “the wonder loud 
speaker,” has been designed to reproduce 
radio programs with good volume, uniform 





tone value, and clarity. It is small and com 
pact and has an Adam mahogany finish. 
With its adjustable control it is available 
either as a phonograph unit, as a trumpet, 
or a cabinet type of speaker. 





The Ampl-Tone headset consists of two 
balanced 1100 ohm phones with 6 ft., 24- 
strand cords, polarity indicated. It has a 





lightweight head band and comfortable ear 
caps. The coils are wound with No. 40 wire 
on special alloy magnet cores. 





Errata Notice:—The Bestone V60, in a 
recent advertisement of Henry Heyman 
& Co. in these columns was announced as 
the Bestone, V$60, a mistake causing many 
readers to try to buy the set for $60, although 
the prices were stated at the bottom of the 
advertisement. 






































| Wiring diagram new Model “‘S” 
Acmeflex Kitset 
Tue radio fan will especially notice the use 
in the new Model “‘S” of the D-Coil radio 
frequency tuning unit and the vacuum tube 
detector, which together wonderfully improve 
distance, reception, and selectivity. 











You can save about $60.00 on your radio 
if you will put a Model “S” 
Acmeflex Kitset together 


Like earning $60.00 cash for a few hours’ fun 
The wonderful new Model “S” 


Acmefiex Kitset 


would cost you if assembled complete in our factory, 

$150.00. But it costs you only $80.00 (plus a small 

cost for a cabinet) if you put it together yourself. 

You can easily do it. We give complete directions. 
You save about $60.00. 


Bi HE perfection by Acme engineers of the 
new model “S” Acmeflex Kitset not only 
makes it possible for you to get a $150 worth 
of radio for only $80 (plus a cabinet), but 
it also places in your home the famous Acme 
4-tube Reflex (trade mark) now wonderfully 
improved through the combined use of a 
D-Coil radio frequency tuning unit and a 
Sodion S-13 Detector Tube. You get greater 
distance, greater selectivity and better recep- 
tion. We could make it for less than $80, 
but it would not give results. 
Contents of Kitset is complete 

Aut the parts necessary for making the com- 
plete set are included in the Kitset. Even the 
loop is included. There is no antenna to 
erect. Each part is packed 
carefully in its own car- 


Complete printed directions and diagrams 

With each Kitset are included complete 
printed directions, telling you just how to 
put the set together, step by step; just sim- 
ple operations that anyone can easily follow 
and have a good time doing it. In addition 
to these printed directions are two life-size 
printed diagrams, one giving the wiring dia- 
gram for the set both from the baseboard 
view and the panel view, and the other show- 
ing, in actual size, exactly how every wire 
in the set is bent and connected. 

More, tube for tube than any other set 
Tue finished Model “S” Acmeflex Kitset, 
a Reflex (trade mark) set, gives two stages 
of radio frequency amplification, two stages 
of audio frequency ampli- 
fication plus a D-Coil ra- 











ton and not thrown in a 


dio frequency tuning unit 














Directions given so simply that 


jumbled heap. Each part 
is fresh, bright, new and 
well made. Screws, nuts 
and bolts are in a box of 
their own. Everything is 
included; nothing forgot- 
ten. The only accesso- 
ries to get are the tubes. 
batteries, loud speaker 
and cabinet. We have put 
every thing in the kit but 


Note these features of 
Model “S” Acmeflex Kitset 


Complete directions given for put- 
ting set together. 

No antenna to erect. 

No technical knowledge or workshop 
required, 

Only two tools and they are in the 
Kit. 

No soldering to do. 

Only one tuning dial. 

Excellent reproduction. 

Greater distance, sensitivity and se- 


and detector, with only 
five tubes. 

The new Model “S” 
Acmeflex Kitset will pull 
in more stations, louder 
and clearer, on a loop and 
loud speaker, than any 
other set using the same 
number of tubes (five), 
and more than many sets 
using from six to eight 


anyone can follow them 

Asove are illustrated the circular of printed 
instructions and the life-size diagrams of the 
wiring, which are packed with each Model 
“S" Kitset. Step by step the making of the 
set is described in clear, simple language— 
just simple operations which anyone can 
easily follow. 


Qaa=—— 


a<_ 


On ty two tools required—a screw driver and 
pliers—and they are included in the Kit. 











Enthusiastic praise 

from Model “‘S’’ user 
From New York City: “Well, 1 
believe we had every jerkwater sta- 
tion in the U. 8. Stations I never 
heard of before. At 11:45 P. M. 1 
pulled in KFI (Los Angeles, Calif.) 
on the loudspeaker. At 12:15 A. M. 
KGO (Oakland, Calif.). I went back 
and picked up KFI three times. My 
home is located in what is consid- 
ered one of the worst sections for 
radio. The skyline of New York is 
directly opposite me. I am on the 
harbor, a mile from the Navy Yard, 
and have three bridges with electric 
trains to bother me, but with it all 
I got the coast. Forgot to mention 
that two locals were on—WHN and 
WJZ; some selectivity.” 





























lectivity. 


the fun. 
No technical knowledge neighbor. 
or workshop necessary 


You do not have to be a 





Non-radiating — won't bother your 


tubes. It is easy to tune. 
There is only one tuning 


Saves you about $60.00. dial. 








Everything on 











loudspeaker 





radio engineer in order to 
put this set together. Any- 
body can do it. Many have done it easily in 
three hours—had the set complete and work- 
ing all in one evening. Only two tools are 
needed, a screw-driver and a pair of special 
Acme pliers and they are included in the kit. 
Good tools which you can use afterwards for 
other things. The panel is all drilled for 
you, and no soldering is necessary. If you 
do not want to assemble the set yourself, 
there are plenty of amateurs and dealers glad 
to do it for you at a nominal charge, still 
saving you a lot of money. 


THe selectivity, range and 
volume of this set make it remarkable for 
loud, clear reception of stations near and far. 
The pleasure and the joy of it can be yours 
at a price only a little more than half what 
it would cost you to buy the set complete. 
Anyone can now sit down and put together 
a set that will perform on a plane with the 
highest-priced factory-made receivers. 


ACME APPARATUS COMPANY 


Transformer and Radio 
Engineers and Manufacturers 


Dept. D3 Cambridge, Mass. 


Send this counon 





Send coupon now and start putting 
this wonderful set together 


Just tear out the coupon below; write 
your name and address on it plainly, 
mail it to us, and we will send you by 
return mail a special circular cém- 
pletely describing this set in every de- 
tail. Send coupon today. 


















ACME APPARATUS CO., Dept. D3, 
Cambridge, Mass. Send complete infor- 
mation about the new Model “S” Acme- 
flex Kitset to 


Name 
Street 


City State 
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Balloon Hires 
Sor Your Vibes! 


Delicately adjusted springs, at the base of a Benjamin Cle-Ra-Tone 
Socket, do the same for the radio tube that balloon tires do for the 
automobile—absorb jars and shocks. 


Outside rumbling traffic, ingide footsteps, mechanical and human activ- 
ities amazingly vibrate floors of buildings—as finely adjusted scientific 
instruments have proved. This comparatively small shaking of the tube 
develops a very perceptible noise in the filament, and very often breaks 
this hair-like wire when it is cold. 


Banjamin Cle-Ra-Tone Sockets “float” above their base and the tube 
filament escapes this ever present trembling. More sensitive experiments 
are thus possible and distant, faint signals come in much clearer. Stiff 
bus wiring does not affect the flexibility of Cle-Ra-Tone Sockets, They 
ar2 adaptable to every hook-up and especially desirable in portable sets There are no rubber parts 
to deteriorate Bakelite is used wherever possible to insure sturdiness, long life and high dielectric 
insulation. Contact points to tube terminals are perfect and permanent Terminal lugs for solder- 
ing Made in two sizes: standard base, and a base for tubes similar in terminals to the UV-199. 


Spring Suspended—Shock Absorbing 


Accep‘ed by Leading Manufacturers and Radio Engineers 


ENJAMIN 


CULE CECE ULL LLCO 


Benjamin Electric Mfg. Co. 


120-126 So. Sangamon St. 


247 W. 17th Street Chicago 448 Bryant Street 
New York Gen Francesco 











CARTER New LOOP Aerial 


The new Compound Pentagon winding 
Greater Volume 


L , eliminates the framework and resultant 
onger Distance rs “ . 
and losses. It gives muximum inductance 
Far More 


without increasing the distributed capac- 
ity. Only 18” in diameter. 

Go to your dealer and see this new 
Carter product. Any dealer can show you 


Selectivity 


Coast Distributors 




















ATLANTIC-PACIFIC adio er 
AGENCIES oe ba 2 ee 2 ee 
CORPORATION : a 
Pes. Pendin 204 Rialto Building 
en San Francisco, California In ‘Canada, Carter Radio Co., Limited, Toronto 
a Se 





Send for Trial Subscription—$1.00 for Six Months 
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CALLS HEARD 
(Continued from page 40) 
By E. W. Thatcher, SZE-SGX, Oberlin 
College, Ohio 

Bermuda: B3ad. Canada: (C5an), Ciba 
C5en, (C5gt). France: F8bo, F8ssc. Fin- 
land: Fn, 3gb, (,?7). England: g2vb, g2kf 
g2kz, g2nm, g20d, g2sz g2yt, ginn 
g5if, g6nf. Holland: N Onl. Mexico: (mlaa) 
miaf, maai, mlk, (min), (mlx), mbx. Port 
Rico: 4sa, (401i), Cuba: q21c, q2mk. New 
Zealand: Z2ac, Z4ak. South America: WJS 
U. S. A.:6aavo, 6ac, 6acl, 6adt, (6afg), bage 
(6agk), 6aha, (6ahp), 6aib, (6aiq), (6aiv), 
(6ajh), (6aji), 6akw, G6akz, Galf, Gaik 
(6ame), 6amo, 6apj, 6apw, (6aqd), 6arb 
(6arx), (6ase), 6ats, (6awt), 6bau, 6bb 
(6bdt), (6bge), (6bhz), (6bjj), (6bjx), 
(6blw), 6bni, 6bnu, 6bny, (6bph), (6bqr), 
6bqu, 6bur, 6bve, 6bvg, 6cae, 6caj, 6cah 
6cbb, 6gg, (6cgCc), (6cg0), bcEew, Ecek, 
(6cej), 6cfe, 6chl, (6cix), 6cjv, (6ckw), 6cla 
(6cmi), (6enl), 6eqe, 6erx, 6cso, (cso), 
(6css), 6cesw, (6cto), 6cve, 6cvs, 6cvm, 6cVvx, 
6ew, 6ea, (6eb), 6ec, (6gt), (6ih), 6lq, 6ne, 
6nn, 6nx, (60f), (601), (601), 6pl, 6pw, 6rn, 
(6rm), (6ts), 6ui, Gut, 6ve, 6vo, 6xi, 6xo, 
(6zh). (6zp), Tabb, (7afn), 7afo, 7agi, Taha, 
7ahi, Taji, (7bj), 7dj, (7fq), (7gEb), Ter, Tij, 
Tix, Tiy, (7ku), (7la , 71s, (7mf),7mp, (7nx), 
Jot, Ted, Try, (7sp), 7sf, 7th, (7zm). 

Daylight: (6ame), (6ase), (601i), 7aqd 
Tabb. 

How about your New Mexico, Nevada, 
and Idaho stations. Let’s QSO. Lack those 
three of making it 48 straight! Will QSL 
all cards. Thankz vy—“GX.” 





By John H. P. Andrews, Lake and Bellona 
Avenues, Govans, Balto, Md. 
6afg, 6agk, 6ahp, 6alw, 6ame, 6bawt, 6bir, 
6blh, 6boq, 6bph, 6baqr, 6bra, 6bur, 6cbb, 
6ect, 6cej, 6chl, 6cmg, 6emu, G6crx, 6cB8s, 
6ewi, 6cezx, Gbeb, 6kb, Gpl, 6rv, 6zh, 6zp, 
Jafo, 7mf, 7mp. Can.: 5ba. Foreign: g2if, 
g2kf, g2lz, g2nb, g2nl, g2nm, g2o0d, £2om, 
g2sh, g2sz, g5nn, g5buo, génf, gévp, f8cz 
f8ek, f8gl, f8sm, q2mk, zero re, sj. 





By 0RJI, Denver, Colo. 

CW—all on 80 meter band—labf, lad 
lacb,, laea, (laf), lagg, laid, (lajo), (lall) 
larm, lary, laxi, laxn, laxz, lbdx, lbqk 
lbvl, leab, (leav), lckp, lcme, lemp, igs 
lii, Imy, low, Iqm, (lqv), ird, Isf, (lve) 
1xm, 1xu, (1xw), lyd, 1zs, (1zt), 2aan, 2aco, 
2acs, (2axf), zZbbn, (2bgi), 2bn, 2bqb, 2bqu, 
2br, 2bre, 2bse, 2byh, 2cei, 2cgi, 2cjb, 2cjx 
2cpa, 2cpk, 2csl, 2cst, 2cty, 2cvf, 2cvj, 2cwj 
2cxe, 2gk, 2ha, 2hx, 2ke, 2kf, 2kx, (2le) 
2me, 2mk, (2mu), 2rb, 2xq, 3adb, 3adp 
38adq, (3adt), (3adv), 3ajd, 3ao0j, 3aol, (Bava) 
Sawa, 3bg, (3bjp), 3blip, 3bmn, 3bnu, 3bob 
3bof, 3bwj, 3ca, (3cb), 3cc, 3cdq, 3cdn, 3che, 
3dj, 3hj, 3lg, 3mf, 30q, 30u, 3qv, 3sm, 3tf, 
4ai, 4bl, (4bq), 4du, 4eh, 4eq, 4ft, 4fz, 4gw, 
4hw, 4ja, 4mb, 4mi, 4pd, 4rm, (4si), 4tv, 
(4tw), 4ua, 4wa, (8aa), 8add, (8app), (8apr). 
8aol, 8aow, S8atp, 8aul, 8arb, 8awgq, 8baj 
8bau, 8bav, 8bbw, 8bbf, &8bce, (Sbdk), &bdq 
8ben, 8blb, 8bhj, 8bp, 8bpl, 8byn, (8ced) 
8cei, 8cdt, 8cuk, 8enl, 8evf, 8cvh, 8cta, 8cyi, 
8dal, 8dan, 8dag, 8ded, 8dfo, 8dgp, 8&dhs 
(Sdhw), 8dif, 8djb, 8dkl, 8dma, 8dnf, 8dnvy 
8do, 8dse, 8ef, (8fn), 8fy, 8kh, (8pl), 8tr 
8tt, Sxs. 8zah, 8ze. Can.: lar, 3ni, 4ch, 4dq 
4fv. Mex.: 1x, Ib laa. N, Z: 2ac, Aust.: 
2bk, 2yg, (2yi), (3bd). 





By SDCF, 31 Kingsville Ave., Ashtabula. 
Ohloe 

laao, lajx, lana, (lary), latj, lavr, laww 
lazr, (lci), lerd, (4Lw), 4kl, 4sh, 4ua, 4ux, 
5aaq, (5acl), 5g¢q, 5aiy, 5asb, 5bj, 5en, 5di, 
5in, 511, 5mz, (50v), 5qj, 5sp, (5wo), 6aao, 
6afg, 6afz, 6bur, 6cbb, 6cto, 6ea, Spl, 7fq, 
Qaer, 9akd, 9amx, 9aqf, 9axs, 9bIk, 9bmv, 
(9bnf), 9bwb, 9byv, (9bzk), (9cyr), 9cy2 
9dbz, 9ddk, 9dge, 9dix, (9djs), (9dmj), 
9dmz, (9dvw), 9eak, (9er), 9es. 9of, 9qx, Ive 
Can.: c2ax, (c2be), c2cg, (c3kq), (c3gq). 
e3tf, c3 xi. 





Ry GALV, Alameda, Calif. 

laao, (laf), labs, lalm, lajx, lber, lban 
ibfl, leme, lor, lwl, lxae, 2abt, 2bqb, 2bat, 
2btu, 2cvj, 2cwo, 2xq, (2ezr), 3bgi, 3bwi. 
3eh, 3hs, (3kq), 3sm, 3te, 3xi, 3xm, 4eg 
4fm, 4xe, (5's, 6’s, 7's too numerous), 8ah, 
Sapr, 8avd, Sbau, sbz, 8cbp, 8cdt, 8cuk, &8gh 
8ez, 8fm, (too many 9's). N. Z.: (lao), 2ac 


2ae, 2ap, dag, dap. Australia: 2bk, (2yg). 


(2yi), (3bd), (3bq). Mexico: bx, laa. Hol- 
land: zero nl. Canadian: 4dq, (Sef), nag 
nkf, fvn?? QRA? 





By Raymond Oswald, 1646 W, 101st St.. 
Chicage, HUinois 

2bbx, 2ctf, 2apa, 3ccu, 3wb, 4dv, 5agn 
5aiy, 5an, 5anl, 5api, 5ek, 5fs, ims, 6afh 
Sahm, 8ak, 8ard, 8ase, 8bja, 8bmg, 8bni 
Sbxt, 8cab, 8cas, 8ckf, 8eqy, 8dmaq, 8jz, 8na, 
Sadd, 9agl, 9bhb, S9bhz, 9bkb, 9bvn, 9bwv 
9cfo, 9ckt, 9epy, 9ctd, Ycyk, Ycyq, 9dnp. 
9dpu, 9drw, 9dsr, 9efd, 9fg, 9fi, Shp, 9iz 
9jh, 9ry, 9su, 9tg. Canadian: 9bj. 


(Continued on page 46) 
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How to select batteries that run your 
set for weeks without recharging 





Tubes 
(see foot-note) 


















Total Recommended 
Rated Prest-O-Lite “A” Batteries 


Ampere Order by | Daye 
Drain following bec ween 
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For sets usin: 


Copyright, 1929 
The Prest-O-Lite Co., lac. 








cur- 


rent at a rate higher 
than 2 amperes. 





























Why select storage batteries by 
guesswork and risk getting one that 
requires charging every few days? 
Buy wisely. Let the Prest-O-Lite 
Radio Chart guarantee you bat- 
teries that fit your set—of ample 
capacity to bring weeks of fine 
reception without too frequent 
recharging. 

The above section of the master 
chart selects Prest-O-Lite “A” Bat- 
teries to fit all §-volt sets. It 
recommends two sizes for each set, 
depending upon the days of service 
you wish between chargings (based 
on the average use of your set of 
three hours a day). The larger 
capacity battery will be found more 
desirable unless facilities for fre- 
quent and easy recharging are pro 
vided. Consult the complete chart 


at your dealer’s for data on “B” 
Batteries and also “A’’ Batteries 
for low voltage tubes. 

In every detail of construction— 
special structure plates, highly po- 
rous separators and superior internal 
arrangement tops—these batteries 
are made to get the best out of your 
set. To supply the dependable, 
unvarying current essential to fine 
tuning, efficient tube operation and 
clarity of reception. 

Prest-O-Lite Batteries offer you 
truly remarkable savings. Though 
standard in every respect they are 
priced as low as $4.75 and up. They 
last for years and are all easily re- 
chargeable. See them at your 
dealer’s or write for our booklet, 
“How to fit a storage battery to 
your set—and how to charge it.” 


THE PREST-OLITE CO., Inc., INDIANAPOLIS, IND. 


New York 


In Canada: Prest-O-Lite Company of Canada, Ltd., Toronto, Ont. 


San Francisco 


f 
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Write today for 
this free booklet 


Whether you have a 
one-tube set or most 
advanced multi-tube 
outfit, you'll find a fund 
of interesting informa- 
tion in our booklet, 
“How to fit a storage 
battery to your set— 
and how to charge it.” 

This booklet gives 
you the complete Prest- 
O-Lite Radio Chart— 
technically accurate rec- 
ommendations covering 
both “A” and “B” stor- 
age batteries for every 
type of set. 

In addition, there is 
much vitally important 
data on battery care and 
upkeep—information 
that any radio fan will 
find of real value in 
keeping his set at its 
maximum efficiency. 
Write for your copy 
right now. 
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“A better condenser 
makes any circuit better!”’ 


I have had built an 8-tube Super-Heterodyne and of course 
bought with care the best parts the market offered. The 
result was, I tried several well-known condensers which 
were not satisfactory and by chance tried a pair of “Mar-co 
Condensers” and was greatly pleased with the performance 
of my set. So much so I hoped to pick up one of the foreign 
stations during test week. 


On tuning in on 470 meters, picked up “Lyons, France, 
Station PTT,” which came in as loud and clear as a bell 
with orchestra music, and held them until they signed off 
at 12 midnight, Eastern Standard Time. 


I am enclosing a confirmed telegram of my reception that 
you may know Mar-co Condensers proved 100% on a test 
with an amateur at the dials. 


Yours very truly, 
(Signed) H. W. DAHL 


MARTIN-COPELAND COMPANY .- Providence, R. I. 











‘Elements of 
Radio Communication’”’ 


By Lieut. E. W. Stone 


A Book That Every Radio Fan | 
Should Have. | 
| 


2 50 | ON ONE TUBE 
e BIG FREE BOOKLET tells the story. California 








users of CROSS COUNTRY CIRCUIT hear Atlantic 





Coast, Canada, Cuba, Mexico and Hawaii. Atlantic 





SENT POSTPAID ANYWHERE Coast users hear England te California. Our new 


plan makeé this set easiest and cheapest to build. 
One hour puts in operation. One tuning control. 


PACIFIC RADIO PUB. CO. No soldering. Any Novice can do it. BIG BOOK- 


ns 7 | LET FREE or complete instructions for 25c stamps 
Pacific Bldg. San Francisco | = VESCO RADIO CO. 


} Box R-117, Oakland, Calif. 
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(Continued from page 44) 


By 7UB, Perry Wonacott, 536 Liberty 81... 
. Silverton, Oregon 


laao, lacb, laf, lajo, lary, lbbe, lbcc 
lbcr, lcme, lemp, licpa, lewa, ler, lhr, 
lml, 1pl, lyb, lyd, 2aav, 2anm, 2aqf, 2atv 
2by, 2cee, 2cft, 2cfx, 2chk, 2cpa, 2cvf, 2dd 
2dlk, 2gk, 2je, 2le, 2mc, 2rk, 3alx, 3auv., 
3blp, 3bpm, 3bnu, 3bta, 3bwj, 3cb, 3ef, 
3ckj, 3hw, 3kq, 3ot, 3tf, 4dq, 4eq, 4fz, 
4gw, 4kl, 4qf, 4tj, 4tw, 5aad, 5aai, 5aaq, 
5ahw, 5aic, d5aiy, 5adh, 5acl, 5aj, 5ajj, 5ajp 
5Saky, 5am, ban, bBaqr, barb, 5aul, 5aux 
5asz, 5afq, 5bx, 5ca, 5dm, 5ew, 5hj, 5in 
5ke, 5ka, 511, 51s, 50t, 5qh, 5uk, 5wo, 5se 
5sk, 5za, 5zai, 5zas, 8add, 8aij, 8baj, 8bbi 
8beg, 8bng, 8bk, 8btr, 8baqp, S8btf, S8cta 
8cva, 8cwp, 8cyd, 8dae, 8bgep, 8bpt, 8doo 
8dse, 8dkt, 8fy, 8vq, 8wa, 8yv, 9aau, 9aks, 
Yao, Yamp, Yauw, Yaxs, Yayp, Y9bfi, 9bhi 
9biz, 9bm, 9bji, 9bnk, 9bpf, 9bxt, Ica, YIccs 
9cgn, 9cic, YIcjs, Ycjy, Ycko, Ycol, Y9esg 
9ctg, Icul, Icvo, Icvv, Icyj, Idad, 9dac, 9diy 
9dix, 9dkk, 9dmj, 9dmz, 9dun, 9duu, 9dyi 
9dtk, 9eak, 9Yeam, Yefz, 9eg, Yeky, 9emr 
9es, 9na, 9oa, Yon, 9qw, 9xbp, 9zd, 9bku 
nfv, nkf, wgh. Canadian: 3ki, 4bb, 4dq 
4fn, 4i0. Mexican: laa, 1b, 1x, 9a. New 
Zealand: 2ac, 2ap, 4aa. 





By 9APY, 3337 Oak Park Ave., Berwyn, 
Illinois 

laao, laf, lak, lasu, lavl, lbdx, (1lbhg) 
(1lbub), 1lbzq, lcak, 1pl, 1xa, 2aay, (2aco) 
2ahw, (2ale), 2auh, (2bbx), (2bhk), (2bo0), 
2box, 2bpg, 2bsc, 2bum, (2bzj), 2cor, 2cqi 
2cub, (2cxy), (2cuy), 2gk, 2lm, 8adb, 3adq 
3gans, 3arz, (3awu), 3bhv, 3blp, (3bms) 
3bmt, 3br, 8chg, 3cm, 3ly, 3na, (30e), 3ph 
3qt, 3rs, 3sm, 3dv, 4mi, (40g), 4tw, 4tx 
(4vo), 5ail, 5aiy, 5ajp, (5api), 5aqf, Sarb 
5asb, 5asf, (Sash), 5att, Saul, 5ek, 5es 
5Bew, 5ex, 5ji, 5lh, 5lr, 5qx, 5qz, Srw, 5se 
5ve, 5wi, 6afh, 6balw, 6chx, 7ok, 7sb, S8act 
Sase, S8atp, (S8azu), (8bjt), 8bmo, 8bmv 
8bn, 8bqa, (8ckf), (8ckp), (8cl), 8dnu 
(8dpx), 8eb, 8vo, 8wz. Canadian: (C-3ck) 
C-3ws, C-4ch. U. S. Fones: 3wf, S8dat 
Government: wgh. QRK 9apy’s 100 watts?’ 
Card for card. 





By George Morrow, 34 North Howard §&t.., 
Salem, Ohio 

lana, lbdt, 1bkj, lmo, 1lxw, lxam, 2k« 
2rq, 2cei, 2cow, 3bhy, 3bmn, $zo, 4ek, 4ik 
fyc?, 5ado, 5amf, Bdw, 5ike, 5ad, bawt 
6ceu, 6cgw, bry, 6kac?, 7ot. Canada: 2do 
20d, 300, 3gg, 4bp. Mexican: bx, 1b. New 
Zealand: 4aa, 4ag. Australia: 2cm, 2ds 


§ac. England: 2kz, 20d, 2sh, 5nm, 5xx 
French: sab, 8bf, 8ek. Not known: onl 
ear2, fain, smml, chfal, QRA,s pse 4 


ecard to all who QSL. 
By 2CXY, Bradley Beach, N. 4. 

5Sahw, SBaiy, b5ajt, 5aot, 5apm, (d5apt) 
5Sasw, 5azg, 5an, (5dm), (5er), 5ka, 5inj 
5ov, 50x, Srv, 5ty, (5uk), (5uv), 5xa, (5o0x- 
5uk very consistent), 6abx, (6agk), 6bep 
6bhx, 6bjj, 6blh, 6bui, 6bvg, 6cgo, bcew 
6chx, 6cpw, 6crs, 6eb, 6mg, 6pl, 6vc, 6wp 
§xad, (6zh), 6x0, 6ceqe, 6cso, (6zh es 6bj) 
very consistent), T7acm, Tey, (7df), 7fd 
7fq, TVef, Teej, 7ij, Tku, (7uj), 72am, Tzu 
(7df-7fq very consistent). Canadian: 4eo, 
(4io), 4ch, 5ct, 5dq, 5go, 5gf. Mexican 
laa, ln, 1x, bx. Britain: (5mm), 5nn, 5uq 
2nm, 6nf, 2fu, 1kf, 20d, 5ma, 5pu, 5inn 
Holland: O-nl. Belgium: 3ad. Argentina 
CBS. Will QSL on request. Reports or 
sigs appreciated. 82n hr. 





At 6GBUR, 340 North Painter Avenue, 
Whittier, California 

laa, laao, lajx, lall, lamf, lary, (1bcr) 
lbdk, (1bgq), (lbie), 1Ibkq, 1bz, lcab 
(leme), (ida), lez, ifb, ilhn, 1ml, Ipl 
lqm, ird, luw, 1wl, (1xz), lza, lzt, (2aan), 
2aby, (2acs), (2afp), 2aqb, 2aqgh, 2axy, 2beg, 
2big, (2bkr), 2bqu, 2byk, (2cgb), 2chk 
2cje, 2ctj, (2ctq), (2ezr), 3gk, 2kx, (2le) 
(2pv), 2wi, 2wr, 2xi, 2zk, 3abj, 3adp, 3adq 
(3ajd), 3bdo, 3bg, 3ip, 3bmn, 3bng, (3bta) 
(3bwt), (3bz), (3chg), 3cjn, 3eh, (3kq) 
3lg, 3o0t, 3aqv, 3te, (3tf), 3xm, (4b!) 
4bm, 4db, 4do, (4eh), 4eq, (4fz), 4it, (4ku) 
4mb, 4oa, (4pk), (4si), (4tj), 4tw, 4uk 
4wi, 8aa, 8acm, S8afm, (8ame), (Sapr) 
(S8avd), (8axn), (8bhau), 8baq, 8bbi, (Sbbw) 
Sbed, (8bf), Sbfe, (Sbnh), (8bpl), (8bqa) 
(8ceci), (8ep), (Sepy), (8cyd), (8ezy), Sdae 
Sdde, (8dfk), 8dgv, 8dun, 8er, (8fy), 8ih 
Siq, (Slr), 8pk, Spl, 8tt, (Sup). Australia 
(2bk), 2cem, (2yi), (2yg), 2yr? (3bd), 3ba 
Argentina: Ipx. Brazil: (3ad), ur. Canada 
lar, 2ax, (3g¢b), (3ly), 3tf, 3vh, 3xi, 9al 
Chile: 9$te. Columbia: wis. Cuba: 2by 
England: 2nm, 5nn, 6ry. Porto Rico: 4sa 
Navy: nfv, nfvl, (nkf), nqg. Mexico: (laa) 
laf, (1b), (1x), (9a), bx. New Zealand 
(lao), (2ac), 2ap, (4aa), 4ag, 4ak. 





By Nick Geracimos, 12 Hertzel Street. 
Warren, Pa. 
6aed, 6agk, 6apw, 6bdv, 6bge, 6bge, Sbin 
6blh, 6bui, 6cae, 6cege, 6enn, 6ess, 6il, 6ts 
6ui, 6ve, 7adm, Tafo, Tajv, Tald, tey, 7df 
7aj, 7fg, 7eb, 7ij, Tiu, *7lg*, Tia, T7mg, TMP 
Tnt. All cards QSL’d. 


(Continued on page 48) 
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You Get Free! 


Without one cent of cost to you and merely 
in return for a little of your spare time, we 
will present you with one Baldwin-Pacific 
Quintet Super-heterodyne Kit. You send us 
six subscriptions to “RADIO” for one year 
each, or three subscriptions to “RADIO” for 
two years each—and the kit is yours. The sub- 
scription price is $2.50 per year. The kit is 
given to you in return for securing only $15.00 
worth of subscriptions. The kit alone sells 
for $15.00. Therefore, you get double value 
for your money. Why not send “RADIO” 
for one year to five of your radio friends, let 
us send “RADIO” to your own address for 
one year, and get the kit? This big subscrip- 
tion offer is made for one month more due to 
the heavy demand for kits from our subscrib- 
ers. 


Use the Coupon~ 


ACT NOW. Don’t let the other fellow beat you to it. 
Start today and you will be surprised to learn how easy 
it is to get six subscribers. Fill in the coupon, send 
us a list of the subscribers, your remittance of $15.00 
and the kit will be mailed to you on the same day your 
subscriptions are received. 


Pacific Radio Publishing Co. 


Pacific Building San Francisco 
—Established 1917— 











We guarantee this subscription offer to be 
exactly as represented. There are positively 
no further payments of any kind to make. 
Immediately upon receipt of your subscrip- 
tions and remittance of $15.00 we will mail the 
kit to you, forwarding charges paid. We need 
more subscribers to “RADIO.” Help us get 
them and we will make it worth your while. 
It’s easy to get subscriptions to “RADIO.” 
Every wide-awake fan should read it. Many 
people have never seen a copy of this mag- 
azine. Show your copy to the radio fans in 
your vicinity, tell them of the many feature 
articles published in “RADIO” every month 
and ask them to subscribe. Many of our read- 
ers have secured six subscriptions in a single 
day and have been awarded a kit. You can 
build a remarkably efficient 45,000 cycle super 
by using the parts which make up the Bald- 
win-Pacific kit. 





“RADIO,” 
Pacific Building, 
San Francisco, Calif. 
Here is $15.00 and the names of subscrib- 


ers for “RADIO.” Immediately send me the 
BALDWIN-PACIFIC SUPER-HET KIT. 

Name 

Address 


City 














Tell them that you saw it in RADIO 








The By-Pass Condenser 


OU will get the program 

clearer if you install a Dubilier 
large capacity By-Pass Condenser 
in your radio set. Just locate it as 
the diagram indicates. The result is 
that the minute fluctuations of the 
“B” battery are smoothed out into 
a steady, even flow of current, de- 
void of all noises. 


The result is astonishing! Signal 
strength is increased—tones purer 
—volume smoother. The whole 
program comes in far truer and 
pleasanter than ever before. 





This By-Pass Condenser in quality 











hh . 
+ of material and workmanship meas- 
aan - ures up to that high standard for 
xtern connections made m sek " " 
ay comeing corndenont which all Dubilier radio devices are 
terminals 
_g famous. 








Dubilier 


CONDENSER AND RADIO CORPORATION 




















20 Ft. Mast $10.00 







KO-LEAK HERCULES Ass 





J 

F 40 Ft. Mast $25.00 . 
SCIENTIFICALLY CORRECT 60 Ft. Mast $45.00 Wette far 

RIABLE GRID LEAK All steel construction, com Literature 
lete with guy wires and 
HAND CALIBRATED IN MEGOHMS—Eliminates P 
distortion; increases volume. Can be read through masthead pulley. We pa FREE 
3 freight. 

panel peep-hole and logged. Ask your dealer or S. W. HULL & CO 

write Dept. R325, DX INSTRUMENT COMPANY, Dept. GS, 2048 E. 79th S Blueprint 

Harrisburg, Pa. 





Cleveland, Ohio 

















HONEYCOMB COILS 


The Universal all-wave 
“"\\ inductance. Back and 
front panel mountings. 
Send 25c for Super 
Het., R. F. and Honey- 
comb Coil Circuits and 
Complete Catalog. 











R YOUR RADIO SET comers sorrea ts 
Fit a1 — 1 part. 12 
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At ODNG, Fergus McKeever, Universir, 
Heights, Lawrence, Kansas 


laac, lah, lad, laao, laap, laaz, lab? 
lacb, lacd, ladi, laea, laf, lagh, lagg, laf< 
laez, (ladb), lajh, lajp, lajt, lajf, lajx 
lakz, lanm, (laid), (lall), lakp, lalk, lalx 
lapy, (lare), lary, (laqm), lana, layn 
lavf, (lavr), (laxi), (lawe), lazy, lajo, 
ladm, (lair), lbbh, (ibbe), libdx, Ilbee, 
lbgc, lbgd, (lbhn), ibkr, (1blx), (1bif) 
lbis, (ibdh), lbv, lbed, (1bub), lbvl, lbzq 
lbx, lbes, (lcag), lcak, lcg, lccj, (1lceme) 
lemx, lcje, lepv, (1cx), Ickp, (lda), 1ldf 
ldk, (lef), ler, (lez), lafn, lide, (l1ga) 
lgr, lge, (igs), lii, lil, lit, (1cit), (liv) 
(lid), 1fd, lge, lje, lke, llw, ima, lahc 
low, 1pl, (Imy), (1Ipy), 1rd, 1sf, ldir, lkm 
lve, ivj, lvk, 1xm, lxam, lzw, (1xz), lyb 
lyd, lza, latj, Ixw, 1xj, 1lxu, laww, lazi 
2aan, 2aay, (2abt), 2Zaoy, 2adf, (2acs) 
(2ach), 2agb, 2ag, 2ana, 2agq, 2acy, 2anm 
2ajx, 2ate, (2at), 2bbn, 2bg, 2gg, 2bkr, 
2bm, (2bgi), (2bqb), 2brb, (2bsc), 2bro 
(2bum), 2byg, 2byk, 2bq, 2cdh, (2cee) 
(2cgi), (2chk), (2cjb), (2cjx), (2csl), 2ctq, 
2cty, 2cvf, (2cvu), 2cvs, 2cxw, (2cvl) 
(2exy), (2cpa), 2cuj, 2ct, (2czr), 2cwj 
2czq, 2aav, 2aey, 2dd, 2crp, (2eq), 2fc 
2gk, 2agg, 2eb, 2cj, 2cdv, 2kce, 2ku, 2bn, 
2bnq, (2kx), 2kf, 2pv, (2pd), 2qs, 2rk, 
2mc, 2pu, 2xq, 2xna, 2xi, 2wr, 2wa, 3aac, 
3agf, (3adq), 3adp, (3apv), 3afs, 3an, 3adb 
3acj, 3awa, (3bal), 3bhy, 3bei, (3bdo) 
(3bip), (3ble), (3bob), 3bgg, (3bmn), 
(3bpm), (3buy), 3bw, 3bjp, (3bma), 3bva 
3bjn, (3bmt), 3bvu, 3bwj, 3ca, 3cb, 3cf, 
3cex, (3ccu), (3cdg), 3che, 3chg, 3chh., 
(3cf), (3ckj), (8ckl), 3cjj, 3cvu, 3cm, 3dz 
3iu, 3io, 3lq, (3kd), 3jx, 3my, (3na), 3nl 
3hs, 3mf, 3ll, 3ke, (3rr), 30t, 3mf, (3sm) 
(3qt), 3yo, (3tp), 3wy, 4ai, 4bl, (4bq), 4ch 
4io, 4eq, 4ft, 4fz, 4eh, 4fm, 4je, 4jr, 4js, 
4ku, 4lr, 4mw, 4ke, (4mi), (4mb), 4bx 
4ew, (4tw), (4ti), 4tj, 4tn, (4pd), (4du) 
(4uk), 4rr, (4pk), (4rm), (4si), 48a, 40a 
4ua, 4xe, 4st, 4vc, 4my, 4vm, 4xc, 6aba 
6adt, (6adb), 6afg, 6agk, 6aib, 6aol, 6alw, 
6ajw, Gakz, (6ame), bamm, baww, 6app 
(6apw), 6asb, 6ase, (6ahp), (6arx), 6awt 
(6ano), 6amo, 6cas, 6ab, 6ac, (6ar), 6aaq 
6bau, (6bav), 6bad, 6Gbhay, (6bdt), (6beb) 
6bab, 6bec, 6bhw, 6bih, 6Gblw, 6bni, 6bjj 
(6bjx), 6bka, 6bnv, 6bov, (6bql), (6bqu), 
(6bgo0), 6btd, 6Gbur, (6bve), (6bui), 6bze 
(6bhz), 6apj, 6alg, (6cae), 6can, (6ccy) 
6ect, 6ceq, 6cgo, 6cew, Scge, (6che), 6chl 
6chx, 6cix, (6cmg), 6cnn, 6cso, 6css, 6csw 
6cul, (6clp), (6cje), 6cwl, 6cva, 6czx, 6ase, 
(6cmt), (6cjj), (6ew), 6cto, 6ezy, (6cn]l) 
6cux, (6crs), 6crb, 6ctd, 6clz, 6beb, few 
(6fy), 6cfi, 6cas, 6dl, 6ckf, &cbb, 6ib, 6ih 
6ir, 6ja, 6gk, 6kr, 6ma, (6me), 6ji, (6jp) 
6ms, (601), 6pl, 6qi, 6nx, (6rn), 6rv, 6ib, 
6ti, (6ts), (6i1l), 6mi, 6zh, (6wt), 6lh, 6cse 
6ui, 6mo, (6wp), 6vc, 6vd, 6vw, Gut, 6xby 
6of, (7aif), 7aib, Tabb, 7agf, Tav, 7bj, 7cy 
7de, (7di), (7df), 7Tadm, (7gm), Tgr, 7zb 
Tee, (7fr), 7ij, Tig, Tgu, 7fq, 7js, Tok, (7mf), 
7mp, (7mg), 7gs, 71s, (Tir), Tse, (7ku) 
Jad, 7mx, 7fd, Tot, (7uj), 7zu, 7zq, (7sp) 
Vir, 7aj, 7vm,. Canadian: lar, 1dd, (1dq) 
2cg, 2bn, 2be, (2bv), 2ax, 3adj, (3ly), (3aec) 
(3ael), 3xi, 3gv, 3qs, 3ad, 3tf, (3ms) 
Zach, 3zt, 4aw, (4bb), (4cb), (4fv), (4dq) 
(4gt), 5g@0, Sef, Sba, 5an, 5bz, Bhk, 5as 
Mexican: (bx), 1b, laa, le, z4ak, 4ag, 2ac 
A3baq, nkf, nfv, neg, lpx, wgh, onl. Wil) 
try to answer all cards, all reports on my 
signals greatly appreciated, especially 
from DEL. 





By 6VD, 123 Cherry St., Anaheim, Calit. 


laao, laeo, ickp, lke, lise, 2aan, 2aay 
2bgi, 2bqu, 2brb, 2bre, 2wr, 2xq, 2xb, 3adp, 
3avv, 3bb, 3do, 3bdo, 3bhv, 3bnu, 3bpm 
3he, 3hh, 3te, 3yo, 4eh, 4e0, 4gw, 4hw, 4kl. 
4ku, 4tw, 5adh, bBaic, bajm, bakn, basb, 
5Satf, 5bx, 5dw. 5hj, 5ke, 5lh, bot, bps, saa 
Sacy, Sapr, 8avl, 8axr, 8bbw, 8bjz, 8bkh 
Sble, 8btf, 8cbp, 8cdt, 8coj, 8dae, 8dal, 8ded 
8doo, 8fu, 8jq, 8pk, 8pl, 8ze, 9aad, 9adg 
9axx, 9bhe, 9bht, 9bji, 9bkk, 9bm, Ibveg, 
9cjiy, 9ctg, Ycul, 9cvf, 9czm, Ydel, 9dgv 
9dhq, 9dmj, 9dyz, Yeeo, Yeet, Yehy, 9ekq 
9es, 9fj, Shn, 9rg, 9vc, 9za. Canadian 
ifn, 4io, 5go, 5ot. 





By SRY, Sullivan, Ohio, 65-105 Meters 
Q@SLL-QRH 75-QSLL! 


Cleb, Clam, C2au, C2be, C2bv, C2eg 


C2fo, C2hm, C4er, C4io, Ciba, Cigo, F8bo, 


F8sm, FN3gb(?), G2kf, G2nm, G2od, G2sz 
G2yt, Gike(?), *G5If*, Ginn, *G6ry*, Mox 
Mib, Mix, M9a, Miaa, P4wj(?), Miaf, Qdz 


Q2mk, Rebs, S-LAC, ber, (Lox), 1px, odb, 


si, wis, ur, Z2ac, Z4aa, U-abe, 4je, 6ac, 


6eb, 6Gew, 6fy, 6gt, Gof, Gpl, 6ti, 6ts, 6vw, 
é6aao, 6afg, 6afk, 6agk, 6aib, 6aji, Galg, 6alo. 


6alv, 6ame, 6aoi, 6ase, 6bad, 6ban, 6bdt 
6bka, 6bir, 6bmw, 6bra, 6bui, 6cbb, 6cdn 
6cew, 6chx, 6cmu, 6enl, 6cqge, 6cqn, 6cso 
6esw, 6cto, 6cuf, 6ezx, 7cy, Tdf, 7fy?, 7gb 
7ij, 7ku, 71j, 7mf, 7pz, Try? 7sf, T7uj, Twm 
7zq, 7zz, Tagi. 
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R. F. D. No. 
California 
laa, laao, laay, lacb, lamf, lana, lary, 

lavz, 1bz, lbbe, 1bdh, 1bfl, lbgo, 1bsd, lcme, 

ida, ler, lme, 1pl, lpy, 2az, 2atf, 2asw, 2bgi, 
2bkr, 2bqt, 2brb, zcjx, 2cenk, 2cvj, 2czo, 
ds, 2gw, 2mec, 2gk, 2kx, 2xaq, 3adm, 3avj, 
bp, 3bpm, 3buy, 3bwj, 38cb, dit, 3kq, 31g, 
fot, 3sf, 3sm, 3whb, 4bb, 4eh, 4eq, 4fn, 4hw, 
tio, 4jr, 4kl, 4sb, 4tw, 4ua, nkf. Australian: 
bk, 2yg, 2yi, 3bd, 3bq, 3ju, 5bg, *ida.* 

New Zealand: laa, lao, 2ac, 2ap, 4aa, 4ag, 

tak. Canada: 2ap, 2ax, 2bg, 3aa, 3ac, 
iw, 3vh, 3xi, 4io0, 5an, 5ba, Sbb, Sct, 5She, 
xx. Mexico: 1b, lg, 1x. England: 2nm, 

2sh, 61j. Indo-China: *HVA.* QSO Aus- 
ralia and New Zealand 17 times for Jan- 
vary, 1925 during last half month. Handled 

\ustralia-New Zealand traffic, 20. bakw 
6bel first yanks to QSL. HVA between 

7:00 and 8:00 a. m. of February 3rd., 1925. 


at U-GAKW, 1, Lancaster, 





By H. C. C. MeCabe, 71 Holloway Road, 
Wellington, New Zealand 

U. 8.: labf, lyb, lary ,lkc, low, limv, 
ipl, lsf, lemp, 2brb, 2anm, 2al, 2bgi, 2xq, 
2eqz, 2rk, 2¢ez, 3bp, 3aha, 3bhv, 3yo, 3bva, 
sot, 4io, 4pk, 4ku, 40a, 5zav, bSakn, 5aagq, 
5vz, bSaex, 5lu, Sph, 5zai, 5qy, Scnx, Sai, 
co, bBamf, 5uk, Smi, 5za, 50x, dw, 5hl, 
6bee, 6zh, 6enl, 6aiv, 6ceq, 6cjj, 6Gakf, 6akz, 
sbar, 6bql, 6bvg, 6cmi, 6epg, opl, 6csw, 6bip, 
§ede, 6cte, 6cem, 6cft, 6mme, baan, 6bamo, 
6bjj, 6bhw, 6cct, 6bir, 6aji, 6cerx, bew, bea, 
6rn, 6buw, oajh, 6ahp, 6akw, 6rk, 6fy, 
secey, 6gr, 6fh, 6bafq, bckw, 6cjv, 6ti, 6ts, 
Sbax, 6ezx, 6ne, 6amm, 6cax, bame, 6gen, 
6hp, 6afg, 6ew, 6eb, 6bur, 6cks, 6xbn, 61j, 
sbew, 6ao, 6cae, 6begk, 6bawt, 6cfs, bcegw, 
ive, base, 6cej, Gage, tbra, 6arb, 6cgo, 6bdt, 
6of, 7ij, 71s, 7mf, 7ku, Tafo, 7fq, 7pz, 7wm, 
imgi, 7ry, 7z2z, 7afn, 7zm, 7g@b, Ttcm, Zaif, 
Svq, 8ba, 8fm, Sac, 8cei, daa, 8rv, Salf, 
8abs, 8byn, 9bji, 9bm, 9xi, 9dma, 9YIecje, 
jeky, 9becj, 9zi, 9ccm, Y9dgv, 9dac, Idwx, 
Jdqu, 9bpy, 9Ydwk, 9bht, Icip, Yaby, 9bmk, 
jacq, Yazp, Yefy, 9bhx, Y9zy, 9bhy, Imm, 
iru, 9na, 9dlt, 9egh, 9hk,, Mexican: bx, 
ibj, 1k(?). Canadians: 2bq, 4dq, 5ba, 5gf, 
5zgo, 9al(?). French: 8sm. English: 2od, 
2nm, Special: wgh, 6xi. 





By G6CIX, 317 North Friends Avenue, 
Whittier, Calif. 

(laf), lar, laao, lajh, lajx, lary, lbv, 
bak, lbdx, lbes, leme, lemp, l1c.i, ltd, 
ipl, rd, lwy, 1xu, 1xz, lyd, 2agi, 2agq, 
2Zalx, 2azq, 2br, (2by), 2beo, 2bhe, 2bpb, 
(2buy), 2cee, 2chk, zcpa, zcpk, zcyz, zcvt, 
2cwa, 2cxw, 2dd, 2dn, Zhj, 2ke,:2kf, 2kq, 
2kx, 2gk, 2mu, 20g, zrk, 2yo, 3ach, (3adv), 
jaew, sgapv, 3aqr, 3bco, 3bpm, sbur, sccx, 
sche, 3dh, 3hh, 3lw, 30e, 30t, 3te, 3wb, 4an, 
tbq, (4eg), 4eh, 4fz, 4fn, 4gw, 4io, 4ka, 4kk, 
ikl, 4mg, 4nb, 4ot, 4tw, 4ua, 4xi, 5ap, 5aai, 
maak, 5aaq, 5Saay, (5aex), 5ago, 5ahb, 5aic, 
ail, Baiy, BSajt, Sakd, bSakn, 5balj, 5balz, 
samw, 5apz, 5aqy, 5arj, 5asj, dasv, (ixau), 
zas, 5zav, 5ba, 5bl, Sch, 5co, 5dm, idw, 
yew, 5he, 5hs, 5ka, 5lg, 5lh, (51s), 5mz, 5ov, 

, 5pg, Sps, 5qx, 5sd, Sse, Suk, 5ur, Svf, 
(5wa), 5xa, 7au, Tadm, Tafo, Tafh, Taha, 
jaif, 7aip, Tajy, (7akh), Takk, Tcy, 7dc, 
jdf, 7di, 7dj, 7eo, 7fq, 7gb, 7gj, Tem, Tea, 
(igr), 7ev, Tie. Tift, -. (iu), (36-.1m tat 
ikr, 7ks, T7ku, T7lg, Tih, (71j), Tis, T7mf, 
7mx, 7ok, T7qd, 7rl, Tso, Tsy, Tto, (7uj), 
iuq), 7vn, 7wj, 7waq, 7zi, 7zm, 7zr, (8abs), 


Sacm, Sade, 8aes, Satp, 8avd, 8axk, Sbk, 
Sbaj, (8bau), (8bdk), 8cec, 8ced, 8cei, 8cej, 
Scud, 8cuk, (8dae), 8fm, 8kec, 8ks, 8pk, 


stt, 8xe, 8ze, Yaw, Yaau, Yaby, (9Yadk), Yageg, 
jamb, Yaqr, 9axh, 9axs, Yazi, 9bcj, Ibdf, 
Jben, 9bhx, 9bhy, 9bji, (9bjl), 9bjy, (9bkk), 


jbmv, 9brx, 9bvz, 9bwo, Y9bzk, (9bwp), 
jcak, (9cbz), Yccm, (9ccs), Yccv, YIcdw, 
jcej, 9ceu, Y9cii, Yclq, Ycol, (Yesg), Yctd, 


jevl, 9cyx, 9dad, 9dbz, 9ded, 9dfz, 9dmj, 
jdms, 9dmz, 9dqn, 9duj, (9dun), 9Idvo, Yes, 
jeam, 9eep, 9eeq, Yefy, (9eji), (9eld), 9xbp, 
xib, 9hk, 9kt, (9mi), 9oa, (9Yof), Iqw, Iry, 
xe, 9xi, 9zk, 9zy, kdka, kfkx, ket, kgi, 
, nkf, npl, npm, nerk, wgeh. New Zea- 
nd: (lao), (2ac). Australia: 2bk, 2cm, 
3kq. Canadian: 2cg, 3ni, 4dq, 4e0, 
r), (4fn), 5an, 5ak, 4io, 5ba, bct, (5ef), 
, (5gf), 5gt, 5he, Shp, 5hs. Mexican: 
la, 2aa, laf, lx, 9a. 6C1X is glad to receive 
repts. 





By 6BJX, E. O. Knoch, 2823 East 6th St., 
} Los Angeles, Calif. 
laao, labf, lacb, laf, lajp, lcak, 1ci, 
pv, lgs, lid, lml, low, lyb, (1zt), (2bgi), 
“br, 2brb, 2bse, 2cee, 2cjx, 2cty, (2cvf), 
“CXW, 2cyw, (2ezr), 2kx, 2mu, 2rk, 2xi, 
bj, 3alx, 3bss, 3bta, 3chg, 3cjn, 3dh, 3jo, 
mf, 30t, 3pv, 3sm, 3te, 3wb, (4du), 4eb, 
feq, 4gw, 40a, 4pd, 4sx, 4tj, 8acm, 8acy, 
Sapr, 8aul, 8axk, (8bau), 8bce, (8bnh), 
Sbtl, 8cta, 8eva, 8cve, 8cvh, 8cwp, 8die, 
‘dnf, 8dnk, 8doo, 8dph, 8gz, 8pl, 8rv, 8uf, 
Suk, 8vq, 8ze, 8zg, 8zk. Canada: 2ax, 2be, 
Xl, 4dq, 4fv, 4io, 5ba, 5bf, 5gf, 5g0, Bhe. 
Australia: 2bk, 2ds, 2yg, 2yi, 3bd, 5bg. New 
Zealand: lao, lac, 4aa, 4ak. Mexico: bx. 
Special: Ipx, nkf. 


(Continued on Page 76) 
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Magic Rad 
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io Clearness 


with this new principle horn— 
this Kellogg Symphony Reproducer 


This offers a new conception of 
radio clearness---a recent scien- 
tific advance in radio reproduc- 
tion. It “brings in” the marvels 
of the air exactly as they were 
broadcast. With an absolute 
fidelity of tone that will delight 
you. 

This new way is the Kellogg 
Symphony Reproducer --- now 
made in quantity production to 
sell at prices within the reach 
of every radio owner. It is 
made by the 28-year-old Kel- 
logg Switchboard & Supply 
Co., leading specialists in the 
reproduction of sound. The 
acoustical engineers of this 
company worked for years on 
the problem of clarifying radio 
reproduction before they final- 
ly perfected the Symphony. 


The shape and contour---the 
composition of the horn itself, 
is one of the principal features. 
3ut the theory and design of 
this “unit” is the secret of its 
wonderful success. 

This “unit” is unlike anything 
ever offered before for radio. 
The magnetic feature gives it 
watchlike precision. The im- 
proved results are noticeable 
instantly to any who hear it. 

kk KK 


Hear it tcday! 


Today, hear the Kellogg Symphony. 
Do not buy any lesser horn until 
you have heard it. It will increase 
the value of your set 100% in musi- 
cal quality—in pleasure to your 
family and yourself. Any dealer 
will gladly demonstrate the Sym- 
phony for you. Hear it—today! 


i | 


KELLOGG SWITCHB OARD & SUPPLY CO 


CHICAGO, ILL. 


Kellogg Symphony Reproducer 





end for Trial Subscription—$1.00 for Six Months 





Guaranteed to be a standard, 
perfect condenser. Your money 
cheerfully refunded if you are 
not entirely satisfied. 


“RADIO,” Pacific Building, San Francisco 


| 


This Condenser 


END only $3.00--get this dandy AMERICAN 

SPECIALTY 23-plate variable condenser and 
“RADIO” for 15 months. The condenser is given 
free of cost with your subscription. This offer is 
positively guaranteed to be exactly as advertised. 
No further payments to make. The condenser is 
mailed to you on the same day that your subscrip- 
tion is received. 


mail today, sure, 


This offer good only for the 
months of March and April. 
Get your subscription in the 
























Surface leakage very low 
with Radion Panel 


The high-polished, satin-like finish 
of Radion Panels prevents moie- 
ture from gathering to form leak- 
age paths and cause leakage noise. 
Surface leakage and dielectric ab- 
sorption are exceptionally low. 


Radion Panels resist warping. They 
are easy to cut, drill and saw. 
They do not chip. No special tools 
needed. Eighteen stock sizes, two 
kinds, Black and Mahoganite. 

















Radion Dials match Ra- 
dion Panels perfectly and 
make the ideal mounting 
for your set. Radion 
Sockets help to eliminate 
capacity effects. 


RADION 


The Supreme Insulation 


MADE TO ORDER FOR RADIO 
PURPOSES EXCLUSIVELY 





Here’s a peculiar fact 
about radio insulation 


ATERIAL that is satisfac- 
tory for general electri- 
cal use often gives poor results 
in radio-frequency service. 
Experience has shown that best 
results come with the use of 
material and apparatus de- 
signed especially for radio’s pe- 
culiar demands. This is par- 
ticularly true of insulating 
material. 


Radion IS a special material, 
developed to order by our engi- 
neers to meet the needs of 
radio. For radio frequency in- 
sulation its characteristics are 
highest, as shown by authori- 
tative laboratory tests. 


The use of the most efficient insu- 
lation material is important not 
only for panels, but also for dials, 
sockets, knobs, binding post panels, 
rotors, stators, spaghetti tubes, etc. 
In all these there is a Radion prod- 
uct of the right type and size for 
your set. Radion is also used by 
leading set manufacturers who ap- 
preciate the superiority of “the su- 
preme insulation.” 


AMERICAN HARD RUBBER CO. 


Dept M4., 11 Mercer St., New York City 
Chicago Office: Conway Building 


Pacific Coast Agent: 
Geodyear Rubber Co., San Francisco, 
Portland 


Mail coupon for Booklet, 
“Building Your Own Set” 





AMERICAN HARD RUBBER COMPANY 
Dept. M4, 11 Mercer St., New York City. 


Please send me your new booklet, 
“Building Your Own Set,” giving 
wiring diagrams, front and rear 
views, showing a new set with 
slanting panel, sets with the new 
Radion built-in horn, lists of parts 
and directions for building the most 
popular circuits. I enclose 10 cents. 
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RADIO INSTITUTE OF AMERICA 


TRAINING IN ALL COMMERCIAL BRANCHES OF RADIO 


If you cannot attend the Radio Institute of America in person the same instruction can 


come to you through our recently inaugurated “HOME STUDY COURSE”—Investigate. 


WRAY 


28 Geary St. 


98 Worth St. 


50 


Phone Garfield 4200 


Phone Franklin 1144 


Detailed information free on request. 


Conducted by 
THE RADIO CORPORATION OF AMERICA 
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San Francisco, Calif. 





New York City 





THE ETHER GARBLERS 

(Continued from Page 24) 
week arranged with a group of Southern 
California promoters to purchase jointly for 
eighteen million dollars the entire properties 
of the Solar Oil Company, owners of the 
famous three ‘Long-Shot’ wells at Long 
Beach, which have been producing two mi! 
lion barrels a month. 

Mr. Greb returned to his home at Sar 
Francisco to wait for the promoters to make 
their funds available, which they accom 
plished this morning; but as the broker was 
in the very act of closing the deal news 
came in from the fields that the three ‘Long. 
Shot’ wells had ‘gone salt’. Thornton, the 
broker, hurriedly advised Greb by wire, and 
Greb filed an answering telegram at the 
main office of the Poulsen Pacific this after 
noon, reading as follows: 

“Cancel the deal.’ 

“But when the telegram arrived at Los 
Angeles, it read: 

“Buy the wells.’ 

“Thornton could hardly believe his eyes 
but the instructions in the telegram were 
unmistakable. The Los Angeles promoters 
withdrew their funds and the broker bought 
out the Solar Oil Company, lock, stock, and 
barrel, for Mr. Greb, with Mr. Greb’s five 
million. Mr. Greb is therefore now the 
owner of four derricks, one partly-drilled 
well, and three water-gushers, from which 
a small creek is flowing across the sands 
into the ocean. The man with the wilted 
black cigar in the picture to the left is Mr 
Greb.” 

URING the next six days, I re 

main encamped in my experimental! 
shop in the basement of the apartment 
joint where I hang out; and spend my 
time with a pile of deep radio engineerin’ 
books, diggin’ dizzily into vacuum tube 
theory, radio compasses, Kolster cir- 
cuits, and radio frequency phenomena, 
after which I try a few experiments witb 
some neutrodyne receiving circuits. 

“There’s two ways it might be done,” 
I says to myself, when I get through; 
then in answer to a telegram from Haw- 
kins I puts on my coat an’ blinkers, 
breaks out my whizz-buggy, an’ lights 
out for an all night drive to Los An- 
geles. 

Going through the downtown section, 
I hears the newsboys yellin’ something 
more about Greb and his oil wells; so 
I stops long enough to get another paper, 
an’ read: 

“GREB, THE SPECULATOR, WINS 

ON ‘LONG-SHOT’ WELLS! 

“Six days ago, as the result of an altered 
Poulsen Pacific telegram, Mr. Thomas 3B 
Greb, speculator of this city and well- 
known manufacturer of the famous ‘Radio 
Ford’, bought three oil wells spouting sali 
water. This morning, a fourth well being 
drilled on Mr. Greb’s property came in 2 
gusher of rich black oil. At almost the 
same instant, the salt-water pool under his 
other three wells came to an end, and the; 
are also gushing forth immense black co! 
umns of ‘flowing gold’. Last Wednesday 
morning Mr. Greb was worth five millio: 
dollars, Wednesday evening he possessed 
four second-hand oil derricks and a salt 
water creek; this afternoon he sold out tc 
Los Angeles interests for eighteen million 
The man with the triumphant smile and the 


big black cigar in the picture to the right 
is Mr. Greb.” 


“Old Greb is havin’ a heck of a time,” 
(Continued on Page 52) 
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The famous Crosley Trirdyn with three tubes excels most five or 
-tube sets in simplicity of tun 


six 


~ 
~~ 
SN 
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Priced from the one-tube 50, 


have been added two new Trirdyns in beau- 


tiful cabinets—the Trirdyn Regular with 
sloping panel at $55 and the Trirdyn Special 


with sloping panel at $65. Again the demand 
for Crosley Radios has increased tremen- 


dously. 
You can’t beat the results obtained from a 


Crosley Radio. 
“The Little Giant of Radio,” at $14.50, to 
the new Trirdyn Special with sloping panel 


Trirdyn Special from $75 to $60. To these 
at $65. 


ina- 


These 


additional 


Many trick cir- 
expense, an added dial to tune, greater dif- 


cuits have been designed to get around the 
The Crosley Trirdyn 


due to the unique comb 
tube means 


engineering is 


tion of Radio Frequency Amplification with 
Every additional 


This remarkable accomplishment in radio 


Armstrong Regeneration. 
ficulty in operation, more distortion and 


Armstrong Regenerative feature, hoping to 
more tube noises. 


get results “just as good.” 
with three tubes has only two dials. 
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Crosley Radios are licensed under Arm- 
strong U. S, Patent 1,113,149. Prices quoted 


without accessories. 


10 percent. 


For Sale by Good Dealers Everywhere 


operate but two circuits making tuning and 


logging easy. 
The Trirdyn Regular, the most popular re- 
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West of Rockies, add 


the market selling at its price or 


more, was reduced from $65 to $50; the 
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Write for Complete Catalog 
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HOW TO BUILD AND 
OPERATE THE 
ULTRADYNE 

$2-page illustrated book 


giving the latest au- 
thentic information on 
drilling, wiring, assemb- 
ling and tuning the 


Model L-2 Ultra- 
dyne Receiver “50c 
THE ULTRADYNE 
KIT 


Consists of 1 Low Loss 
Tuning Coil, 1 Special 
Low Loss Coupler, 1 
Type “A” Ultraformer, 
3 Type “B" Ultra- 
formers, 4 matched 
Fixed Condensers. 

To protect the public, 
Mr. Lacault’s personal 
monogram seal (R. E. 
L.) is placed on all 
genuine U|traformers. 
All Ultraformers are 
guaranteed so long as 


this seal remains 
unbroken. $30 















Model L-2 


Arthur Bender, 


his eight-tube 


quirer, Nov. 30, 1924. 


CO 


“ainae have huilt it! 


Heard Europe on a Home 
Built Ultradyne 


116 East 
Covington, Ky., had no trouble pick- 
ing up European stations last week on 
Ultradyne, 
constructed himself. — Cincinnati En- 


2nd St., 


which he 


IKE Mr. Bender, thousands have successfully built 
the Model L-2 Ultradyne and claim it the most 
wonderful receiver they have ever known for great dis- 
tance on the Loud Speaker. 
In no other receiver is found the*Modulation System” of 
radio reception—an outstanding radio engineering de- 
velopment by R. E. Lacault, E.E., A.M.I.R.E., Chief 


Engineer of this Company and formerly Radio Research 


Engineer 
Laboratories. 


with the 


French Signal Corps Research 


With the application of regeneration to the “Modulation 
System” the Ultradyne is capable of detecting the faint- 
est broadcast signal, regenerating and making it audible 


on the loud speaker. 


In addition, the Ultradyne is the most selective rece‘ver 
known. Regardless of close similarity in wave length, it | 
selects any station within range—brings in broadcasting 
clearly, distinctlv, faithfully. 

The Model L-2 Ultradyne will do everything better than 
anv super-radio receiver operating under the same con- 


ditions. 





Write for descriptive folder 


ALTRADZI 


CARL A. STONE COMPANY ‘ 
644 New Call Bldg., San Francisco, Calif. 
1116 Miner Ave., Seattle, Wash. 
429 Insurance Exchange Bldg., Los Angeles, Calif. 


PHENIX RADIO CORPORATION 
*9 Beekman Street 


MODEL L-2 
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This rheostat is 
made by the Ameri- 
can Specialty Co. 


“RADIO,” Pacific Building, San Francisco 


FREE!-— 


This Rheostat 


END only one 

“RADIO” for one year ($2.50) 
and we will immediately send you one 
REGAL rheostat, as illustrated. You 
may have your choice of either a 6 or 
30 ohm type. Why not mail your own 
subscription today-—-get “RADIO” for 
a full year and a dandy rheostat—all 
for only $2.50. There are no further 
payments of any kind. 


subscription to 
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(Continued from Page 50) 
I mutters to myself; then I steps on the 
gas and rambles out of town. 

Arrivin’ in the City of th’ Angels in 
the glow of early morning, I goes out 
to Hollywood, where the Poulsen Pa- 
cific’s Los Angeles receivin’ terminal is 
located. But failin’ to see anything sus- 
picious about it, around nine o'clock | 
lays a course back down-town to the 
city office, where I finds a note from 
Hawkins. As I start to read it, he comes 
in, sleepless an’ excited. He grabs me 
by the arm an’ rushes me out into the 
street. 

“Got th’ bearin’s on him!” he hisses, 
in a tense whisper. “316 degrees true 
from one compass in Hollywood and 257 
degrees from another at Almiar, up in 
the Sierra Madre foothills. I’ve laid 
the bearings down on a map and they 
intersect in th’ middle of the 1600 block 
on Cabrillo Avenue in Paraiso Del 
Tontos, a fine residence section out on 
the north side of the Santa Monica 
Mountains.” 

We gasolines out to Paraiso Del Ton- 
tos, twenty-two miles northwest of the 
Angel City. Arrivin’ at Cabrillo Ave- 
nue, we finds a’ aerial on every house 


in the 1600 block. 

“These people got a’ aerial with a 
bunch of extra big porcelain insulators,” 
I remarks to Hawkins, pointin’ to a big 
quiet-lookin’ white-stuccoed house right 
in the middle of the block, which has 
a neat, tight antenna at the back. ‘“Let’s 
take a chance at it.” 


We find the house empty and dark, 
not a chair or a piece of furniture in it. 
Somewhere upstairs, I hears the faint 
whirring of a motor and the clicking of 
a relay-key. We go through some upper 
rooms, which are bare and empty like 
the lower; then we come to a locked 
door. The whirr of the motor and the 
click of the relay-key has stopped now. 

While Hawkins stands by with his 
moonshiner’s six-gun and a flashlight— 
for all the blinds are down—I jimmies 
the door and kick it open. Hawkins 
sticks his flashlight into the opening, and 
the rays fall full upon a glittering brand- 
new one-kilowatt tube _ transmitter. 
Above it is a column of pancake coils 
to get a long wave. On a table beside 
it is a relay-key and a big distant-control 
switch. As we stand starin’ at all this, 
the big control-switch flies up with a 
heavy “click!” that makes me jump half 
out of my shoes. With a soft humming 
whistle, a motor-generator set under the 
transmitter starts up, the tubes light, 
then the relay-key begins to work— 

“—here’s a city, San Francisco 10-27 A. M. 
Nr 45, PK-FL 16 black, Union Oil Los An- 
geles: Cancel steamer La Brea kerosene to 
Seattle, load 75,000 barrels fuel oil for Yoko- 
hama. Union Oil Company.” 

Sent on a vibroplex machine by an ex- 
pert operator, the message flashes through 
like a shot, the relay-key stops, the con- 
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trol-switch snaps up again, and the set 
goes dark. 

“Haw! Th's is th’ way th’ doped 
stuff gets on th’ Hollywood receivers, 
sure as you’re red-haired—but how in 
California are th’ Palo Alto signals 
killed out!’ exclaims Hawkins. “If we 
knew where th’ other end of th’ wires 
hooked to this relay-key was at—”’ 

“We've seen everything here,” I in- 
terrupts, briefly. “Have you got those 
other two compasses installed up at San 
Bruno Mountain and over at Haywards 
across the bay ?” 

“Left ’em with two good men,” re- 
plies Hawkins. “Guess they got ‘em 
set up by now.” 

“All right, we’re off for Fr’sco,” I 
announces. ‘We got to finish up quick, 
before somebody comes an’ sees this 
busted door.” 

On the way out of town Hawkins 
calls up the Poulsen Pacific city office at 
Los Angeles and has them shoot a service 
message to San Francisco requesting a 
repeat on telegram number 45 to Union 
Oil, Los Angeles. 

“It was phony, all right,” announces 
Hawkins, returnin’ as I am dumpin’ a 
bucket of water into my hot, thirsty 
radiator. ‘“‘Should’a read, ‘Cancel Se- 
attle kerosene, load full cargo gasoline 
for New York.’ Would’a been a n‘ce 
mess if they’d dumped 75,000 barrels of 
thick black crude in them tanks.” 

At midnight, we come roaring up the 
highway into Haywards, on the eastern 
side of San Francisco Bay, and five 
minutes later we arrive at Hawkins’ 
radio-compass station, which is located in 
1 small vacant real-estate office. The 
minute I steps ins‘de the door, Hawkins’ 
compass-man yanks a pair of phones off 
his head an’ slaps ’em violently over my 
donkey-like ears. 


“Th’ compass has got him!” he ex- 
claims. ‘“Lissen! First, here’s Palo 
Alto.” He swings his direction-indica- 
tor to 190 degrees true, or nearly south, 
and I hears a long banking-house night- 
letter flying through on the Poulsen Pa- 
cific 4550-meter arc. ‘Now, watch!” 
hisses Hawkins’ buddy. He swings the 
indicator toward the southeast to 132 de- 
grees, and in comes another transmitter 
exactly like the Poulsen Pacific 
transmitter—and_ sending exactly 
the same message! As I listen, the end 
of the telegram is reached; whereupon 
the mysterious repeating transmitter sud- 
denly goes off the air. I swing the radio- 
compass direction-indicator back to 190 
degrees, and hears the Poulsen Pacific «rec 
still shooting stuff through about forty 
words a minute—but all alone now. 

“The man at the other compass over 
on San Bruno Mountain spotted him 
first,” says Hawkins’ buddy. “He sent 
word over by a messenger on a motor- 
cycle. He gets the repeater station on 
124 degrees. I laid the bearings out on 
(Continued on Page 54) 

















NEW YORK COIL COMPANY'S 


Grounded Rotor Low Loss Condenser 














New Prices 







wy.coilco. \ 
GROUNDED ROTOR \ 





New York Dis- 
tortionless Audio plate condenser 

Transformer ...... $3. 75 attached vamek |. 00 
Attention Manufacturers---Our New 
“Selector” Low Loss Grounded 


Rotor Condenser with self-balanced 
coils attached is the exact equipment 


0005 — 23 plate, $4.00; .00035— 17 plate, $1 50 
$3. . 


75. Geared Vernier attachment.................... 


Tuned Radio 
Frequency Trans- 
former with 17 


Type 


Four 


that you have been waiting for---at a 


price you can afford to pay. 


New York Precision Mica Fixed 





TYPE B 


Condensers, the Standard by Which 
All Others Are Judged, are more 
uniform in capacity, the choice of 
the most prominent set manufactur- 
ers and radio engineers. 


NEW YORK COIL COMPANY 


338 Pearl Street, New York City, N. Y. 


Pacific Coast: 


MARSHANK SALES COMPANY 


926 Insurance Exchange Bldg., Los Angeles, California 
Also San Francisco and Portland 
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This Pair of Phones 


END us $5.00—get “RADIO” for two 
full years and a pair of 2000 ohm 


PENNSYLVANIA HEADPHONES. The 
phones are given free with your subscrip- 
tion for two years. This great offer will 
shortly be withdrawn. 
March and April only. No further pay- 
ments to make. Merely send $5.00 and 
the phones will be mailed to you on same 
day your subscription is received. This 
offer saves you $3.50. It’s worth taking 
advantage of. 


“RADIO” =Pacific Bldg., San Francisco 


It is good for 
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Now you can 


UNDERSTAND 
RADIO! 


Take the mystery out of it— 
build and repair sets—explain 
the vacuum tube—operate a 
transmitter—be a radio expert! 


1 VOLUME 
514 PAGES 


Leatheroid Edition 
Compiled by 


HARRY F. DART 
E.E. 


Formerly with the 

Westers Electric 

Co., and U. S. 

Army Instructor 
of Radic. 
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RADIO 


HANDBOOK 





Technically Edited by F. H. Doane 
100,000 ALREADY SOLD 


This practical and authoritative I. C. S. Handbook 
ts considered ene of the biggest bargains in radio te- 
day. Over 100,000 homes rely on the I. C. S. Radio 
handbook to take the mystery out of radio. Why ex- 
periment in the dark when you can quickly learn the 
things that insure success? Hundreds of illustrations 
and diagrams explain everything so you can get the 
most out of whatever receiver you build or buy. 


It contains: Electrical terms and cir- 
cuits, antennas, batteries, generators 
and motors, electron (vacuum) tubes, 
many receiving hook-ups, radio and audio 
frequency amplification, broadcast and 
commercial transmitters and receivers, 
wave meters, super-regeneration, codes, 
license rules. Many other features. 


A practical book. Written and edited by ex- 
perienced engineers, in plain language. Some- 
thing useful on every one of its 514 pages. The 
authority that covers every phase of radio, all 
under one cover in one book at a surprisingly 
smal! cost. Don’t spend another cent for parts, 
turn a dial or touch a tool until you have mailed 
$1.50 for this I. C.S. Radio Handbook. 


Send $1.50 at once and get this 514-page 
1.C.S. Radio Handbook—the biggest value in 
radio today. Money back if not satished. 


coor TEAR OUT HERE~--——————— — ' 
international Correspondence Schools 
Bex 8261-C, Scranton, Penna. 

I am enclosing $1.50. Please send me—post- 

paid—the 514-page 1.C. 8. Radio Handbook 

It is understood that if I am not entirely satisfied 

I may return this book within five days and you 
will refund my money. 


Name 


Address posouescace 
Check here () and enclose $1 if you wish the 
cloth-bound edition. 
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REDUCE STATIC 


Pat. by using our super-sensitive 
Omni-Directional Aerial 
Collapsible, Ornamental, 
Mechanically Perfect 
Can be used either as aloop 
orantennae insideor outside. 


A wonderful value featured at a 
price within the range of all. 


Ask your dealer or send order direct 


The Portable Globe Aerial Co. 
1602 Locust Dept. 45 St. Louis 


90459 





$10.00 
Prepaid in U. 8. 

















Send for Trial Subscription 
$1.00 for Six Months 


———————————— | 
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(Continued from Page 53) 
this real estate map on the wall here 
and make the queer guy forty-one miles 
soutHeast of San Francisco by air-line, or 
seven miles northeast of San Jose.” 


“We're near the end of this thing, it 
looks like.”” I announces, with a keen look 
at Hawkins. “Hawkins, you take your 
tool-kit out of my whizz-wagon, get 
a taxi, and make the driver get you to 
the Oakland mole in time to catch the 
last ferry. Get over to the Eldridge 
Apartments on Geary Street, wake up 
Cecil Blakely in Apartment 15, who is 
a commercial photographer friend of 
mine ;tell him I said to break out a couple 
ounces of smokeless flashlight powder 
and his German detective camera; then 
hop down to the Holobar Building, lock 
up the night-watchman in a rag-locker 
or someplace, take his keys, and search 
through every office in the building near 
the Poulsen Pacific’s pneumatic tube 
system from the city office up to the 
eighteenth floor. In some room, maybe 
hid in a locker or in a phony filing- 
cabinet, you'll find a set of dispatch-tubes 
have been brought in to a connection 
and so equipped that the up-bound tele- 
gram carriers can be intercepted, opened, 
the messages read, and then sent on up 
to the operating room. Somwhere in that 
same room, you'll find a loop-aerial radio 
receiver, a vibroplex key, and a telegraph 
relay. Yank off the cylindrical hard- 
rubber shell of one of the relay magnets, 
rip out the copper-wire winding, fill the 
shell with smokeless flashlight powder, 
put a short piece of the fine wire from 
the ripped-out winding into the powder, 
and connect the ends of this piece of 
wire to the local key circuit; so that 
as soon as the vibroplex key is touched, 
it will short the current through the 
wire, instantly heat it white hot, and set 
off the powder. Have Blakely set up 
his detective camera, which looks like a 
small dusty cardboard envelope box, on 
top of a locker or somewhere as much 
out of the way as possible, and connect 
the fine invisible wire leads of his elec- 
tric shutter in shunt with your relay 
circuit, in order that the shutter will 
operate when the powder-goes off. 


“Clean up any mess you make care- 
fully; so when the doctored relay ex- 
plodes, the bird we are after will think 
a shot of high-tension power current 
has got on his telegraph wires and blown 
out the relay coil. I think the plant 
is in the office of H. C. Bailey, Real 
Estate Broker, Room 1414; but I may 
be wrong. If I am, work up and down, 
until you find the place, because it has 
to be there; and try to get all set before 
nine o'clock in the morning. 

“When you are through, take posses- 
sion of the nearest adjoining office, and 
wait. If the office belongs to somebody 
and they come in, hold ’em up with your 
gun and make ’em sit quiet until you 

(Continued on Page 56) 
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Balkite Battery 
Charger. Charges 6 





Balkite’ ‘B’’ replaces 
“B”" batteries and 


volt “‘A’’ storage dry cells. Operates 
teries. from light socket. 
Price $20 Price $55 
East of Rockies $19.50 In Canada $75 
In Canada $27.50 
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An unfailing 
power supply 
for both circuits 


Here at last is an unfailing power 
supply for your radio set. Balkite 
Radio Power Units furnish constant 
uniform voltage to both “A” and 
“B” circuits and give your set greater 
clarity, power and distance. The 
Balkite Battery Charger keeps your 
“A” storage battery charged. Balkite 
“B” replaces “B” batteries entirely 
and furnishes plate current from 
the light socket. Both are based on 
the same principle, are entirely 
noiseless and are guaranteed to give 
satisfaction. Sold by leading radio 
dealers everywhere. 


FANSTEEL PRODUCTS CoO., Inc. 
North Chicago, Ill. 


PACIFIC COAST DISTRIBUTORS: 
Seattle, George H. Maire, 95 Connecti- 
cut St. San Francisco, A. 8. Lindstrom, 
274 Brannan St. Los Angeles, Lombard 
J. Smith, 324 N. San Pedro St. Portland, 
H. A. Killam, 146% N. 10th Se. 


Ba Balkite Preeti 


BALKITE BATTERY Ponerl 
BALKITE “B" PLATE CURRENT SUPPLY 
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New LeFAX RADIO 
HANDBOOK—$2.00 


(Seventh Edition) 
in bound form. For sale by 


“RADIO,” San Francisco 







































Why It Is Better 


6¢RAASTER of Every Note in 
the Orchestral Range” is 
the PROVEN claim of the Fed- 
eral No. 65 Audio Frequency 
Transformer! Volume without 
distortion is the basis for the 
beauty of Federal Tone. 
From its oversize locking nuts to Its 
heavy brass mounting feet, the Fed- 
eral No. 65 Transformer incorporates 
the same engineering skill that has 
made Federal the recognized leader in 


electrical communication apparatus 
since 1890. 


Insist upon Federal parts for your 
“pet” hook-up. There are over 130 
standard parts bearing the Federal 
lron-clad performance guarantee. 


FEDERAL TELEPHONE & 
TELEGRAPH CO. 
Buffalo, N. Y. 


Boston New York Philadelphia 
Chicage Pittsburgh San Francisco 
Bridgeburg, Canada 


SFederal 


Standard R A DQ Products 


YANKEE TUBES— 


Proven Beyond All Doubt— 
“The Ace of Independents” 


TYPES $ OO 
199-201A 


Primary and secondary fed thry 
hollow screws and dip-soldered 
making complete protection 
against breakage. or shorts. 
















Oversize tocking nuts, slotted 
for screw driver, eliminating 
use of pliers to tighten 






















Only highest grade genuine var- 
nished cambric tubing used 


Large laminated silicon steek 
shell type core 










Black enameled shield, com- 
_ pletely Surrounding windings 







tn general the larger the core ff 
the better the transformer = fj 
Federal No. 65 weighs exactly 
14 pounds — guaranteeing a 
tonal quality and modulation 
2\ pre-eminent among trans- 
RA formers. 








Heavy nickel plated brass moun- 
ting feet—2 screw slots and 2 
screw holes for mounting. 



































Distributed by 


Ww. E. & W. H. JACKSON 
San Francisco DEALERS—Write to 


I ° 
Sold only thru well MARSHALL-WELLS the distributor In 
established retail Portland your territory as 


dealers THE BANTA CO. shown below for at- 
Los Angeles tractive proposition 


RADIO SUPPLY CO. 
Los Angeles 
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% MOZART Baby GRAND 
Radio Reprooucer 7 


——— 





SS 
No piece of radio apparatus in any price class is best because its 


maker says so---or because its dealer says so. It is only the best 
when everybody else says so as well. 


“Several times I have intended to write you or call on you 
when visiting Newark. 1 wanted to let you know of the fine 
service we have been getting from the Mozart Baby Grand. 
The clearness of music, voice and other entertainment seems 
so different from other loud speakers that we have experi- 
enced. We also use the ............... Talkers, but we stick to 
the Baby Grand for Accuracy.”’ 

(Signed) R. T. DONOVAN, 
5501 Sth Street., N. W., 
Washington, D. C. 


PRICES (WEST OF THE ROCKIES) 


Baby Grand Reproducer, with gold plated unit, black and gold crackle or extra heavy coated 


all black satin finish ical $12.50 
Electro-magnetic unit (fits almost any horn or phonograph) with cord, 

Nickel Plated coreenee $4.50 

Geld Plated $5.50 

Mozart Special Headset $6.00 


If your dealer cannot supply, order direct. 


West Coast Representatives: 


NELSON-RUDE CO., 16 California Street, San Francisco, Calif. 
JAEGER RADIO, 4505 Thirty-sixth Ave., N. E., Seattle, Wash. 


THE MOZART GRAND CO. 


Manufacturers of Fine Instruments 


NEWARK, N. J. U. 8. A. 
































“B” BATTERIES | 
EVEREADY 


PRODUCT 
At Standard Prices 








43V. Batteries, tapped | 
22%V. Batteries, Navy Type } 
22%V. Batteries, Commercial Type 
Latter two types expecially adapted to 
Cunningham and Radiotron Tubes. 


Bea RADIO EXPERT. Make bigmoney. Winsuccese 
in this new uncrowded field. Trained men needed. 
Learn quickly, at home in spare time, to con 
. Operate, repair, 
maintain and sell radio eauipmen 43009 


RADIO EXPERTS EARN 


Short course, low cost, easy kel 





Postage Prepaid Anywhere in U. 8. 
money back 
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FREE Wonderful tube receiving set 
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(Continued from Page 54) 

hear the powder flash go off in the plant 
Wait a few minutes for our friend the 
tube-tapper to leave without getting 
scared and wised up by seeing you spy- 
ing on him; then breeze in and get the 
camera. Have Blakely develop and en- 
large the picture, and bring it up to 
Mr. Tulver’s office at four this after- 
noon; also have up there the president 
and directors of the Poulsen Pacific, 
and all the main guys. I’m going down 
to San Jose—I don’t think I need to; 
but I want to make sure I’m right. See 
you later.” 

T TWO o'clock in the morning, | 

am standing in the barn-like labora- 
tory of Doctor Godfrey Derrold, a few 
miles northeast of San Jose. At the 
north end of the laboratory, in a large 
copper-lined oven-shaped box which is 
open at one side facing to the northwest 
is a Kolster loop-aerial and a part of a 
complicated seven-step radio-frequency 
receiving circuit. The fifth tube is a 
five-watt transmitting bulb, and the 
sixth, which is outside the copper box 
is a 250-watt tube. By means of a 
radio-frequency transformer made of 
heavy high-tension cable wound on a 
bakelite frame, the sixth tube is coupled 
to a seventh “step” consisting of a bank 
of eight glittering one-kilowatt power 
tubes. The high-tension plate circuit 
of this parallel bank of powerful trans- 
mitting tubes is connected in series with 
a set of spiral copper loading coils and 
then passes out through a porcelain tube 
to Doctor Derrold’s lofty aerial, which 
is suspended between two 300-foot 
wooden towers adjoining the laboratory. 


“T have leased my laboratory for six 
months to a man who through an agent 
represented himself as, and apparently 
is, a radio engineer,” explains the be- 
wildered Doctor Derrold, whom I have 
roused out of bed to open up the joint. 
“IT have been obliged to spend a great 
deal of time in New York and Washing- 
ton this year testifying in the DeWoods 
vacuum-tube patent cases; and so I was 
glad of an opportunity to rent the place 
for a time—though the man should have 
been welcome to use it,-in any case.” 

“Do you know what this thing is 
here?” I demands. 

“Why, I’m not sure that I do,” re- 
plies the portly doctor, shiverin’ a little 
in his pajamas. “I was told that it 
is part of a self-driving repeating system 
which the engineer is developing. I be- 
lieve he plans to sell his invention to 
some company who could use it to estab- 
lish a reliable system of low-powered 
trans-oceanic telephony and telegraphy, 
using a number of these automatic re- 
peaters on various islands in mid-ocean.” 

“What sort of lookin’ bird is this en 
gineer?” I queries. “Does he work here 
every day?” 

“T have never seen him—I have seen 
only his agent or assistant, or whatever 
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the gentleman may be,” replies the doc- 
tor. “While I was east, the engineer 
installed this apparatus; and he has 
brought in a pair of leased wires from 
somewhere and connected them to this 
distant-control switch, which enables 
him to start all the generators and tubes 
and everything from some other labora- 
tory where he is working. He seldom 
switches. on this apparatus more than 
two or three times a day, and then only 
for a few moments at a time. I have 
never attempted to pry into his work in 
any way, as I presume he naturally 
wishes to keep it to himself until he has 
his circuits perfected and securely pat- 
ented.” 

“All right, old man, go back to sleep,” 
[ tells him. “But if you want to know 
what you’ve really got here, drop into 
Mr. Tulver’s office at the Poulsen Pa- 
cific in Frisco at four this afternoon. So 
long.” 

Getting back into San Francisco at 
daybreak, I stops by the Holobar Build- 
ing, where I finds Hawkins and Blakely 
have successfully spotted the pneumatic 
tube-tapping apparatus in the ‘H. C. 
Bailey, Real Estate’ joint, which has 
turned out to be a clever layout, con- 
sisting of two separate offices with a 
camouflaged intercommunicating door 
and about six exits into both front and 
back corridors. Hawkins and Blakely 
bein’ nearly through setting their trap 
and needin’ no help, I drifts up to my 
apartment hangout, pulls down my oven- 
door-type wall-bed, and have a good 
sleep. 

At noon I gets up fer my bath an’ 
toilet in my dog-house boudoir over- 
lookin’ a flock of backyard clothes-lines ; 
then wandering down-town for my after- 
noon breakfast, I finds this in my news- 
paper: 

“GREB THE SPECULATOR 
CLEANS UP AGAIN! 


“Thomas B. Greb, Long Beach oil plunger 
and well-known manufacturer of the famous 
Radio Ford,’ is making the wizards of Wall 
Street look like pikers. Here is the story— 

“The widespread publicity lately resulting 
from the Poulsen Pacific Telegraph Com- 
pany’s troubles with mysteriously altered 
telegrams at once caused a slump in their 
stock, but there was nevertheless a peculiarly 
strong demand for it, and the rumor was 
current on California Street that someone 
was buying control, aiming to sell out to 
Radio Freezeouters, Inc. 

“Yesterday, however, the Radio Freeze- 
outers announced definitely and authorita- 
tively that they would not buy Poulsen Pa- 
cif Almost instantly the stock returned 
upon the market in a veritable deluge and 
was beared down to eight cents a share. At 
this point, Mr. Greb stepped in and quietly 
bought all in sight. 

The Poulsen Pacific’s traffic has hereto- 
tore been confined almost entirely to down- 
town business houses, since they have never 
advertised to any extent; but the story of 
their struggle to use their wonderful radio 
system in a fight against what are popularly 
fancied to be the machinations of the Western 
Onion and the Postit has so wrought upon 
the public mind that a flood of business has 


(Continued on Page 58) 





C/R:K/T 


More Power per Tube 
brings Greater Radio 
Most Economically 


Triple power is the basis of Erla Supereflex records. 
Tubes, as used in Supereflex, simultaneously amplify 
received radio frequency currents, reflexed radio and 
reflexed audio frequency currents. So |-tube Supereflex 
rivals the power of conventional 3-tube circuits. And 
3-tube Supereflex readily outclasses the ordinary five! 


Only such power can give you the thrill of Supereflex 
distance and volume; always with Erla crystal-pure 
tone—and with uncanny selectivity that gets what you 
want when you want it. 


This finer radio is brought within the reach of all by 
Erla Supereflex C/R-KIT, the factory-sealed carton of 
genuine Erla apparatus for building Supereflex your- 
self. Anyone can follow the C/R-KIT assembly plan 
perfectly, using only screwdriver and pliers, without 


the risk of drilling or soldering. 





SEE ERLA 
RECEIVERS 


Inherent Erla advan- 
tages in power, tone 
and selectivity are now 
avail-ble in beautecus 
complete Erla receiv- 
ers. Retail prices range 
from $57.50 to $225. 
Both performance and 
price place Erla_ re- 
ceivers among the sen- 
sations of radio history. 





Pride of workmanship, extreme econ- 
omy, priceless radio performance, are 
yours in Erla Supereflex C/R-KIT. 
Select your model at the Erla store. 
| to 5 tubes, antenna and loop types. 


Electrical Research Laboratories 
Dept. H, 2500 Cottage Grove Ave., CHICAGO 


Coast Representatives: Globe Commercial Co.,San Francisco 
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“COMO DUPLEX” The SATURN 


The World’s Standard Push-Pull Trans- 
former, $12.50 per pair. Send for de- 
acriptive iiternture. COMO Apparatus 
Corp., 446 Tremont St., Boston, Mass. 
Washington and Oregon Representative 


Cc. E. GAY 


166 Lownsdale St., Portland, Oregon 


Perfect Jack and Automatic Plug. 
Your order filled by mail promptly 
Every articleabsolutely guaranteed 
The SATURN Mfg. & Sales Co., Ine. 
4% Beekman 
Street, New 
York, N. Y. 
Dept. B 
Write for 
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BURGESS 
BATTERIES 


Contribute to 


a Radio Miracle 


. : H, 


The transmitter that sent photos by radio 

from London to New York. Batteries 

for energizing the tubes are shown in 
the lower shelves of the cabinet. 





General view obtained through courtesy of 
the Radio Corporation of America. Captain 
Richard Ranger of the R. C. A., inventor of 
the apparatus, is seen placing film upon 
drum of transmitter. U & U Photos 





§ bears Burgess Radio Bat- 
teries were chosen for this 
inspiring achievement is a 
pleasing indication of the con- 
fidence placed in them by 
experienced radio engineers. 


Ask Any Radio Engineer 


BURGESS BATTERY COMPANY 
Engineers DRY BATTERIES Manufacturers 
Flashlight - Radice - Ignition - Telephone 
Genera! Sates Office: Harris Trust Bidg., Chicage 
Laboratories and Works: Madison, Wisc. 
tn Canada: Niagara Felts and Winnipeg 
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deluged the Poulsen Pacific offices and has 
congested the company’s radio channels to 
such an extent that they have been compelled 
to lease twelve wires from the Yell Tele- 
phone Company in order to clear their traf- 
fic. As a result, Greb’s stock is soaring and 
there is a likelihood of its going to a dollar 
a share. The man with the big black cigar 
and the whimsical smile in the picture to 
the left is Mr. Greb.’ 

I spends the afternoon sitting in a pic- 
ture show, doing some more thinking. At 
four ’oclock I roams up to Mr. Tulver’s 
office in the Holobar Building, which 
I finds jammed. Blakely, waitin’ with 
a big flat brown envelope, gives me 
a nod and a complacent smile, while 
Hawkins sits stiff as a gun-barrel an’ 
stares at me with a dumbfounded look on 
his long seamy face. Stephen Glass is 
waiting, cold and silent, as usual; Mr. 
Tulver swabs billows of sweat off his 
care-worn map, and Doctor Godfrey 
Derrold sits with a big gold watch-chain 
draped over his bulgin’ stomach, lookin’ 
kind of hurt and curious. A bunch of 
other chairs are occupied by directors 
and engineers. 


“Now then, fellows,” I says, brisk 
like. “You are all here because you want 
to know who's jazzin’ up the messages 
of this company, and how they’re doin’ 
it. I’m going to tell you the last part 
first. “What I have found out is that 
a certain unknown gentleman has rented 
the San Jose laboratory of Doctor Der- 
rold and installed a kind of Kolster re- 
ceiving circuit in a copper-shielded box. 
The seventh step of this circuit is a 
bank of eight one-kilowatt transmitting 
tubes, which shoot their power out into 
a lofty aerial overhead. Now, if you 
stop to think a minute, you will see that 
if all the circuits of this instrument are 
tuned to exactly the same wavelength 
and all the high-frequency currents are 
forced to keep in step by proper appara- 
tus, then whenever any waves are re- 
ceived on the circuit, they will cause the 
eight power tubes to reradiate waves of 
the same length as the received waves, 
and the reradiated oscillations will be 
in synchronism or in step with the in- 
coming oscillations. This is simple so 
far, but the joker lies’in the fact that 
by a proper connection of the inter-tube 
radio-frequency transformer circuits, the 
waves sent out by the power tubes at the 
end of the seven steps can be made of 
opposite phase or polarity to the incom- 
ing waves. If the power of the opposed 
outgoing oscillations is adjusted to equal 
the total effective power of the incom- 
ing oscillations, they both will be neutral- 
ized ; and on any ordinary radio receiver, 
if placed a reasonable distance from both 
of the opposing transmitters, you will 
have a dead silence. The preliminary 
receiving circuits of the neutralizing 
transmitter are placed in a copper-lined 
box, which is open only at one end. This 
end is adjusted toward the distant pri- 
mary transmitter to be neutralized, and 
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—Based on Perfection 
of Parts 


A condenser is no more efficient than its 
weakest feature—a thought borne in mind 
in designing the U. S. Tool Condensers. As 
a result, the perfecting of parts has led to 
the nearest point approaching condenser per- 
fection. Inquire about Type 6 with the 
micrometer dial. 


Factory Guarantee 





Write for Literature 


Coast representatives: 


Radio Electric Distributing Co. 
1113 Wall St., Los Angeles, Cal. 


U. S. TOOL COMPANY, Inc. 


114 Mechanie St. Newark, N. J. 
Mfrs. of special tools, dies, jigs, 


automatic machinery and sub presses 














Send for Trial Subscription 
$1.00 for Six Months 








Here is just what you need to increase the 
pleasure and entertainment of your radio. 
With the Valley Battery Charger as part of 
your equipment, you need never miss a pro- 
gram because of a dead battery. 

The Valley Battery Charger will completely 
recharge 2-volt peanut tube cells, 6-volt A 
batteries and from 1 te 4 B 24-volt batteries. 
It is the only charger necessary for all radio 
batteries. 

Quiet in operation 
Full 6-ampere charging rate 
Ne liquids. No bulbs 

Plogs into the ordinary light socket like « 
fan or other h hold ity. Just as easy 
to operate. Takes only about a dime’s worth 
of current to bring your battery up to full 
charge. 

It has grained and engraved Bakelite panel 
which harmonizes with any radio set. Clear 
glass top shows the simple, patented working 
parts at all times. 


At radio dealers everywhere 


Valley Electric Co. 


101 Rialto Bidg., San Francisco, Calif. 
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The Famous Truly Portable 


TELMACO P-1 Receiver 
Four Tubes Do the Work of 7 






Coast-to-coast reception. Aerial, loud speaker, and 
batteries self-contained. Carry from room to room— 
take it anywhere. Size 8"x10"x18". Total weight only 
26 Ibs. Complete with tubes and batteries, $125 00 
$143.50. Receiver only ‘a t-# «4 ° 





P-1 KIT SAVES YOU MONEY! 


In response to a popular demand we now offer the 
Telmaco P-1 Receiver in kit form. This contains all 
parts, as built,by us, including case, drilled and en- 
graved panel, and illustrated instructions. 580 00 
‘ Complete kit ‘ «a % ° 


Ask your dealer or write us. Descriptive folder free. 
, Radio Division: 

" Telephone MaintenanceCo. 
20 So. Wells St. Dept. A, Chicago, Iii. 


Qyality Radio Exclusively “9 Established 1918 
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ARE YOU A SUBSCRIBER? 
Send for Trial Subscription 
$1.00 for Six Months 
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SELECTIVITY 
Using sensitive instruments in con- 


nection with two A. C, Worm 
Drive Sharp Tuning Instruments. 
Can be used as one or three tube Re- 
ceiver. Operates on 199 or 299 dry 
cell tubes. Batteries Amplifier 90 
volt B. Detector 22% volt B. A bat- 
tery, three dry cells. C battery, one 
dry cell. All connections on back. 


Installment Plan. No References. 


WRITE US AS FOLLOWS: 


A. C, Hayden Radio & Research Co., 
Brockton, Mass. 


Gentlemen: 

Enclosed please find $20.00. Send 
me ome A. C. H. Three Tube Re- 
ceiver. Upon receipt of same I agree 
te pay you $1.00 a month for fifteen 
months until the total amount of 
$35.00 is paid... This Receiver is to 
remain your property until full 
amount is paid. You guarantee this 
set to operate on the air. 


SIGNED. 


Wonderful Value—Limited Produc- 
tion—Mall Orders Only 


A. C. Hayden Radio and 
Research Co. 
BROCKTON, MASS., U. 8. A. 

















as the circuit is unidirectional, it is not 
choked off by the opposing waves of its 
own radiating power-tubes, because the 
copper box keeps these opposing waves 
from getting at the loop aerial inside. 
Not all the local waves are kept out in 
this way; but enough are kept out to 
keep them from entirely neutralizing the 
waves from the distant primary trans- 
mitter, and this is sufficient. 


“Now, as I have just said, on any 
ordinary radio receiver within range of 
the two neutralized transmitters, you 
will have a dead silence; because the 
receiver will be equally affected by the 
two opposing waves; but on a unidirec- 
tional radio-compass type receiver you 
will be able to pick up either of the two 
transmitters, one at a time, by swinging 
the direction-finder; because this kind of 
receiver is acted upon in only one direc- 
tion at a time. This is how we were 
able to hear and locate the San Jose 
neutralizer with a radio compass. 


“The Poulsen Pacific receivers at 
Hollywood, as well as all your other re- 
ceivers, are of the one-direction radio- 
compass type; but as you can see by any 
map, Palo Alto and San Jose both lie 
in practically the same direction from 
the Hollywood receivers; therefore the 
neutralizing waves from San Jose could 
be adjusted to affect the receiver quite 
as much as the primary waves from Palo 
Alto, and the result was a dead silence 
in the one particular receiver tuned to 
the wave being neutralized. 


“The unknown gentleman who put in 
the San Jose neutralizer has an office in 
this building, where he has brought in 
and tapped some of the Poulsen Pacific’s 
pneumatic tubes from the ground floor 
to the operating room. He can inter- 
cept and read messages, and then send 
them on up to your operators, without 
any one being the wiser. 

“Suppose he decides to alter a Union 
Oil Company message which has been 
given the serial number 45. He quickly 
copies it and sends it on up to the operat- 
ing room. Listening in on a loop re- 
ceiver in his office tuned to the Palo 
Alto transmitter, he waits until he hears 
message number 44 go through; then 
by means of a control-switch on a leased 
wire he starts his neutralizer at San 
Jose and kills Palo Alto dead while num- 
ber 45 is being sent. When he starts his 
neutralizer, he also starts a small con- 
tinuous-wave tube transmitter down at 
Paraiso Del Tontos through a second 
control-switch, and by means of a vibro- 
plex key, a relay, and a second leased 
wire, he sends his duly altered copy of 
message number 45 on his Paraiso trans- 
mitter at the same time that the cor- 
rect number 45 is being sent from Palo 
Alto. But Palo Alto being neutralized 
at San Jose does not come in at Holly- 
wood, while the small Paraiso Del Ton- 
tos transmitter, which is in nearly the 
(Continued on Page 60) 
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“REFLEX SPECIAL” 


24 Saunders Street, 










QUICK CONTACT 
RECTIFIER 
GUARANTEED 


$4 -00 


The Acme Apparatus Co. says “prevent 
distortion and howling by using a 
BROWNLIE 


CRYSTAL in Reflex Sets” 
Order From Your Dealer or Direct. 
ROLAND BROWNLIE & CO. 


Medford, Maas. 























“RADIOCAST 


WEEKLY” 


A 48-Page Magazine of Pro- 
grams, Photos, etc., of Pacific 
Coast Broadcasting Stations 
5c per Copy--Radiocast Weekly 
433 Pacific Bldg., San Francisco 
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DIAMOND STATE FIBRE COMPANY “wa 


LORON - Diamond-Fibre -VuLcawoo . mah © cela 
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As popular as radio 


S more and more radio novices become 
seasoned fans, the popularity of Celo- 


ron Panels multiplies. 


Today Celoron is the accepted standard 
Sets of many foremost 
makes are equipped with Celoron panels and 


for radio panels. 


parts. 


Celoron does not chip or crack. 
not soften, warp or buckle. It is infusible 
atmospheric 


and_ will 
changes. 


stand up under 


Look for Celoron Panels where you buy 
Insist on Celoron in- 


your radio supplies. 


It does 





eaceay- This Celoron rack 
sulation in the parts you buy. <<: «aaeeies"s | 
Celoron is also made into tubing which counter means that 

has all of the insulating qualities of sheet he wants to give you 
Celoron. It is used extensively by manu- the best in radio 
facturers of the best radio instruments. It parts. Look for it. 


is made in all sizes and diameters. 


DIAMOND STATE FIBRE COMPANY 


Bridgeport, Pa., Toronto, Can. and Chicago, III. 





The oldest and largest manufacturer of vulcanized hard fibre and laminated 


technical materials in the world. 





Wherever you see a factory chimney there are 


countless electrical and 


mechanical uses for Celoron and Diamond Fibre. ' 








Wholesale Distributors of 
Natlonally Known 


RADIO SUPPLIES 
DEALERS—Send for price list and 
discount sheet 


COSMPODPOLITAN RADIO 
APPIIANCE CQO. INC. 
25 Church Street, New Vork, N. Y. 














Na-ald Dct.uxe Sockets are the only 
ones with these 3 exclusive features— 
lowest loss, lowest capacity and pvusi- 
tive side-scraping contact. Send for 
booklet aWd laboratory test. Alden Mfg. 
Co... Dept. Gl, Springfield, Mass, 
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~and Easy Work 
Get your share of the huge 
Radio Profits. Wanted — Radio 
Salesmen, Engineers, Executives, 
Mechanics, etc. Easy home 

study method qualifies you how | 


im spare time. Earn while you 
learn, 


ln Big demand for trained | 
y Sis men NOW. Easy work. 


< » >) Free book gives complete 
4 





facts. No obligation. Mail 
card today. 


¥ 


Send forthis FREE Book 
NATIONAL RAvDIO INSLITUTE 
Dept. 10FB Washington, D. C. 
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(Continued from Page 59) 

same direction from Hollywood as Pak 
Alto, does come in with the phony mes- 
sage. As soon as message number 45 
is completed, the unknown gentleman 
cuts off his San Jose neutralizer, and 
the Los Angeles receiving operator once 
more gets his stuff from Palo Alto. 

“Vibroplex sending at high speed al! 
sounds about the same, and so the dif.- 
ference in the operators’ ‘fists’ is not 
detected. The Paraiso Del Tontos 
transmitter must be pretty carefully ad- 
justed to give the same note and signa! 
intensity as the normal Palo Alto ar< 
I think there is a time-lag of five or six 
oscillations between the Palo Alto arc 
and the San Jose neutralizer; but at 4550 
meters this represents less than 1/10000 
of a second, which is not enough time t 
move a heavy telephone diaphragm or ; 
tape recorder. 


“You will now understand that your 
recording receivers up on San Brun 
Mountain, being also of the one-direc- 
tion type, recorded the correct message 
texts going out on the air at all times 
because these recorders were very closely 
adjusted onto the Palo Alto transmitters 
by Mr. Hawkins here and they conse- 
quently were not seriously affected by 
the San Jose neutralizing waves, since 
these were coming from a somewhat 
different direction. On the other hand 
the Hollywood recorders were neu- 
tralized and got only the altered mes- 
sages from the local transmitter at 
Paraiso Del Tontos. 


“You will observe that this thing op- 
erates without a single actual electrical 
connection onto your system at any point; 
therefore it could not be spotted by 
trouble-shooters and made no suspicious 
clicks or scratches in the receiving tele- 
phones. Furthermore, you will see that 
the entire apparatus might, in time, be 
put in and operated by one man working 
alone; and this man could be holding 
down a job and do all the preparatory 
installation work at nights and on Sun- 
days, without being missed from his 
place of business. It was of course neces- 
sary for him to come up into the tube- 
tapping office on the fourteenth floor 
of this building, whenever he wanted 
to work up some altered messages. 

“Why the Poulsen Pacific telegrams 
were altered seems to me to be pretty 
clear. The unknown gentleman, probably 
working with some other crooked bank- 
roll shooters, wanted to destroy for the 
time being the value of Poulsen Pa- 
cific stock, buy control, and then sell 
out to Radio Freezeouters, Inc. But 
a crowd downstairs, consisting appar- 
ently of a man each from Westover 
Electric, Patent Dodgers’ Union, Ye!! 
Telephone, Western Onion, and Postit 
who I believe have all pooled their pe 
sonal capital in a bootleg radio tub 
concern and are therefore being closel) 
spied upon by Radio Freezeouters, In: 
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so saw through the game and tried to 
buv Poulsen Pacific stock, resulting in 
the price staying unpleasantly high for 
the unknown gentleman. 

“Then think what a shock it must 
have been to that gentleman when the 
Freezeouters unexpectedly announced 
that they would not buy Poulsen Pacific. 

“The unfortunate unknown gentle- 
man, seeing his game ruined, thought- 
lessly dumped all his stock back on the 
market in one chunk for what he could 
get, and all the other little gentlemen 
of the bootleg tube combination down- 
stairs, seeing the way things had turned, 
did likewise. 

“Poulsen Pacific stock at once be- 
came cheaper than dirt, in which con- 
dition it was bought by Mr. Greb, the 
ubiquitous speculator. Owing to the 
great amount of publicity the Poulsen 
Pacific have got out of this thing, the 
indignant public thinks the company a 
victim of the hoggish telegraph trusts 
and is rushing down here with armfuls 
)f business; and so now Poulsen Pacific 
is going full blast; the unknown gentle- 
man who tried to buy control is prob- 
ably flat broke; and all the little gentle- 
men tagging along behind must be badly 
bent. About the only person who ap- 
pears to be distinctly ahead of the game 
is our friend Mr. Greb. ‘This must 
be the real moldy dog biscuits and sour 
sardines to the unknown gentleman, for 
I believe he is nursing a regular Apache 
Indian grudge against Greb for stealing 
his woman and marrying her, a good 
many years ago.” 

I takes the big envelope from Blakely 
ind pulls out a fine clear-cut enlarge- 
ment of a man clutching a vibroplex 
key in one hand and a telegram in the 
other, and springing back from a blind- 
ing white flare, which is evidently the 
exploding relay-coil. The man’s face in 
the picture is clear and sharp as a movie 
actor's ina super-feature—the keen, cold, 
ind terrified map of Mr. Stephen Glass, 
President of the Poulsen Pacific, and 
me-time crackerjack radio operator for 
the D’Arcy Wireless Company. 

* ” 


* 
6 OW in the devil did you know it 
was him?” demands Mr. Tulver, 
swabbing his haggard face with a soggy 
towel, in his emptied office, thirty 
minutes later. 

“Well, I didn’t exactly know, of 
course,” I replies, “ although Glass’s 
trying to play the lone wolf made it 
necessary for him to be down on the 
fourteenth floor, where he didn’t seem 
to have much of any business to be. But 
just between you an’ me an’ the sultan 
of Turkey, I’ll tell you real confidential 
like that I had him spotted from the 
first by taking him to be the last man 
in the world who would be suspected 
—tor this is what every regular detec- 
tive guy and every follower of regular 
detective guys’ stunts has long since 
learned to do.” 
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SILVER SUPERS APPROVED ® “*cr'rapio" 


The Editors and Engineers who have endorsed Silver Supers constitute a “WHO'S 
WHO” of Radio. Here they are: Arthur H. Lynch of Radio Broadcast, Capt. John 
Irwin of Radio Broadcast’s “Covered Wagon,” Gerald M. Best of Radio Magazine, 
M. B. Sleeper of Radio Engineering. F. D. Pearne of Radio Age, Iverson C, Wells 
of Everybody's Radio, R. C. Hughes of the Corn Belt Dailies. Add the Chicago 
Herald-Examiner, the American Radio Journal, Citizens Radio Call Book. On the 
Air Magazine, the cautious Christian Science Monitor and WTAS Broadcasting 
Station . . then you will know that SILVER SUPERS have been APPROVED, 
and that by the “WHO'S WHO” of Radio. 

SILVER SUPERS are the logical selection of the man who wishes to build the 
best. Their reception records are unsurpassed, the soundness of the advanced 
engineering methods embodied in Silver Supers is unquestioned, for simplicity of 
construction they cannot be equaled..Build your own Silver Super—it’s easy—you 
need just three tools—and your Silver Super will give you up-to-date reception 


seanlioras ins ARO i+w « CRs 


Blue Prints and Complete Building Instructions, 50c. 
Send 50c for McMurdo Silver’s Book “THE PORTABLE SUPER-HETERODYNE.” 


On a 7U-toot antenna will equal the 
§-M-4-TUBE startling perfo.mance of the silver § 40) 
Supers on a loop. Send 25¢c for McMurdo P 
KNOCKOUT Silver’s own desciiption of this, his 
latest ci~cuit. 
A three stage Resistance Coupled Am- 
s M DISTORTIONLESS ® tite: giving pe.fect tone quality on 
™ all vocal and orchestral music, and 6 
that with greater volume. Cost no ‘ 
AUDIO AMPLIFIER more than ordinary two stage trans- 
former coupled amplifiers : 
S-M LOW LOSS approved and advanced design. For use 
in the Silver Super, the 4-tube Knock- 
CONDENSER out, and all sets where extreme effic- 
iency is desired. Cap. .0005 mfd. Price, 


each 





All parts cost 








Type 301—straight line, low loss, 
grounded rotor condenser of the most 


$4.50 





Long wave transformers supplied in 
sets of Zz or 6 ‘1 WO TENS (i: On-core 
interstage) and one TWO ELEVEN 
(filter for input or output) with identi- 
cal peaks and separate curves. Curves 
plotted in our own Laboratory and 
recorded directly on the transformer’s 
tag. Price of either type, each 


S-M TWO-TENS 
TWO-ELEVENS 


Circulars on S-M Products Upon Request 


SILVER-MARSHALL, Inc., 110 s. Wabash Ave., Dept. 8, CHICAGO 


$8.00 























HIGH QUALITY —— LOW PRICE 30 


f 
j 
y * The 
{ Se ’ e 
f i 
ne | TUBE |= Vey MAIL 
The Highest Obtainable Quality at the Lowest Obtainable Price. Our 
price is low because we cut out the jobber-wholesaler’s profit—which is 
















FOR BRILLIANCE OF TONE, SHARP TUNING, MORE PEP— 
USE CLARITRONS 


YOUR saving. 
All types, including our 501A, for 6 volt storage batteries; our 499, for 444 
volt dry cell batteries; and our 112, for 1% volt dry cell bat- 
All made with bases of Pure Bakelite—for superior 


= teries. 


— efficiency. We Guarantee Complete Satisfaction. From your 












Type 499 dealer, or direct by mail C.O.D., or prepaid on receipt of Type SOLA 
Detector and Express or Postal Money Order. We Pay Postage. 2.30 ay ne 
— all types. Dealers Write!! yon 
Por Dry Call SUPERIOR RADIO COMPANY, Dept. 205 . For Storage 

Batteries 176 Shepard Ave. Newark, N. J. Metteries 

0.06 Amps. 0.25 Amps. 








Send for Trial Subscription—$1.00 for Six Months 
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Prices 


PZ indicates panel type with switches. 
CZ is plain type without switches. 





Vo.race M.A. H. Trrz PZ Tyre CZ 
130 2500 $36.00 $33.00 
100 2500 27.50 24.50 
70 2500 21.50 18.50 
4s 2500 16.00 14.50 
22% 2500 7.58 

MULTI-POWER UNITS 
(Ne recharger required) 

130 velte $43.50 
100 eneuennnseunnnbionmnibnn: MD 
KIC-O CHARGERS 
Type K-1 Single Unmounted..._... aay 50 
Type K-2 Single Mounted... .. 3.50 
Type K-3 Multi-Polar Mounted... .. 5.00 

KIC-O Special Charger 

Chemicals (one cell) 00000... .50 


KIC-O---the permanent 
power plant for your radio 


If you are tired of buying new batteries 
every little while—if the stations are 
not coming in as loudly and clearly as 
you think they should—if you want 
better reception at lower cost—if you 
want a real permanent power plant 
that will last for years—then buy a 
KIC-O. 


These new KIC-O Nickel zinc alkaline 
storage “B” Batteries are the product 
of years of research. They are not 
harmed by standing idle or overcharg- 
ing. They give a slow, even discharge 
over a long period of time and by using 
the KIC-O Double Potential Charger, 
which can be attached to any electric 
light socket, you have a permanent 
power plant. Write for full description, 
which will tell why KIC-O units are 
better than dry cells, “B” eliminators 
and acid “B” batteries. 


KIMLEY ELECTRIC CO., Inc. 
2661 Main Street Buffalo, N. Y. 











Good Radio Advice 


MERICA’S pioneer instru- 
ment maker has prepared 
a booklet for you showing typi- 
cal radio receiving hook-ups 
and how to properly connect 
instruments in circuit. 
Complete information is also 
given on the Weston Radio 
Plug and the Weston Radio 
Table Voltmeter, indispensable 
to radio pleasure and success. 
This double range table volt- 
meter (150 and 7.5 volts) is in- 


valuable for improving reception, for prolonging 

the useful life of tubes, for locating trouble, and for 

preventing the discarding of batteries prematurely. 
Write for ‘‘Weston Radio Instruments’’ today. 


WESTON ELECTRICAL INSTRUMENT 
CORPORATION 


156 Weston Avenue 






Weston 
Radio 





y ’ Weston 
fi Radio : 
Voltmeter 


Newark, N. J. 








_A Dozen Thrilling Yarns 


Read the Story of the Life of a 
Sea-going Radio Oper 
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“THE RADIOBUSTER” 


SENT POST 


PAID ANYWHERE 





of beng 


Pacific Bldg.., 











PACIFIC RADIO PUB. co. $] -90° 





Per 


San Francisco, Cal. Copy 
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LEAVENWORTH STATION 
(Continued from Page 10) 
wavelengths; from telephone to telegrap» 
and vice versa; and from full power t 
20 per cent or 50 per cent output as 

desired. 

The set as installed at Fort Leaven 
worth occupies a floor space 13x19 feet 
The front of. this space is the contro! 
board, made up of 7 panels. On these 
are mounted the various meters, and 
means of operating the switches behind 
the board. No “live” parts, from which 
the operators might receive electrica! 
shocks, appear on the front of the board 


The principle of the set is that due t 
Colpitts and Arnold by which oscilla 
tions generated and modulated at a mod. 
erate power level, are then amplified tc 
the desired power. ‘This system was 
originally used in the Arlington-Paris 
tests of 1915, in which the human voice 
was first transmitted across the Atlantic. 
It was again used in the transatlantic 
tests made in January, 1923, when a 
group of Bell System engineers and“ ex- 
ecutives talked to people in London. In 
the present set, oscillations are generated 
by a 250 watt vacuum tube, amplified 
first by two other 250 watt tubes in 
parallel, and again by two water-cooled 
tubes in parallel. Telegraph signals are 
sent by starting and stopping the oscilla- 
tions. Telephone transmission is ob- 
tained by controlling the flow of power 
to the first amplifier tubes in accordance 
with the voice current waves. This 
scheme is due to R. A. Heising. While 
the set is designed to receive power at 
220 volts three phase alternating cur- 
rent, the various devices in it require 
power at several different voltages and 
of direct current as well as alternating. 

It is interesting to follow the path of 
the voice transmission through the oscil- 
lator-modulator unit and then to see how 
the circuits are modified for telegraph 
transmission. The voice currents enter 
through a transformer and are, ampli- 
fied by a 50 watt vacuum tube. They 
then control the output of two 250 watt 
tubes in parallel. By the well-known 
Heising system of constant current 
modulation, the amount of power avail- 
able for two 250 watt radio frequency 
amplifiers is varied according to the 
changing values of the voice currents. 
The grid circuit of the last mentioned 
tubes is controlled by oscillations gen 
erated by a 250 watt tube in a Colpitts 
circuit. Thus the output of the two 
amplifier tubes is a high frequency “car 
rier’ modulated by the voice current 
This method of segregating the oscil 
lating and modulating functions in sep 
arate tubes is used instead of the fa 
miliar combined oscillator modulator ar 
rangement used in radiocast transmitters 
because it gives greater stability to the 
frequency of the oscillator. 

When telegraph transmission is de 
sired, the movement of a control whee! 
























nt 
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yperates certain relays which disconnect 
the 50 watt and the first two 250 watt 
tubes. Provision is also made for a re- 
ay, controlled by a telegraph key, to in- 
sert at will a large negative potential in 
the grid circuit of the oscillating tube. 
Pressing a telegraph key at the control 
ooint operates the relay and removes the 
negative potential, allowing oscillation 
to start. Releasing the key inserts the 
negative potential and the oscillations 
are “killed.” The lightness of the mov- 
ing part of this relay, and the fact that 
it is the only part of the set whose 
motion must follow the telegraph signals, 
makes high sending speeds possible. 


For either telephone or telegraph 
transmission, the output of the oscillator- 
modulator unit is used to control two 
high power water-cooled amplifier tubes. 
These tubes are clamped in water fackets 
through which water is circulated by a 
pump. Failure of the water supply or 
excessive temperature would damage the 
tubes and hence suitable relays are pro- 
vided to cut off power to the set under 
such abnormal conditions. This water 
is cooled by passing it through radiators. 

Power for the plate circuit of these 
amplifier tubes is obtained from the 60 
cycle A. C. supply, through a step-up 
transformer, a three-phase vacuum tube 
rectifier and a filter circuit. To adjust 
the power output of the set, a group of 
relays cut out suitable sections of the 
transformer primary, allowing three dif- 
ferent voltages to be delivered by the 
secondary. 

To secure the maximum efficiency, all 
high frequency circuits are tuned. The 
particular arrangement of coils and con- 
densers will prevent the radiation of 
harmonics of frequencies higher than 
that of the “carrier,” a very important 
point in avoiding interference with 
radiocast and other listeners. 


In order that the station may change 
quickly from one wavelength to another, 
means have been provided by which any 
one of several groups of coils and con- 
denser taps may be connected at will. To 
change the wavelength, the operator first 
pulls forward the large hand wheel on 
the front of the closed circuit tuning 
unit. This operates a relay which cuts 
off the high voltage supply circuits, and 
unlocks the hand wheel which may then 
be turned until its pointer indicates that 
wavelength desired. With it move 15 
brush-arms making contact with leads to 
col taps and condenser groups. When 
the handle is released, it locks itself and 
simultaneously the relay re-applies power 
to the high voltage circuits. 

To change the power input to the an- 
tenna, and to change between telephone 
and telegraph transmission a hand wheel 
's provided whose rotation changes three 
Separate groups of contacts. By pulling 


u > wheel forward, it is unlocked and 
the same relay is operated to cut off the 
(Continued on Page 64) 
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A Guaranteed Setm 


Price Beyond Comparison 








MARWOL HOME BUILDER 


includes three condensers, 
three radio frequency coils, 
complete lay-out of front 
panel, sub-panels and wiring 
diagram. 


$15.00 


The remarkable success of the Marwol Cir- 
cuit as incorporated in the Marwol Model 
A-1 is so great that it has made possible a 
Baby Grand Marwol. This identical famous 
circuit is now available in a different unique 
design—a great departure from the conven- 
tional model—at considerably lower cost! 
The Marwol Baby Grand is a 5-Tube Tuned 
Radio Frequency Receiver which differs 
from the original Marwol only in design! 
Offers the same remarkable selectivity and 
range, with ease of operation, that makes the 
Marwol today’s best radio buy for the money! 
Write for descriptive folder. At your dealers 
—otherwise send purchase price and you 
will be supplied postpaid. 
Price West of the Rocky Mountains - $45.00 


MARWOL RADIO CORP. 


DOLLAR FOR 





85-F Mercer Street, New York 





DOLLAR RADIO VALUE 
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Receivers 









WARE RADIO CORPORATION, N. Y. C. 


IXL crysrats 


Type T 

865.00 
Without The most sensitive long distance Radio 
Acces- Crystal known. Alive all over, no dead 
sories spots. Price 50 Cents 











U. C. BATTERY AND ELECTRIC CO. 
2158 University Ave., Berkeley, Calif. 











SHARPEST TUNING 


When You Usea 
LOPEZ 


Low Loss Tuner 
Price $10.00 


At your dealer’s or sent postpaid 


A. C. LOPEZ & CO, 


334 Fifth Avenue, Dept. R-4 


New York City 


Tell them that you saw it in RADIO 











“AIR ROAMER” 


A McCall Compensated Circuit set, simple to op- 
erate, extremely selective, giving true tones, rugged 
and economical. Write for details. 

KILBOURNE & CLARK MFG. CO. 

Seattle, Washington 
Branches: Portland, Ore.; Los Angeles; San Fran- 
cisco. Distributors: Pacific Electrical Company, 
Sydney, Australia. 























Fp” you ever look the tube question 

square in the face? Ever stop to 
realize that the vacuum tube will make 
or break your receiving set as far as 
good results are concerned? 






Give your set a fair chance to bring in 
the distant programs. Resolve now that 
a good set deserves good tubes and de- 
cide on MAGNATRONS. The results 
will pleasantly surprise you. 


MAGNATRONS know no superiors. 
And yet the MAGNATRON DC-201A, 
the MAGNATRON DC-199 and the 
MAGNATRON DC-199 with the large 
base sell for only $3 each, at your 
dealer’s. 


CONNEWEY ELEC. LABS., MFRS., 
New York City 


GNATRONS 

















$2 00 | eee ng and 
Counsellor in Patent Causes 

All Types | 

Guaranteed | J 0 H N F L A M 


Send money order plus 
10 cents Postage and 
we will send you a New || 
Tube. No old Tubes re- || 
quired. 


formerly of the Examining Corps, U. §&. 
Patent Office, also of the Patent Depart- 
ment, General Electric Company. Specialisz- 
ing in Electrical and Radio Inventions. 
Graduate Electrical “ngineer and Lawyer. 


| 
C, A, W. Laboratories Member of the Federal Bar 
608 Chestnut St. 1009 as ae cor gs Bidg. 
Suite 405 Philadelphia, Pa. 08 Angeres, Valls. 
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A PAIR OF HEADPHONE FREE 


ITH only one subscription to “RADIO” for one year ($2.50) we will give 
you a pair of 2000-ohm “PENNSYLVANIA” phones free. 


This offer is good for the months of February and March only. Get your sub- 
scription and $2.50 in the mails right now. Phones shipped on day order received. 


PACIFIC RADIO PUB. Co., Pacific Building, San Francisco 
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(Continued from Page 63) 

high voltage supply as in the case of the 
wavelength change switch. To change 
from telephone to telegraph transmission 
the speech amplifier and modulator tubes 
are cut out of circuit, and the key-con- 
trolled grid biasing voltage (previously 
described ) is inserted in the master oscil 
lator circuit. 


Actual transmission of voice or signals 
can be made either froma control desk 
near the set or from a distant point ac 
cording to the position of a key at the 
control desk. ‘The transmitting point 
can start or stop the set, by throwing a 
switch at the side of the telegraph key. 
This switch operates, through relays, to 
entirely disconnect the set from the 
power lines. In addition there is a safety 
push-button on one of the power panels 
which will prevent either control point 
from throwing power on the set. 


Telegraph transmission may be either 
by hand or from an automatic sending 
machine. In this latter case, speeds well 
above 200 words per minute can be 
maintained. ‘Telephone transmission is 
of a quality comparable to that of wire 
lines. A desk telephone is furnished, 
whose receiver may be connected to a 
radio receiving set for two-way conversa- 
tion. 


The antenna, which was erected under 
the supervision of F. C. Ryan, Signal 
Corps radio engineer, is of the flat-top 
“T” type. It contains 10 wires strung 
between towers 500 feet high and 600 
feet apart. The ground lead divides 
into a number of wires which fan out 
and run to separate ground connections. 

The antenna current at full power 
carries from 48 amperes to 64 amperes, 
depending on the wavelength. 

So sharply does this set tune that it 
has been found practicable to install re- 
ceiving apparatus to receive from Fort 
Douglas and from Arlington in a build- 
ing only a mile and a half away. Loop 
antennas are used, and no interference 
from the nearby set is reported. High 
speed automatic tape transmission and 
reception is used to a large degree. It 
is possible to use the station as an auto- 
matic relay—that is, to allow the re- 
ceived impulses to operate a relay which 
controls the set-—when the incoming sig- 
nal is enough greater than the static. 

In the station at Fort Leavenworth 
there is in addition to the Western Elec- 
tric transmitter, a 5 kilowatt arc trans 
mitter for distributing traffic to stations 
in that vicinity as a reverse against pos- 
sible failure in the larger transmitter. 
There will also be a 100 watt tube trans 
mitter for communication with other 
closeby stations. Two complete antenna 
systems are provided at Fort Leaven 
worth so that two transmitters may be 
operated simultaneously, and the trans- 
mitters will be controlled through wire 
circuits from a receiving station approxi- 
mately two miles distant. 
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ARMY TRANSMITTER AT 
ANNAPOLIS 
(Continued from Page 12) 
preventing the radiation of harmonics 
ind other forms of objectionable inter- 
ference. ‘The success of this screening 
system in serving this specific purpose 
is attested by results of tests which indi- 
cated that speech and music from dis- 
tant radiocast stations may be satisfac- 
torily received when using a radio re- 
ceiving set underneath the antenna 
system, even with the tube transmitter 
yperating on full power. This is only 
ne of several instances of the successful 
manner in which Commander Lowell 
and his co-laborers at the Radio Test 
Shop are screening transm‘tters to elim- 
inate harmonics and other objectionable 
interference. Formerly, with the arc 
transmitter in operation at Annapolis, 
undesirable interference could be ex- 
perienced within a radius of 20 miles 
of this powerful radio-telegraph station. 
The installation and successful opera- 
tion of this 20-kilowatt vacuum-tube 
transmitter is the most far-reaching step 
yet taken by the United States Navy 
Department in displacing arc and spark 
transmitting equipment for the more 
modern design of transmitter. The 
tests conducted have produced convinc- 
ng proof that vacuum tubes in the role 
if transmitting devices are quite as cap- 
able as arc and spark equipment in radi- 
iting electric energy over relatively 
great distances. The absence of har- 
monics and other objectionable forms of 
interference is another strong justifica- 
tion for the gradual, if not rapid, instal- 
lation of tube transmitters in place of 
intiquated means for radiating high- 

frequency currents. 






























































A New Price 


15c 


Plain or Engraved 
in 25 Markings 


The Tops Don't Come Off 































































aS 


Desigueu vy R. 
E. Lacault, E.E., 
A.M.I.R.E.,_ in- 
ventor of the 
famous Ultra- 
dyne circuit. 
This monogram 


seal (R. E. L.) 
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This alignment is the 
gauge for penciled sta- 
tion records, 


Penciled records easily 
erased from silvered 


dial. 








Takes standard 
easy to mount. 


condenser 
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Once you have marked your favorite stations 
on the Ultra-Vernier silvered dial, all you 
need is your radio program. 

Make your evening’s selection. Forget wave: 
lengths. Don’t fumble nor guess. The Ultra- 
Vernier indicator points instantly to the pre- 
ferred station and tunes it in with infinite 
precision. 

Single control operates vernier for hair-splitting adjust- 


ment and governs station indicator. For unprecedented 
tuning ease, replace your old dials with Ultra-Verniers 
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‘PHENIX RADIO CORPORATION 
9 Beekman Street 


Pacific Coast Representatives: 


New York City 
CARL A. STONE CO. 
644 New Call Bldg., San Francisco, Calif. 

1116 Miner Ave., Seattle, Wash. 
429 Insurance Exchange Bldg., 
Los Angeles, Calif. 
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Made by the 
Hammarlund 
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quality and de- 
pendability — 
produced solely 
for the Phenix 
Radio Corp. At 
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CRESCENT LAVITE RESISTANCES 
Absolutely non-inductive 


100,000 
Ohms 


Special resistances to order $2.50. 
better resistances are made they bear the 


Crescent 


CRESCENT RADIO SUPPLY CO, 
1-3-5 Liberty St., 
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MARVELOUS NEW AUDIO TRANSFORMER 
adds a musical quality to any set 
far beyond anything you ever 


heard before. 
KARAS HARMONIK 


Amplifies low, middle and high 


tones—all to the same big 
ume, thus eliminating distort 
Brings out the vital harmo 
and overtones of music. 
$7.00. Write 


Karas Electric Co., Dept 59-39, 4040 N. Rockwell St., 


Chicag 


Price 


vol- 
ion. 
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bace’ |}! “THE RADIOBUSTER” 


Written by the author 
of “On the Trail of 
the Tube Sharks” 
This wonderful book sells 
for only $1.00 


PACIFIC RADIO PUB. CO. 


San Francisco 
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Mr. Manufacturer: 


Would you write 100 letters 
to 100 people 
to reach just two men? 


Then, before you invest your advertising dollars— 
THINK! An analysis shows that publications of gen- 
eral circulation, newspapers and magazines, devote less 
than 2% of their reading columns to radio—proving 
that, in the opinion of their own editors, less than 2% 
of their readers are interested in radio. In fact, many 
general publications carry no radio editorial matter. 
Therefore—98% of your investment is lost! 

On the contrary, the radio magazine offers 100% radio 
editorial—attracts 100% potential buyers. 


Spend your advertising appropriation in Radio Maga- 
zines. Be sure of the greatest possible return on your 
advertising dollar. 


Radio Magazine Publishers Association, Inc, 
THIS ASSOCIATION IS COMPRISED OF THE LEADING RADIO MAGAZINES 








Programs, Photos, Humor 
Musical Reviews, Schedules. 


RADIOCAST 


WEEKLY 
48 Pages of 


ASS the U. S. 

Government 
Commercial or 
Amateur Radio Li 
cense examination. 
This book will help 
you do it. Send fifty 
cents in stamps or 
coin for your copy 
---postage prepaid 


Tables, Editorials, Etc. 








to an int in the 

c Per Radiocast Weekly BOC  u.s.canas's 
Copy 433 Pacific Bldg. Mexico. 

SAN FRANCISCO RADIO INSTITUTE OF AMERICA 


322 Broadway, New York City 
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BUILDING SETS TO MAKE 
MONEY 
(Continued from Page 28) 

of radio sets,—why should the amateur 
set builder “design” a new set each tin 
he builds, as so many do? This “figu 
ing” is what takes time,—a “standard 
ized” panel with a template for marking 
or drilling saves mental worry, and 
much time. 

In the end, where many sets are be 
ing built, it will be found a great ad 
vantage to make an accurate and ful! 
size template of each panel on heavy 
paper. Different instruments commonly 
used should also be “templated” to lo- 
cate the position of mounting screws. If 
any particular set is often made, one 
panel properly drilled should be kept for 
a template and the drilling done through 
the holes in the panel. A template for 
two stages of audio with jacks, etc. 
may be used in making many types of 
sets with different detector circuits. 

A radio clipping book kept indexed 
and up-to-date is a great help for analy- 
sis of unfamiliar circuits. It is fre- 
quently required of the set builder, that 
he “repair” some unfamiliar set. A clip- 
ping book will then be first aid. 

A useful adjunct to set-building is a 
so-called “tube tester,” the meters of 
which are useful for other radio pur- 
poses, such as testing of resistances, for 
partial short circuits, etc. Payment for 
locating faults and improving the opera- 
tion of inefficient receivers is generally 
inadequate. In order to save a lot of 
time in testing out apparatus and cir 
cuits, adequate apparatus should be avail 
able for making adequate tests, thereby 
making a saving in the end. 

To make sure of satisfied customers 
it is always advisable to make one final 
test of a set under what is as near as 
possible to be its actual operating condi- 
tions. Preferably, sets should be sold 
with tested tubes, and with grid leaks, 
if such are necessary, adjusted to the 
particular tube used for a detector, re- 
membering that the average purchaser 
of a complete set knows little about radio 
and is possessed of but normal intelli- 
gence. Every effort possible should by 
expended to insure initial and continued 
satisfactory operation of all sets sold, for 
in order to “make money” through re- 
sales, it is essential to make “satisfied 
customers” with every sale. 





“There is a large and growing group of 
amateurs who pursue radio fer the love o! 
the art, and the art to them is not the per 
formance in the studio but the technical art 
of radio itself. Radio has enjoyed a greater 
following of amateurs than any other branch 
of engineering, and it is the though: of these 
amateurs that molds the future. They ar« 
one step closer to reality than the imagina 
tive writers who give us gliropses of the 
future long before they can be realized 
The amateur likes to anticipate what ad 
vances in the art may reasonably be ex 
pected within the next decade.”—E. F. V 
Alexanderson. 
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A SHORT WAVE LOOP 
RECEIVER 
(Continued from Page 32) 
tuff. Bell wire will easily carry all the 
rrent, so there is no need of using bus 
bar. The set may be mounted on a 
1el or in a soap box. The farther the 

is from the cabinet the better it 
vorks. Have the battery leads as short 
s possible. If they are over 2 ft. long 
place r. f. chokes consisting of 25 turns 
of No. 30 wire each one as close to the 
set as possible. 

When running the set, the first thing 
noticed is the grave like silence. This 
continues until the set is tuned to the 
wave of a transmitting station, then 
that signal has the undisputed field, un- 
less the static is very strong, or there is 
snother station in the line of the one 
being listened to who is on exactly the 
same wave. 

The best procedure in tuning is to set 
the bulb to oscillating and then swing 
the loop till a whistle is heard. Stop 
turning the loop and swing the second- 
ary condenser to resonance, and there is 
the station. It was noticed that signals 
were much louder on the same wave as 
our transmitter. When the aerial switch 
was opened they decreased in audibility. 
The set was simply acting as a very 
loosely coupled receiver with no direc- 
tional effect whatsover. The short wave 
fones come in fine and with a fair audi- 
bility. When the loop and secondary 
circuits are exactly in resonance the set 
oscillates so violently the tube spills over. 
Detune the secondary slightly and maxi- 
mum volume will be obtained. 

The advantage of a receiver of this 
type is that the entire set is low loss. It 
gets away from coupling a low loss set to 
a high loss antenna and still higher loss 
ground. 


RIBBON MICROPHONES 
(Continued from Page 30) 

below the range of audibility. When the 
ribbon is actuated by sound-waves in- 
tended to be broadcast, its motion trans- 
lates itself into changes of potential, by 
reason of its cutting the lines of force, 
and these minute potential changes in 
the leads from the ribbon ends carried 
to the amplifier valves, send the broad- 
cast sounds, as oscillations, on their way 
the broadcast listeners in the same 
way that all other microphones do. 

he writer was astounded by its 
quality of modulation, purity of tone and 
absence of extraneous sounds. 

lust as a motor can be made to act as 
a dynamo so can the ribbon microphone 
be made to act as a loudspeaker of equal 
quality and speech-current impressed on 
ribbon translates itself into motion 
which in turn, acting upon the surround- 
ing air, produces sound. Tests with a 
loud speaker of this type, without a 
horn, will convince any scoffer that radio 
can deliver something more than “canned 
music, uncorked.” 
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—‘results are simply amazing 





National Velvet Vernier Dial driving a National Condenser 
upon which is mounted the newest National radio products— 


The National Antenna Coil 


and the 


National Regenaformer 


prime requisites of an efficient radio set 


HE National Regenaformer is a tuned radio frequency transformer 

of highest efficiency. When used with a Browning-Drake receiver, 
the results are simply amazing. Sets using these parts have given 
transcontinental radio reception with ease. 


k Send for Bulletin 105R 


NATIONAL COMPANY, Inc. 


110 Brookline Street, Cambridge, Mass. 


Engineers and Manufacturers. Established 1914 


Sole Licensees for the manufacture of the National Regenaformer under the 
Browning-Drake Patents 





























Hook-Ups! 
Hook-Ups! 
Hook-Ups! 


of all circuits in 


RA DI ON Black and Mahoganite 
Dials, Tubing, Sockets, Horns PAN k LS 
etc. 


“That special size for your 
super, phonograph, portable R 


or odd size cabinet” WO kK 3 D 


ALL STOCK SIZES The First Illustrated Radio W eekly 


WHOLESALE RETAIL Other Great Features: 
. . Wonderful Question and Answer De- 
Send for Price List 


partment; latest developments in 
SPECIAL HARD RUBBER PARTS radio art and science; human in- 
MADE TO ORDER 


terest and technical pictures; helps 
for novice and expert; articles by 
New York Hard Rubber 
Turning Co. 


the best authorities. Full of meat 
from cover to cover. 15c per copy. 
$6.00 yearly (52 issues); $3.00 six 
months; $1.50 three months. 

212C Center Street 


Special: $1.00 for ten issues. 


RADIO WORLD 


1439 Broadway NEW YORK 


New York 
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Figure 1 shows how the field of the ordi- 


losses dne to 
‘doutle series’ 
field somev ha Figu 
series’ winding and the field almost enclosed 
In Figure 4 (the Tero-Tran ) the field is entire 


are eliv inate 
Note that a civey vignal passing through the 


the tube—'s balanced out at ‘‘Y’ 
versed polarity of the 
undesirable signals wile the oc ncentrat vc 


* hy the re 


maximum distance and : electivity. 


—and now the TORO-TRAN! 


CARDWELL, whose pioneer “low-loss” 


condenser established new 


standards of radio efficiency, is now introducing the Toro-Tran*— the 


ideal balanced coupling inductance for all radio frequency work. 


* TRADE MARK 
Registry applied for 


The Toro-Tran eliminates signal energy 
picked up by ordinary coils from nearby 
stations. It eliminates magnetic feed- 
back in multi-stage radio frequency cir- 
cuits, thus removing the most active 
factor in causing howling and distortion 
and thereby increasing selectivity and 
distance. It rejects almost entirely the 
interference effects caused by electrical 


power machinery, elevators, door bells, 
arc stations, etc. 

The Toro-Tran winding confines the 
field to the inside of the coil, a small 
area, and thus avoids one of the greatest 
causes of loss known to radio receivers — 
that of stray magnetic fields which resultin 
the absorption of signal energy and reduce 
the efficiency of the receiver tremendously. 


Note these unusual advantages in assembly and operation 


1. Compactness. The coils do 


4. Low distributed capacity 


est loss factors in the ordinary 


General Theory of the Toro-Tran 


nary coil extends inte space and increases 
*tray field. Figure 2 shows a 
’ winding which restricts the 
re 8 whows a ‘‘four 


ly enclos 4 ond the losses due to stray fields 


coll at “"X'’—not introduced from the aeri | ur 
winding. This rejects 


interral field builds up the tuned signal. Hence 


not require spacing or angular 
mounting. They occupy less 
space than your condensers 

2. Permit exact nullification 
for tube and stray capacity 
without guess work or tedious 
testing. 

3. Closed magnetic field elimi 


due to air spacing of each wind- 
ing and to low voltage-drop 
per turn of small diameter wire. 


5. Maximum coupling and 
high ratio of voltage increase 
due to concentrated field with 
zero leakage. 


circuit and is not remedied by 
‘‘skeleton”’ or so-called ‘‘low- 
loss’” windings. 

7. Ease of neutralizing oscil- 
lation due to tube capacity by 
means of rotating control 
which anyone can “‘balance.’’ 


one if wri order ce “ge 
FUNDED if not foney Py," HOW. Fe will tt 
RADIO P 


mates magnetic feed-back in 
tuned radio frequency am- 
plifiers. coil. 


The Toro-Tran has a lower “circuit re- 
sistance” (i. e. effective resistance as as- 
sembled in a set and not as isolated in 
the laboratory for theoretical measure- 
ments) than any inter-stage tuned trans- 
former made and has a correspondingly 
higher amplification factor, its ratio ex- 
ceeding ten. 

To appreciate the many remarkable 
advantages of the Toro-Tran write for 
our two free booklets: ‘“‘The Torodyne 
Circuit’”’ and “The Most Interesting 
Radio Frequency Transformer Ever In- 
vented.”’ 


Toro-Trans are ready to mount in 
any tuned radio frequency circuit. Re- 
place your ordinary coils with Toro- 


6. Absence of all supporting 
insulation in the field of the 
This is one of the great- 


8. Low capacity between pri 
mary and secondary, affording 
maximum transfer of energy 
to succeeding grid-circuit. 


Trans. You will be astonished with the 
results. Most .00035 mfd. variable con- 
densers will tune them, but by using Card 
well Condensers you get maximum 
efficiency. 

Order from your dealer or direct 
CARDWELL TORO-TRAN WITH 


BALANCING POTENTIOD, an. $ 4,00 
Cardwell .00035 Condenser for tuning 4.75 
Cardwell .00035 Vernier Concenser 6.25 


Cardwell .00035 Dual Conderser (two- 
in-one) 

Cardwell .00035 Triple Condenser (three- 
in-one) 12.00 

Cardwell Avdio-Trans (compound audio 
transformers . ... 10.00 


The Allen D. Cardwell Mfg. Corp. 
81 Prospect Street, Brooklyn, N. Y. 
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MELCO 


SUPREME RECEIVER 
BY 
AMSCO PRODUCTS, INC. 


BROOME & LAFAYETTE STREETS, NEW YORK 

















Send $ | .00 for a trial subscription to “RADIO” 


for 6 months. 
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EXPERIMENTING 

(Continued from Page 22) 
and constant experimenting with it wil! 
often aid minor noises. It is best not to 
solder any of the connections between 
the various instruments, for then they 
will always be free to change. And re 
member, while a hook-up may give excel- 
lent results on the board, the changed 
relationships made when placing it in a 
cabinet may utterly ruin its receptive 
qualities. 

Be sure to try out the various types 
of rheostats as soon as possible. Acquire 
one of each type and compare them. The 
detector tube needs a filament rheostat 
that will give stepless control if your 
tube is at all critical, while the amplify- 
ing tubes do not have to have such care- 
ful adjustment. While experimenting 
note how the detector tube governs the 
clarity of a signal; the slighest turn will 
clear up a message that the average BCL 
would not even know was on the air. 


A small ’phone condenser shunted 
across the primary of the first amplify- 
ing transformer will strengthen the sig- 
nals. Do not place the several trans- 
formers in a line so that the magnetic 
fields coincide. Keep them at right an- 
gles, and a couple of inches apart. The 
wiring must not run parallel; for if it 
does the former good work will be un- 
In fact, it will be wise to use only 
flexible wiring on this table and do away 
with any temptation ‘to make the wiring 
neater by paralleling it. Finally, make 
sure the grid lead from the amplifying 
transformer comes from the outside of 
the secondary; there is a great loss of 
efficiency if it does not. 

It is so often that the simplest of 
things throws the trouble-shooter off 
that the admonition about socket prongs 
must be repeated. The tubes may light 
perfectly and the trouble lie with the 
grid or plate connections so make cer- 
tain that all four prongs of the tube are 
making proper connections. 


done. 


Have a large variable air condenser 
on your table, and arrange it so that a 
switch will throw it into either the aerial 
or ground circuit. Some stations will 
come in better on one than on the other, 
and it is experimenting along these lines 
that lead to new discoveries. A switch 
may_also be arranged that will place it 
in parallel with the primary coil, as at 
certain times this will give added 
strength to the signals. 
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‘Distinguished for its 
fMusical Excellence ! 


Refinements had to come before radio 
could make its true appeal on the basis 
of musical excellence. 


This was the view of the Thompson en- 
gineers, who, with fifteen years’ experi- 
ence in manufacturing wireless equipment 
to theircredit, set their amp!e resources to 
thetaskof producing aradio receiver which 
should be not ‘‘just a radio,” but a musical 
instrument. 


On every hand the Thompson Neutrodyne 
is acknowledged as the maestro of radio, a 
truly fine musical instrument by every 
standard. The recognition accorded the 
Thompson is due to Thompson Tone. 


Tone that is versatile in its handling of every sen- 
sitive shade of music. Tone that falls pleasantly 
upon the ear of the most orthodox music-lover. 
Tone that does not and cannot offend the sensibili- 
ties of the most critical listener. Thompson Tone! 


GhOMPson 
ADIO — 


The Thompson Speaker contains over-size 
magnet a d coils, amplifying armat: re, 
diaphragm in scientific cone shape. The 
volume regulator enables adjustment for 
varying strength of near and far stations. 
Uses no battery current. For supremely 
natural home 
Speaker — Retails at $30. 
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SIX TUBES GIVE 
DISTANCE WITH VOLUME 


An unique transformer (an exclusive Thompson 
engineering feat) permits the use of six tubes in 
the Thompson Neutrodyne — an achievement 
heretofore confined to the experimental laboratory. 
Distant programs that come in faintly (if at all!) 
on ordinary receiving sets are delivered with the 
volume and brilliance of nearby broadcasts on 
the 6-tube Thompson. 


THREE SETS 
FROM WHICH TO CHOOSE 


The 6-tube Thompson Concert Grand, illustrated 
above, retails at $185. This is unquestionably the 
finest thiug in radio today at any price. There is 
also the 5-tube Thompson Parlor Grand which re- 
tails at $150. Thompson quality throughout, but 
with one tube less than the Concert Grand. Then 
there is the 5-tube Thompson Grandette which 
retails at $130. This differs from the Parlor 
Grand chie/ly in size and cabinet work. 


R.E. Thompson Mfg. Co., 30 Church St., N.Y. 


radio — The Thompson 
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No ELECTRICAL 
EXPERT NEEDED e 















Se. Louis Seartle 





Chicago 





CHELSEA 


SUPER-FIVE 
) TUBE RECEIVER *5()°° 


West of the Rocky Mountains $60.00 
The name CHELSEA is synonymous with GOOD RADIO, 


maintaining always a rigid standard of supreme quality. 
CHELSEA manufacturers have succeeded in embodying in the 
new SUPER FIVE—all the extraordinary receiving principles of 
the highest priced sets. Made by.one of the oldest radio man- 
ufacturers, the New CHELSEA in its mahogany finished cab- 
inet with Bakelite panel, is a most remarkable set to own. 


On sale at‘all good dealers—Catalog sent on request 


CHELSEA RADIO COMPANY 
179 SPRUCE STREET ~ CHELSEA, MASS. 


Denver 








Los Ange'es Sen Francisco 


























MATHISON’S 
POLAR CRYSTAL 


Mined North of the Arctic Circle 


Gives sharper tuning, more volume 
and longer life. A solid, sparkling 
silver ore, not “doped” or coated. 
The most sensitive radio crystal in 
the world. A postal card brings you 


DiO, FGDC ecenckikitee ieee S5e 
MATHISON SILVER ORES CO. 
OF ALASKA 


American Agents 


Radio Owners Service Co. 
660 Twelfth Street, Oakland, Calif. 






































IMPROVES 
RECEPTION 


PREPLACES THE poe caa) 


The Antennaphone will prove a 





big help to radio reception thir 
Spring and Summer because it re 
duces static interference and elim 
imates danger of lightning. No 
lightning arrester is necessary. 

Easy to install. The Antenna 
phone is not attached to, but 
merely placed under the tele- 
phone. Works perfectly with any 
type receiving set. ; 


Sold with a money-back guarantee 








AT YOUK UEALER or sent by mail upon receipt of 
One Dollar 


' ANTENNAPHONE CO., 90 West St., New York City 


Tell them that you saw it in RADIO 





| a “pluck.” 








BROWNING-DRAKE 
RECEIVER 
(Continued from Page 15) 
night after night reception. Stations 
from 1000 to 1500 miles are played con- 
sistently on the speaker and with excep- 
tional quality, too. The set does not 
need a publicity campaign to float it. 
It is not a trick circuit but a good. old 
standard circuit with the weak link in 
the chain removed. Every builder 
causes two or three more to be built. 

For those who care to experiment with 
this transformer in a non-regenerative 
circuit the primary should be increased 
to 35 turns as previously explained. 
There is hardly a circuit in use today 
that cannot be improved through the 
adoption of this transformer. 

Just a few precautions before closing. 

1. Mount the coils at right angles to 
one another so that the center of one is 
in a direct line with the center of the 
other or neutralization will be almost 
impossible. 

2. Lack of selectivity is usually caused 
by the .0001 antenna’series condenser be- 
ing of too high a capacity. They are 
seldom what is stamped on them. It 
should be .0001 or less. Resistance 
caused by bad soldering between the coils 
and condensers will also cause broad tun- 
ing. 

3. The set is decidedly critical to grid- 
leaks. A good variable one with high 
resistance must be used. Unless the first 
tube is perfectly neutralized the regen- 
eration in the detector is almost impos- 
sible to control and some ear-splitting 
howls will come out to greet you. Don’t 
blame the leak in this case. 

4. Neutralization may be obtained as 
follows. Turn the tickler to a point 
where placing a moistened finger on the 
grid side of the condenser C, will give 
Turn back the tickler until 
this pluck just disappears. Then rotate 
condenser C, and if, at any setting of 
this condenser, touching the grid side of 
it causes a “pluck” the set is not neu- 
tralized. Then vary the neutralizing ca- 
pacity until the test proves satisfactory 
and the pluck” disappears. 

When tuning the set turn the tickler 
well up and rotate C, until the whistle 
of a station is heard (The tube ahead 
prevents radiation so you will not affect 
your neighbors reception). Then turn 
C, until the whistle is loudest, readjust 
C, until the lowest pitch in the middle 
setting of the whistle is heard. Now 
turn back the tickler until this whist!e 
disappears entirely. Again adjust (© 
until the signals are strongest and make 
a final adjustment with C,. With a 
proper grid leak the set will slide ver) 
gradually into oscillation. 














ARE YOU A SUBSCRIBER? 
Send for Trial Subscription 
$1.00 for Six Months 
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25 Stations in U.S. 
from Ottawa 


Mr. O. Schoenher, 164 ton Street 
Ottawa, Canada, writes: ‘‘Yours are 
the best tubes I have weed. With one 
Myers Tube I have heard in one night, 
about 25 stations in the United States. 

The farthest one was San Francisco.”’ 

Such results are achieved with Myer2 
Tubes because the leads are nct 
bunched asin the bulbous or incan- 
descent types. They function in any 
position as detectors, amplifiers or 
oscillators. 


Three types for dry and 
storage batteries. Complete 
ready to mount. At your 


dealer’s or sent postpaid for 
25. Craig Street, Montreal il 





| c OnYourDial” 


rs Write for Saaaiptive circular a 





Get 3 Four-inch 
Bakelite Dials positively free. Send 
us your subscription to “RADIO” 
for 1 year ($2.50) and we will mail 
you 3 four-inch dials as a premium. 


“RADIO,” San Francisco 




















Price $1750 


CKIES $18 5° 


THE TOWN CRIER 





fords clarity, volume, tone range— 
St natural reproduction. It is vibra- 
n-proof ... without wooden or me- 
lic sounds. Small, compact, sturdy— 
t easily overturned. Unit of the finest 
pe. It is the Superior Speaker! 
Sales Representatives Wanted 
WRITE 
e TOWN CRIER is a master instru- 
ment, It represents the last word in 
‘\adio Speakers. It is made right, to 
Sell right, and stays sold. Dealers and 
jobbers will find the Gale Sales and 
\dvertising Plan well worth investi- 
ting. Write us for complete data and 
scounts, 
DEALERS—JOBBERS 
Samples sent for your inspection. 
Cireulars Upon Request. 


GALE RADIO LABS. 


2514 Irving Park Bivd. Chicago 
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You will never know the thrills 
of radio until you own a 


RESHMA 


“ASTERPIECS 


——— 


The Greatest Value ever 
Offered in a Radio Receiving Set 


5 tube tuned radio freque 


embodying the 5 big features 
demanded in a perfect receiver. 
q Built of only the finest low loss material in a beau- 
tiful mahogany cabinet (or soft-toned leatherite) ; 
@ It brings in far distant stations, 
@ Night after night at the same points on the dials, 
@ With real loudspeaker volume, 
@ And full throated, true to life tone. 


Be sure the serial number is riveted on the 
sub-panel, It is your protection and guarantee. 


Chas. has.Freshman in (o,1n¢ Inc. 
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FRESHMAN BUILDING 


240-248 West 40TH ST~NEW YORK.NY. 











If you want to INSURE RECEIPT of “RADIO” regularly. 


send $1.00 today for a special 6 months’ trial subscription 

















DURHAM 
Grid Leaks 


Used by Eagle, Howard, Sciong 
son, Zenith and others i 
all sets. Sold on guarantee. 


Metallized Fixed Leaks 
50¢ 18 sizes; under 4 meg., 
75c; over 4 meg., 50c. 





Glass Sealed Variable Leaks 
3 sizes fit all sets; 75¢ 


each for 1/10, 5 and c 
10 megs. . © 0 © « 75 





At dealers or postpaid 


DURHAM & COMPANY, Inc. 
1936 Market Street + Philadelphia, Pa, 














FROST-RADIO PAN-TAB 
JACKS ARE BEST 
for YOUR RADIO SET 


The finest radio jacks made, for either 
panelhung assembly or usual installation. 
At your dealer’s, 70c to $1.00 list. 


HERBERT H. FROST, In Inc. 


314-324 West Superior Street 
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A FEW COPIES LEFT 
“JANUARY 
RADIO” 


We have only a very limited num- 
ber of copies of January “RADIO,” 
containing the complete details for 
building BEST’S NEW SUPER- 


HETERODYNE. 
ORDER NOW 


PACIFIC RADIO PUB. CO., 


San Francisco 


























Absolutely Essential 
for Sensitive Sets 





Geared 
80 to 1 


ACCURATUNE 
FEATURES 


l. No Beck Lash. A new principle takes up 
all lost motion and back lash and produces a 
very smooth operating instrument. 

" Center Bushing eliminates all dial 
wabble, and takes all standard condenser shafts. 
Permits dial mounting flush with panel. No cut- 
ting of condenser shafts. 

3. Gear Mesh and alignment perfected to the 
same degree of accuracy as the mechanism of a 
watch. Ratio 86-1. 

You Can Change from ordinary dials to Accu- 
ratune Micrometer Controls in an instant, no set 
alterations necessary. More efficient than built-in 
verniers—a revelation in fine tuning. 

At your dealers. Otherwise send purchase 
price ($3.50) and you will be supplied postpaid. 

Write for descriptive circular. 


MY DAR RADIO COMPANY 


9-G Campbell Street 
Newark, N. J. 
Canadian Representatives: 
RADIO, Ltd., Montreal 


REO TERED 
MICRO METER CO NTROLS 


By ACCURATUNE 
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SUPERHETERODYNE SETS 
(Continued from Page 20) 
detector. When frequencies from 50 to 
5000 cycles per second are modulating a 
carrier frequency 200 times as great, a 
large range of values for the capacitance 
of the grid condenser and resistance of 
the grid leak will serve to give proper 
detection for all audio frequencies. How- 
ever, when the carrier frequency is only 
nine times as great as the highest modu- 
lating frequency the values for grid leak 
resistance and grid condenser capaci- 
tance must be carefully chosen. If the 
time constant of the circuit is too short 
the condenser will discharge between the 
consecutive cycles of the intermediate 
carrier frequency. If it is too long, the 
higher modulating frequencies will be 
lost. (For a discussion of the action of 
the grid condenser and leak see article 
by the writer in RADIO for September, 

1924.) 

The average superheterodyne is open 
to the serious objection that the high 
frequency energy produced by the local 
oscillator coupled to the first detector 
feeds back to the antenna and may cause 
interference to other nearby receiving 
sets. This is to some extent obviated by 
the fact that most receivers of this type 
use a coil antenna. One satisfactory way 
of preventing radiation is to place a stage 
of radio frequency between the antenna 
and the first detector as is shown in 
Fig. 3. 

An ordinary superheterodyne using 
three stages of amplification in the in- 
termediate freqency amplifier and two 
in the audio amplifier requires at least 
8 tubes. Several methods have been de- 
vised to reduce the number of tubes. One 





well known commercial receiver operates 
on what is known as the second har 
monic principle. The fundamental fre 
quency generated by the local oscillator 














| Corl or ado 4irsé 
Antenna Frequency -— Detleclor 
Syelem Amplifier 
Local 
Osea tor 
} 





Fig. 3. Prevention of Radiation by Use 
of Radio Frequency Amplifier Between 
Antenna and First Detector 


is one-half that necessary to produce the 
desired intermediate frequency beat. The 
oscillator produces a strong second har- 
monic or double frequency which when 
combined with the incoming signal pro- 
duces the desired intermediate frequency. 
The tube used as an oscillator can then 
be used also in a reflex amplifier. 

Fig. 4 shows a very ingenious circuit 
developed by Jackson Pressley of the 
United States Signal Corps Radio Lab- 
oratories in which one tube receives one 
frequency from a coil antenna, generates 
a second frequency, and detects the com- 
bined effect of both, giving an interme- 
diate frequency which can be passed on 
to an intermediate frequency amplifier. 
When used with three stages of inter- 
mediate frequency amplification, a second 
detector and two stages of audio fre- 
quency amplification only 6 tubes are 
required. 
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Fig. 4. Three Function Electron Tube Superheterodgne Circus 
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No. 70 Jack Pacent 

The Pacent Jacks 

6 Spring Come in 

Automatic 10 types 
VA L U E for latest 50c to 90c 

R. F. circuits 





Regular $15.00 


SUPER 
HET 


he spring’s 
the thing! 


Don’t underestimate the importance of good jacks. 
Don’t buy jacks because they're cheap. 
Over 25 leading set manufacturers use only Pacent Jacks. They have that 
most important essential —fine springs that keep the tension constant and 
the contact perfect. 

Write for catalog of complete Pacent line 


PACENT ELECTRIC COMPANY, Inc. 
91 Seventh Avenue, New York City 












. Buffal Detroit 
Se soe Peanetess St. Louis Jacksonville 
Minneapolis Chicago ‘ ere 
Boston Birmingham Canadian Licensees 


R. H. White Kadio Co., 


RADIO ESSENTIALS Hamilton, Ont. 


Et PL DONT IMPROVISE — PACENTIZE™ ms 


Philadelphia 








$1().00 


W* have purchased a 
small quantity of these 
i $15.00 kits, originally 
intended for export purposes, 


and will dispose of them at $10 
while they last. 


Write for 
FREE 
HOOK-UPS 


ee 


& a 


LP 
3 





For Use in 
45,000 Cycle 


Receivers 


PRECISION 


AutopynE 
COUPLER 


Again Precision leads! L. M. Cockaday 
specified in the January issue of Popular 


REG wv & PAT OFF 


“means right amperes” 


The self-adjusting rheostat that automatically controls 
tube current, eliminates hand rheostats, filament meters, 
guessing and tube worry. Simplifies wiring. Increases 
compactness. Doubles tube life. Makes every operator an 
expert. Tested and anproved by all Icading laboratories. 
Used by more than 50 foremost set manufacturers. Be 
sure the set you build or buy has AMPERITE. 


ng Replied sewrw edly ard Bey sam RADIALL COMPANY 
e e 810) - " " 

ler for his 8-tube Super-Heterodyne Re- Dept. °.9 50 Franklin Street, New York City 

flex Receiver. > 


SENT C. O. D. TO ANY 
ADDRESS 








The Autodyne Coupler is a new de- 








Fully Guaranteed, Subject to 
Approval on Arrival 


—Mail Orders Only— 


ORIENTAL 
PURCHASING CO. 


550 Howard St., 
San Francisco, Calif. 


velopment for use in connection with a 
vacuum tube for producing a continu- 
ously variable alternate current. Used as 
a laboratory vacuum tube oscillator, the 
frequency of which may be calibrated 
and thus the apparatus used as a stand- 
ard, also as an oscillator and detector in 
some of the more specialised forms of 
the Super-Heterodyne. 


At your dealers—otherwise send pur- 
chase price and you will be supplied 
postpaid. Made by the makers of the 
genuine ‘‘Cockaday” Coil. 


Precision Coil Company 


i 209-C Center St. New York City 


So 
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# Bracket mounting type, 
For battery, antenna and ground leads 


MU % 'PPLUG 


THE STANDARD Crs 


Lombard J. Smith ; 
24 N. San Pedro St., Los Angeles, Calif 
A. S. Lindstrom 
274 Brannan St., San Francisco, Calif 
Mr. H. A. Killam 
146% N. Tenth St.. Portland, Oregon 
Mr. G. H. Maire 
95 Connecticut St., Seattle. Washington 
HOWARD FR JOVES 
614 S. Canal 8t., Chicago 
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Everyone Inferesfed 
in RADIO 
Should Wrife for 

._; thisFREE RadioBook 


The Greatest Bargain Cat- 

alogue published. Chuck 

full of thousands of Radio Bargains at the 

lowest prices to be found anywhere in the 
United States. 

Parts, 

Circuits 


Send for this catalogue TODAY. 


Supplies, Sets, Parts for Sets, Latest 





Cotton Super-Het., 
Complete parts ........... 


$72.50 


Gerald M. Best Super-Het., 
Complete parts ..............$69.95 











Wholesale Radio Service 
Dept. Z 


9 Church St., New York City 












$1.00 Brings You "RADIO" 
| for Six Months. Subscribe Right 

















TheDAVEN | 


RESISTANCE COUPLED 
AMPLIFIER KIT 


Gens who build their own can easily 
achieve perfect reproduction. There is 
nothing to equal Resistance Coupling. 


The 
DAVEN AMPLIFIER KITS 


are 





supplied in either three or four 
stages and come with complete in- 
structions for assembly. They are easy 
to build and highly efficient in opera- 
tion. 


SOLD EVERYWHERE 


Secure from your Dealer, the “Resis- 
tor Manual” our complete handbook 
on Resistance Coupled Amplification, 
Price 25c; postpaid, 35c. 


DAYVEN RADIO CORP. 


‘**Resistor Spevialicts ”’ 
Newark, New Jersey 

















Make Your Own Set at Half Cost! 
THE GENUINE SHAMROCK- 
HARKNESS TWO-TUBE $35 
Ra Se A 


SHAMROCK 


(FOR SELECTIVE TUNING) 
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HARMONIC INTERFERENCE 
(Continued from Page 37) 

the latter wavelength. Furthermore, it 
will sound just as if the amateur were 
on this wavelength. While it is true 
that if the amateur were using absolutely 
pure direct current, such as is furnished 
from a storage battery, the listener 
would not hear him, the fact remains 
that the instant any radiocast station 
started up, heterodyning with the latter, 
interference would result. 

It is hard to explain to some people 
that this is actually the case, but it is 
a fact that amateur interference is often 
due to the many harmonics in the re- 
ceiver used, instead of due to any inter- 
ference caused by the actual broadness 
of the amateur transmitter. Fortunately, 
amateur stations are usually of moderate 
power, and in but very rare cases are 
they even making use of the 1,000 watts 
lawful power input limit, and as a re- 
sult they do not cause as much inter- 
ference as might be thought probable at 
first. 

Many commercial stations also, are 
operating on the lower wavelengths, and 
new ones will be added constantly to 
this list. These stations are used for 
commercial traffic, and are within their 
rights, legally, and every other way, yet 
they do cause considerable interference. 
These short wave commercial and gov- 
ernment stations use considerable power, 
often as much as 15 to 30 kw, plate in- 
put, and hence emit quite powerful sig- 
nals from their antennas. The actual 
interference is not great, but due to the 
comparatively large power input, they 
will excite and interfere on the har- 
monics of receivers many miles distant. 

Again, such interference is very liable 
to happen, as radiocast stations are estab- 
lished on the lower wavelengths, between 
200 and 300 meters: For example, if 
a 500 watt station were to be established 
and operated on 254.5 meters, and a 
listener wished to listen in to the pro- 
gram of a distant station, on twice this, 
or 509 meters, it might be impossible to 
do so, as the two stations would come 
in on exactly the same setting of the 
oscillator dial, despite the difference in 
the tunifig of the loop. If the lower 
wavelength station was very weak, this 
interference might be reduced so as to 
just be heard, and as the signal strength 
varied, it would go up, until it mighteven 
drown out the distant station entirely. 

Nevertheless, all this interference does 
not exist—in the true sense of the word. 
It is actually due to the harmonics of 
the oscillator in the receiver, or else in 
the harmonics of the oscillating tube in 
the regenerative receiver. Remember, 
therefore; if you are troubled by inter- 
ference from an amateur station, com- 
mercial; or government, or similar short 
wave station, it may be that this is caused 
in your own receiver, instead of in the 
mis-adjustment or tuning of the trans- 
mitter. 
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brings you a 
C copy of 
“Radiocast 
Weekly” 
for 
Pacific 
Seana Coast 
Schedules ee 
Humor WEEKLY 
Reviews 433 
News, Etc. Pacific Bldg, 
San Francisco 






































TRANSFORMER 


Choice of 
35 Set Manufacturers 


Receiver performance reaches its ulti- 
mate through Dongan Audio Trans- 
formers, designed and built in the big 
Dongan plant devoted exclusively to 
the manufacture of electrical devices 
for 15 years. Set manufacturers find 
Dongan the most practical of all Audio 
Transformers for their purpose. 
Fits All Hook-ups 

Ratio 3% to 1, 6 to 1 

Ask our engineering department for 
facts. 

Individual set builders, see your 
dealer or write us direct for informa- 
tion. 

DONGAN ELECTRIC MFG. CO. 
2981 Franklin Street, Detroit, Michigan 


Distributors for Western Coast: 
SIERRA ELECTRIC CO. 

515 Market Street, San Francisco 
443 S. San Pedro Street, Los Angeles 
222 Hinckley Building, Seattle 
ROBINSON SALES CO. 

53 Fourth Street, Portland, Oregon 


Transformers of Merit for 15 Years 














[Oo fb eo 4% 
eye Dg wy 


Nbe &: 


ONE C&C \ 


REACHIT \ 


WRENCH 


TAKES THEM ALL 
necessity to pick over a half dozen wrenches to 

fit one nut when you use a REACHIT wrench. 

Be ect ety fe ae tt eaoeatinlly 


firmly (with adjustable jaws) while getting into the 
intricate positions. 
NO OTHER WRENCH CAN DO THIS 
Tt assures a tight connection in the 













places. 
A REAL TOOL FOR MECHANIC, ELECTRICIAN 
& RADIO BUILDER 
Nic e- finish—Hardened Jawe and 
Fully Guaranteed. 
PRICE $1.00 


Tf your dealer cannot supply, will be sent 
post a: Aimee So! pgs, 
ler's name 


CAUFMAN & CLOUGH CO. 


Wilmington Delaware 
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152 


In Canada 


size 


Absolutely 
warranted 
to protect your 
set from 
lightning 

witha 


GUARANTEE 
to pay you 


$100 


or repair your set 
should it be damaged 
through any fault of the 


FIL- KO-ARRESTER 


The 



















“umbrella” shield keeps dust, 
moisture, etc., from the Bakelite in- 
sulation, preventing leakage losses 
from aerial to ground. This makes 
. certain that all radio impulses 
reaching the antenna pass through 





your set, assuring maximum recep- 
tion. 
Listed as standard under the 


re-examination service of Un- 
derwriters’ Laboratories. 


For literature on improved reception 
send 2c stamp to Dept. R425. 


C [GISSTRUMENT @) 


Harrisburg, Pa. 


’ ave 





Scientifically Correct 





























Supertran Audio 
shielded, assuring 
damage to the coil while 


$6. 


Cleveland & Co., 
Philadelphia, Pa.: 
Chicago; Waite Auto § 


33 E. 8th Street 


\ 








The 


F YOU want volume without distortion, 
Transformers. 
absolute 


AT ALL 
JEALERS 


Distributed by 


Philip Chandler & Co., Boston, Mass.; L. W 
Portland, Me.; G 
Beckley- 
Co. 
R. I.; Coast Radio Supply Co., 
Radio, Ltd., Montreal, C 


FORD MICA CO., INC. 


upply 


anada. 
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protection 
mounting. 


San Francisco 





use 
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REGISTERED U.S. PATENT OFFICE 


AUDIO TRANSFORMER 


























The Greatest Name in Radio 


























Toon ™ & 


$1.00 for Six Months 
Send for Trial Subscription 











18 STYLES ENGRAVED 
A Marking for Every Need in 


‘Read’em’ 
Binding Posts 


“The Knobs Can't Come Off” 


The New and 
Improved 
Post that 
Improves 
the Appear- 
ance of 
Every Set. 





The Utmost 
in Quality at 
the Lowest 
Price at Your 
Dealer’s or 
Sent Post- 
paid. 
15e Each 


MARSHALL-GERKEN CO. 
Toledo, Ohio 
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It Brings ’Em 










In! 


The “Signola“ Portable Loop Aerial 
brings in “with a bang” stations far 
and wide—not just the powerful near- 
by stations, but many that you have 
never been able to hear on the aver- 


age loop aerial. 


It is efficient enough 


for the hardest conditions: convenient 


enough for every occasion; 


beautiful 


enough to match the finest receiving 


set. The 


“SIGNOLA” 


Portable Loop Aerial 


is wound with 110 feet of silk covered wire—flexible 


and non-kinkable. 
entirely insulate windings from frame. 
ambrella ; 
hogany finish: 
plated. 


metal parts are 


The genuine Formica spreaders 
Folds like an 
wood parts are hand rubbed, dark ma- 
polished 
It’s a REAL radio accessory—and it looks it. 


nickel 


WORTH ITS PRICE AND MORE 


A single glance and a few minutes use will prove 


this. The “Signola”™ 





Portable Loop Aerial costs you 


$8.50—slightly more west of Denver and in Canada. 


Examine a “‘Signola”’ at your dealer's. 
stocked it yet, write to us, 
address. 


illustrated book, “‘Signal Sense,"’ 


If he hasn't 
sending his name and 
You ought to have a copy of our latest 
80 write us anyway. 


SIGNAL ELECTRIC MFG CO. 


Menominee, Michigan 


Branches in All Principal Cities 


TUNE IN! Our Station KFLB, 
Wednesday and Saturday, 


247 
8 P. M. 


Meters, 
to 10 


P. M., Central Standard Time. 


VaOLT- 


VARIABLE GRID LEAK 


New! A BALL- BEAK- 
ING Grid Leak That Stays 
Put. Serew adjustment ex- 
pansion contact and resis- 
tance unit that cannot 
wear or tear, Volt-X Grid 
Leaks are positive and 
smooth in action with an 
accurate range of from 

to 15 megohms. Balancing 
resistances for Superhetero- 
dyne and other circuits 30.- 
000-150,000 ohms. They 


fit any standard leak 
mounting, and get the ab- 
solute maximum from your 


tubes. They do not wear 
out. Grid Leak $1; Grid 
Tesk Mornting Me, 


MFG. CO 


a | 


BURTON & ROGERS 


755 BOYLSTON ST. 


BOSTON MASS 














BROWNING-DRAKE!! 


Build the marvelous Browning-Drake receiver described by Volney Hurd in 
this number of RADIO. We have experimented for a year with this circuit and 
find it positively the best so far developed. Razor-sharp tuning, distance getter, 
cheap and easy to build; sets in Oakland and San Francisco get Kansas City, 
Chicago, Davenport and 62 other central and eastern stations with loud-speaker 
volume on three UV-199 tubes; outstrips all superheterodynes when built with 
four tubes. This set uses UV-199 or C-299 tubes exclusively. 

Browning-Drake circuit improved radio-frequency transformer Phanstiel- 
type coils on rigid bakelite and nickelled metal mounting, complete with 
regenerator (blue-print included) ; i ; 7.7 

Antenna coil, phanstiel type, with mounting = $1.7: 

Browning-Drake kit, containing everything needed to build 3-tube receiver: 

1 improved radio frequency transformer with regenerator as above, 

1 antenna coil, 2 low-loss .0005 condensers, 2 NaAld 4-in. dials, 3 NaAld 

Sockets, 1 All-Amer. audio transformer, 2 Hoosick rheostats, 1 Sterling 

neutralizer, 1 Federal Jack, 1 drilled and engraved Bakelite panel, 


binding-post strip, screws, bus-wire, baseboard, etc., and blue-print........ $29.85 
4-tube kit as above, with one extra step of audio-frequency, two jacks .. £35.15 
3-tube set, completely assembled and wired, shipped securely crated seeeeee 44.35 
4-tube set, assembled, wired and crated ae sania ; ; -oneee 50.35 


RADIO OWNERS SERVICE CoO. 


660 Twelfth Street, Oakland, California 











" INSULATE as Articles of Any Shape “HI-HEET” 


(Molded Composition) Molded to Order (Bakelite) 


(Registered Trademark) 





(Knobs, Dials, 
Q Binding Posts, 
Head Caps, 


STYLE Insulators, Ete. 
im stock for prompt shipment 


GENERAL INSULATE CoO. 
999 Atlantic Ave., Brooklyn, N. Y. 


Established 1904 


Insist on “HI-HEET” 
or “INSULATE” from 
your dealer 














RADIO DEALERS WANTED 


BIG DISCOUNTS ON 
STANDARD PRODUCTS 








W. C. BRAUN CO. 


32.40 S$ Clinton St., Chicago M. S. JACKS have the exclusive 
ASK DEPT " cupped fantail lugs, which make sol- 
dering easy. The jacks are made of solid 
brass, while the springs are of phosphor 











bronze. Made in all styles. Ask your dealer. 
THE ANDREWS 443 S. San Pedro Street, Los A Salif 
PADDLEWHEEL COIL ae Sa Se 
A low-loss inductance. Im- 
proves tone quality and in- 
creases signal strength and 
selectivity. 
Price, with bracket, $3.00 | 
RADIO UNITS, INC. 


1903 First Ave., Maywood, I. | | 
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Tell them that yeu saw it in RADIO 
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CALLS HEARD 


(Continued from Page 49) 

At 5ADE, Swan Urothers, Oklahoma City 

lae, lacj, laja, lall, lalw, laph, laxa 
lban, 1lbbv, lbep, liber, lbka, lbkq, lbuf 
lepm, icqe, lqr, Ise, ltu, 2abt, 2afc, 2agm 
2aja, 2aok, 2anu, 2bnu, 2bm, 2cbg, 2cfb 
2cfg, 2cns, 2cqi, 2fu, 2nm, 2ok, 2rk, 2sf, 
3bhv, 3buv, 3bz, 8cdu, 3che, 3chg, 3cmk 
3gge, 3kq, 3na, 3nf, 30e, 3ot, 3qt, 3x 
4bx, 4du, 4ez, 4fz, 4g@w, 4hh, 4ia, 4kl, 411 
4og, 4or, 4rf, 4sa, 4sb, 4tj, 4tw, 4vf, 4vo 
ixw. For 5s and 9's see call book (hi) 
§6aaq, 6ab, bafg, 6bahp, 6akw, 6ame, 6ano 
6aol, 6ase, 6atp, 6bgl, 6bhr, 6bhz, 6bir 
6bkv, 6bui, 6cbb, 6chl, 6civ, 6cso, 6css, 6ctu 
6cuw, 6cvj, 6eo, 6fk, 6gh, 6o0f, 60i, 6pl, 6rg 
6ut, 6zh, Tadf, Tafo, Taig, Tau, 7do, Tiu 
Tip, 7ku, 7ir, 7no, 7ok, 7pj, 7qd, 8aaj, 8agp 
Saiv, 8avb, S8avl, 8bfe, Sbgec, S8biu, 8bne 
Sbop, 8bxd, 8by, 8bza, 8bzf, 8cb, 8cbx, S8cci 
8ede, 8cmu, Sectt, 8cuk, 8cx, 8czy, 8dae 
8daj, 8dev, S8dil, 8div, 8dpe, 8dsn, 8er, 8ke 
Sir, 8ze, S8zt, 8dmh, 8dqe, 8up. Mexican 
ix, 3y, bx. Canadian: 3or, 4fz, 50q. NKF 
WGH (BXI, AGR, 6X, 9A, QRA?) 





By SJQ, 2711 Espy Avenue, Dormont, 
Pittsburgh, Pa. 

6aan, 6aao, 6ab, 6ac, 6acm, 6adt, 6bafg 
(6age), (6agk), G6ahp, 6ahu, Gaib, 6ajf 
6aji, 6ajq, takw, 6akz, Galf, G6Galk, 6alo, 
6alw, 6bame, bamm, 6ao0, (6apw), 6arb 
6arx, 6ase, 6ats, 6bavj, 6avr, 6avu, (6awt), 
(6bvv), 6bbw, 6bep, 6ber, 6bfw, bbgec, bev, 
6bic, (6bik), (6bjj), 6bjx, 6bka, kb, 6blw, 
6bm, 6bmw, 6bon, 6bpf, 6baqb, 6bql, 6bqr, 
6bra, 6brk, 6bse, (6cui), (6bir), 6buo 
6bur, 6buw, 6bve, 6bwx, 6cae, 6cbe, 6cbeg, 
6ebi, 6ect, 6ecy, b6edg, 6edn, 6cei, (6cej 
6efe, 6cfs, 6egce, 6egk, (6cg_go), 6cges, 6cEw, 
6chl, 6chx, 6cix, 6cjv, 6cmd, 6bemaq, 6cmr, 
6ems, 6emu, (6cn1), 6enn, 6eqd, 6cqge, 6crs, 
6erx, 6css, 6cto, 6cuc, 6cvf, 6cew, bea, Geb, 
6ew, 6fp, 6fw, 6fy, 6gg, bgt, 6ih, 6i], 6im 
6ja, 61i, 6kr, 6lv, 6lw, 6mh, 60d, (60f), 6o0i 
6ol, 6pl, 6qi, 6rf, (6rm), (6rn), (6rv), 6tL 
(6ts), 6ua, 6uc, 6ue, 6ve, (6vd), 6vf, (6xad) 
6xo, 6yb, 6zh, Tabb, 7acy, 7afn, Tafo, (7ahi) 
7Jaip, T7ajv, T7ajy, Takk, (7dd), 7dj, 7dm 
(7fd), 7fa, 7fr, (7gb), (7gj), (7gm), Tij 
Tia, 7kr, (7lq), (7lr), 71s, 7ly, 7mf, (7pm) 
Jad, 7qu, 7sf, 7sy, 7Twm. Canadian: 4bb 
4eo, (4fv), 5ba, 5ef, (5go0). British: 2fu 
(2jf), 2kf, 2kz, 2nb, (2nm), 20d, 2sz, 5bif, 
5ma, 5nn, (5pu), rz, (61j), 6nf, (6td) 
(6tm), 5uq, 5xn, 2cece. French: 8ab, 8bo 
(8go), 8gp, 8sm, 8fq. Holland: PC-1 (one) 
0-ba, 0-bq, O-nl, 0-11, (0 is zero). Den- 
mark: T7bn. South America: cb8, wjs 
Mexico: ib, la, in, 1x, laa, laf, bx, 1k 
Cuba: 2mk, 2le. Bermuda: ber. Belgium 
3ad. New Zealand: 2ac. (Please QSL my 
card OM.) 





By 1PL-1CMP, Bridgewater, Mass. 

English: 2cc, 2dx, 2fm, 2fn, 2fu, 2jf, 2kf 
2kw, 2kz, 21z, 2nb, 2nm, 20d, 2sh, 2sz, 2tf 
2wd, 2wij, 5bh, 5bv, 5ko, 5lf, 5ls, 5ma 
5mo, 5nn, Sok, 5pu, 5qv, 5rz, 5si, 5sz, 5uq 
6gh, 61j, 6nf, 6nh, 6ry, 6vp, 6xg. French 
Sab, 8aq, 8ba, 8bf, &8bv, 8cz, 8ct, 8dp, 8em 
sfr, 8fq, 8gl, 8gm, 8gn, 8go0, 8gp, Seu, Spl 
8sm, S8sse, &ssu, 8uu, 82z. Holland: gtk 
pel, peii, oba, oge, ofp, oll, onl, ore, ozn 
italy: lam, lfp, Imt, lwb. New Zealand 
2ac, 2ap, 4daa, 4ag, 4ak. Australia: 2yi 
8bd, 3bq. Canada: 5go, 5hs, 5ba. Denmark 
Jec, 7zm. Belgium: p2, w2. Cuban: 2lc¢ 
2mk. Costa Rica: sj. Bermuda: ber 
South America: wjs, irb. Switzerland: 9ad 
Luxemburg: oaa. Turkey: ghhl. Als 
100 sixes and 40 sevens, All cards 
answered, 





By 6CLV, L. V. Broaderson, 155 Marston 
Ave., San Francisco, Calif. 

lana, lary, lavn, laxn, lbgq, lbhw, 1bkq 
lblu, leab, lemp, lepv, laf, lao, 1lda, lei 
lga, 1gs, 1Ipl, lpy, 1gm, Iisf, lve, 1xm, lyb 
2aan, 2abt, 2acp, 2azy, 2blm, 2bqa, 2brb 
2buy, 2cee, 2cjx, 2clg, 2cns, 2cwj, 2cys 
2cyw, 2br, 2le, 2mu, 2pd, 2se, 2wr, 2zb 
Zach, 3afs, 3bms, 3bmz, 3bnu, 3btq, 3cheg 
3bg, 3sd, 3sn, Ste, 3tf, Jaw, 4g@w, 4pk, 4pt 
4si, 4uk, 4wj, 5aai, 5adh, 5adz, 5ail, 5aiu 
Sajj, 5akn, 5akz, 5alj, 5amw, bSaot, bSapt 
Sapu, 5as, 5jf, 5lh, Slr, 5lu, 5nj, 50x, 5po 
5ps, 5qay, 6’s es 7’s too numerous, 8aal 
Sabm, 8acy, Sada, 8aes, 8aol, 8avd, 8btf 
8cbp, Sced, Scwu, S8ded, 8del, 8dfk, 8dgv 
8dki, 8dme, Say, 8do, 8fu, 8lr, 8pl, 9adf 
9agl, 9ahd, 9Yakw, Yalt, 9Yape, Yapm, 9becj 
9bfx, 9bhy, 9bmb, 9bna, 9bpb, Ibpn, Ibay 
Sbrn, 9bwb, 9bwaq, 9bwx, YIcbf, Icgn, Icip 
9ejt, 9cko, Ycoo, Ycul, Yevl, 9cyx, 9Idev 
S9dhw, 9dlt, 9dmj, 9dmz, 9dpx, 9dtk, 9dtt 
9duc, Sdvr, 9dxy, 9dzu, Yeam, Year, Yehi 
9eld, Mell, 9em, 9fj, Yon, 9pb, 9ph, Yaw 
9rt, 9xi. Mexican: 9a, bx. Canadian: 3he 
3ms, 3xi, 4eo, 4fv, 4io, 5af, 5an, 5bl, Shh 
All cards answered. QRK 6CLV—5 watts 
80 meters? 


(Continued on Page 78) 
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No. 84 
ome 

Battery 

Voltmeter 


Price 
$2.75 


Test Your Batteries 


Run-down batteries cause a lot 
of radio grief that you can 
avoid by using a Jewell No. 84. 


Order from Dealer 


Jewell Electrical Instrument Co. 





They say 


(Continued from last month) 














1650 Walnut St., Chicago 






































ARE YOU A SUBSCRIBER? 
Send for Trial Subscription 
$1.00 for Six Months 























Sickles Diamond-Weave Coils 
Patented August 21,1923 
For Craig, Roberts and Hoyt Circuits 


Silkles Coils were chosen by Albert G. Craig in 
designing his remarkable new Reflex Receiver 
using the new Sodion detector, and are specified 
by him for this circuit in the February issue of 
Popular Radio. This coil set; No. 20, is priced 
at $4.50. 

For the very popular Roberts Circuit the 
Sickles Coil Set No. 18 ($8.00) is standard 
equipment. 

Coils for the Hoyt Circuit at $8.50 a set, for 
the Knockout Reflex Circuit at $4.00 a pair-and 
the Tuned Radio Frequency cail at $2.00 are 
among the standard Sickles coils. We manufac- 
ture special coils also for manufacturers’ re- 
quirements. 

Sickles Diamond Weave Coils have been speci- 
fied for use in the Hoyt System of Signal Aug- 
mentation, by the inventor, Francis R. Hoyt. 
We have a limited number of blue printed 
copies of Mr. Hoyt’s original laboratory notes 
on this new system of radio reception, together 
with nine circuit sketches, which will be sent 
free to you upon receipt of this coupon and four 
cents for postage. 


The F. W. Sickles Co., 
338 Worthington St., 
Springfield, Mass. 
Please send information of Hoyt System 
Name 


\ddress 











“THEY SAY OF THE AUDIOLA “SUPER” 
“‘Absol .ic elimination of distortion and foreign noises is attained. iy stage of straight audie coupled 
14 with a sone of push- pull audio gives the volume of three audio stages with the clearness and distinctness 
of headset reproduction.” 





ee ae __Audiola amplifies with Thordarsons! _ 
15 ~ THEY SAY OF THE OZARKA: 








“Ordinarily a three step amplifier is noisy but we can guarantee the OZARKA to give the gréatest-volume . 
possible with a tone reproduction that is satisfactory to everyone.’ 


Ozarka a amplifies | with _Thordarsons! — a 





THEY SAY OF THE MASTER: 


“The parts used are the best. Shielded, distortionless transformers insure perfect reproduction, unviviiall 
volume and tone." 


Master amplifies with Thordarsons! = 
17 THEY SAY OF THE HARTMAN: 








“The range, selectivity, volume, clarity, and freedom from noises is remarkable.” 
artman amplifies with Thordarsons! 





SUPER HET BUILDERS! 


For the “Best’’ 45,000 Cycle Super- 
Heterodyne, ““RADIO™ and other 
in 


Thordarsons are 
ticrinsssnaiie ai; Absolutely Uniform! 
nti'anarmen Tae wo nen’ They Qhoays match up perfectly 


One reason that leading builders of fine sets use more 
Thordarsons than all competitive transformers com- 
bined is because Thordarsons run absolutely alike, 
absolutely uniform; always “match up” perfectly; 
always amplify evenly over the entire musical scale. 


The following statement was- made recently by a 
nde aa prominent set maker (name on request): “Any radio 
se manufacturer who is sincerely desirous of producing 
LTRAD ne an instrument of the volume necessary and of a tone 
superior to anything else on the market, must be ab- 
MURDOCK solutely forced to use Thordarson transformers sooner 
or later.” Follow the lead of the leaders—build or re 

AGZaARKA roll id 
place with Thordarsons. They are unconditionally 
?; ; guaranteed. Any store can supply you. If dealer is 


sold out, order from us. 
|CHIGAN 
MIcHIS="  +HORDARSON ELECTRI UFACTURING CO. 
Deresnadyne ye 


UavE 1895 

‘WURLDS OLDEST AND LARG TRANSFORMER MAKERS 
MALONE LEMON "Chicago, t US. TSA. 

MASTER RADIO 


Australian Representatives: Walnart Electric Mfg. Co., Ltd., Sydney 


i ORDARS ON 


AMPLIFYING SFORMERS 
Standard on the majority of quality sets 


GLOBE TYPES AND PRICES: Thordarson “Super” Audio Frequency 

EAGLE AND Transformers are now to be had in three ratios: 2:1, $5; 344-1, $4; 

MANY OTHERS 6-1, $4.50. Thordarson Power Amplifying Transformers are $13 the 

USE THORDARSONS pair. Thordarson Interstage Power Amplifying Transformer, $8. 
Write for latest hook- op bulletine—free! 













AUDIOLA 














This Transformer 


END us your subscription ‘to “RADIO” 

for only two years and you will immedi- 
ately receive one of the AMERICAN SPE- 
CIALTY audio-frequency transformers, as 
illustrated. “RADIO”--mailed to your home 
for two years--costs but $5.00. The trans- 
former is given absolutely free with your 
subscription. Mail us your order right now. 






























































The transformer will be 
only for one month. We mailed to you postpaid. 
urge you to act prompt- $5.00 covers the full 
ly. DO IT NOW. price of this great offer 


“RADIO” 


Pacific Building, San Francisco 


This special offer is good 










































Tell them that you saw it in RADIO 




















Type B. Tune 





Condenser with Resistance 
Lower than Laboratory Standard 


Two B-T, Type L Condensers were recently tested by 
G. M. Wilcox, Professor of Physics at Armour Institute 


of Technology. His letter describing the tests contains L- 7-150 m. m. f. 
his significant statement: L-11-250 m. m. f. 
— L-23-520 m. m. f. 

“When the B-T Condensers were in the cir- L-85-750 m. m. f. 


cuit, the current obtained was from 1% to 
2% greater than that obtained with the 
Laboratory Standard.” 


These tests were made at 1000 K. C. (300 meters) 
at 250 m. m. f. capacity. 


Inductances with Distributed Capacity of only 5 micro-micro Farads 


B-T Inductances are of the series-bank wound, low loss type. They have a distributed capacity of only 
000005 M. F., or less than the internal capacity of the average UV199 tube. 


In providing “Better Tuning” apparatus, the Bremer-Tully organization has made 
its greatest contribution to radio. B-T parts conserve the minute energy that 
comes into your set. The result is selectivity, clarity and volume. 


neat uning 
REMER SZULLY MFG. CO. 


J 532 S. Canal St., Chicago 























Ms y weed 
% Ae iy “ay 7 
i re fom 
OEE SH ee 
P t , fe i “Kam, 
, 4 i. 


TRADE MARK 
RADIO REPRODUCTION 


Gives the Best That’s in Your Set 


Tone-Quality. / 
Clarity of / 

reproduction. | 

Sensitivity to signals. 

Harmonizer 

adjustment. 

Ample volume. 


ATLAS products 
are guaranteed. 
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TELOS RADIO 


Write for a free copy of our new, 
handsomely illustrated booklet, “The 
KIT of a Thousand Possibilities.” 


DANZIGER-JONES, Inc., 
Department F. 25 Waverly Place 
New Voerk, N. Y. 


RADIANT CONDENSERS 


For Real Radio Reception 
HEATH RADIO AND ELECTRIC MFG. CO., 
208 First Street, Newark, N. J. 
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* Andrews 





RADIO RECEIVING SET 
Combines tone qualityand selectivity with distance 
and volume. Price $150 without accessories 
ANDREWS RADIO CO., 327 S. La Salle St., Chicago 
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(Continued from Page 76) 


By Charles Esser, 137 Park Avenue, 
Brooklyn, N. Y¥. 

Short wave: lary, lave, 1ibfl, lbip, 1lcx 
lga, ilwl, lyd, 1zs, 3aen, 3aew, 4jr, 4gw 
5rv, 8bpn, 8cp, 8epg, 8fr, 8vs, 9Yain, 9auc 
9bhe, 9bhi, 9bvz, 9by, 9ccm, Ydhe, 9Idzv 
Porto Rican: 4je. WGH pse QSL tns t« 
4jr and 3aew. 





By 2BUY, Bradley Park, New Jersey 

4bl, 4bw, 4bx, 4by, 4eb, 4eg, 4eh, 4eq 
4er, 4ft, 4dgw, 4io, (4it), 4iu, 4jr, 4ku, 4mi 
4oa, 4pd, 4rm, 4sa, 4sb, 4si, (4sx), 4tv, 4ua 
(4wk QRA), 4xe, bac, bSacl, 5afu, (5aiy) 
5Sajh, 5aot, Saqy, basb, base, Satf, 5atp 
5ck, 5lh, 5lu, 5nj, (S5nw), (50v), 5sd, (5uk) 
5ve, Svf, (5wo), QRA?, 5bxa, 5Szai, 5zas 
tatg, 6agk, balw, 6agf, 6bep, 6bsec, (6bui) 
6cbb, 6cbw, 6cdn, 6cego, (6cgew), (6cix) 
6enl, 6crs, 6css, 6cto, 6cuq!?, 6bew, 6ih, 6pl 
6qi, 6rn, 6ru, 6vw, 6wt, 6xi, 6zh, 7df, Tagz 
(9bej), 9bji, (9evo), (9dtk). Miscellaneous 
wjs, js QRA? B3ad??? Meximan: 1x, In 
Canadian: lei, 2be, 3nf, 3fe, 3qs, 4ch, 4dq 
5go. Would appreciate reports on my sig- 
nals, especially from 6th and 7th districts 
All cards answered. 





By 6BKU at 810 E St., Oxnard, Calif. 

U.S.—lbub, 2cqi, 3na, 3sp, 40g, bapi 
5apm, 5dce, 5qz, Tar, 7sf, 7tr, 7dx, Tuv, 7fd, 
7ya, 8aio, 8apv, 8azu, Sbpv, 8ce:, 8doj, 8dqn 
Sgi, Yacu, Yaeg, Yaef, Yafe, Yalm, Yajw 
Samy, 9Yarb, 9ayk, 9bbj, 9beo, 9bhd, 9bjp 
S9bmk, 9bpn, 9bse, 9bxh, Y9bv, Ycei, Icpd, 
ydeb, 9dug, 9dpc, S$dur, 9drs, Yejy, Imy, 
9ql. Canadian: 5bl, 5bn, Sbv, 5cp. Others 
Ira, (Qra?). Have you heard me yet’ 
All cards answered. Ga! Tnx Vy. 





By 6GU, Frank Jaliu, 1705 Fairview St., 
berkeley, Calif. 

laf, lajx, lalr, leah, lgv, ipl, irr, ise 
2ady, 2anm, 2bwj, 2cbg, 2cfj, 2kx, 2le, 2pd 
3cc, 3hg, 3hh, 3ho, 3hs, 4ab, 4fa, 4jr, 4nq, 
4sa, 4tw, 4xe, baci, 5adv, 5afu, 5agu, dSair 
5aha, 5ei, ew, 5ahd, 5akn, 5alx, 5apy, 5aqy 
5amh, 5arl, 5asb, 5asz, 5att, 5ax, 5ek, 5hh, 
She, Shp, 5ld, 51k, 5ls, 5pu, 5se, 5ux, 5xa, 
8abm, bSacy, 8bqu, Sbjk, Sbk, 8apr, 8ced 
scan, 8cui, 8cp, 8ctg, Scse, Sdal, 8dea, 8doo 
Sjz, 8lr, 8vq, 8zg, Yaaq, Yamp, Yara, 9aeh 
9atg, Yave, Yaxs, 9bbq, 9big, 9bmk, 9bnk 
9bgh, 9bob, Sbpb, 9Ybxs, 9bm, Ybof, Icak 
9cca, $cee, cen, Icdw, Yct, Icjc, Icsn, Ickj 
Yeve, 9ca, 9dac, 9dge, Yafq, 9dhw, 9dbh 
9dhi, 9dr, 9dvk, 9eel, 9ehw, 9lz, 9na, rt 
9zt. Canadian: 4ab, 4ac, 4ch, 4cr, 4ez, 3hp 





By GUA, T. R, Runnells, 202 East 53rd St., 
Maywood, Calif. 

laao, labf, lajx, lapo, lare, lazw, (lbbe) 
lbes, lbkr, 1lbkq, lbru, lbsd, (1bv), Icab 
icme, lemp, 1fb, 1lgs, 1kk, 1qm, Iird, Irr 
2aay, 2adk, 2ag, 2any, 2aqh, 2br, 2brb 
2cpa, 2cpk, 2cwj, 2fo, 2gj, 2gz, 2ku, 2ky 
2le, 2mk, 2rk, 2wr, (3aih), 3avk, 3bof, 3bnu 
3bpm, 3bta, 3ec, 3hj, (3kq), 3mt, 30e, 3ot 
3te, 4bq, 4ca, 4do, 4ea, 4e0, 4eq, 4fn, 4io, dir 
4jr, 4ku, 4sb, 4tw, 4ua, (5ado), (5afu) 
(S5air), (5ef), (5mz), (Sse), (Suk), (5xau) 
(5zav), (7ax), (7lr), (7uj), (7vn), (8bau) 
(S8bep), (S8cjp), (8ezy), (8dae), (8dgp) 
(8ze), (9aju), (9bey), (9bnf), (9bsz), 
(9bwb), (9bwq), (9edv), (9cgn), (9ck) 
(9ctg), (9day), (9ded), (9dev), (9es) 
(9drj), (9qd), (9xi). Australian: 2bk, 2gy 
2me. Canadian: lbq, 2be, 4cr, 4e0, 4egt 
5ba, 5g0. Mexican. 1x, laa, 9a. New Zea 
land: Zac, 4aa, 4ak. 





By James Bonelli, 141 Park Avenue, 
Brooklyn, New York 

lda, liga, lhn, isf, ird, loi, Ipl, ipa 
luw, lve, 1xt. laae, laab, laar, laal, laay 
lbat, laii, lajo, lana, laqm, lare, lave 
lavp, lbgq, 1lbhm, Ilbip, lbsd, lbse, lbzp 
leab, lecx, 3aww, 3ade, 3adq, 3adg, 3bbr 
3bdi, 3bdo, 3bfe, 3bif, 3bkl, 3blu, 38bmy 
3bof, 3bsp, 3btu, 3bva, 3bwj, 3ccx, 3cdv 
3cei, 3cfc, 3by, 3ds, 3du, 3dv, 3en, 3ek 
3fs, 3hd, 3hq, 4cv, 4dy, 4ea, 4eh, 4fs, 4fy 
4io, 4kk, 4kl, 4lp, 4mi, 40a, 40g, 4pi, 4pv 
4si, 4su, 4tj, 4ux, 4xe, 5aab, Saag, b5abn 
5aef, 5aeh, Saex, 5aw, 5en, 5er, 5ka, 5nj 
5qh, 5qu, 5vv, 6ahp, 6aji, Galo, 6ber, 6cew 
Jabb, 7adf, 7adi, 7lu, 7jr, 7kz, 8aab, 8acm 
Sadd, 8aeg, Safe, 8agw, 8aih, 8ajn, 8akr 
Salk, 8aly, 8ays, 8ayw, 8ayy, 8bau, 8bbf 
8bdk, 8bfe, 8bhp, 8bnm, 8baqa, 8bqr, 8brk 
Sbst, 8bsw, 8btf, 8buk, 8bvr, 8bxp, 8byn 
Sbyf, 8ced, 8cei, 8cjp, 8cke, 8ckp, 8cnl 
Scnw, 8con, 8cve, 8czo, 8daa, 8doc, 8dol 
8ddc, 8ddt, 8dfb, 8dvg, 8dhw, 8dil, 8dpe 
8dmf, 8dnf, 8doo, 8dpa, 8dqf, 8drce, 8dsn 
8iq, 8jz, 8nb, Spl, 8rv, 8tj, Sup, 8ut, 8vx 
Svy, $xc, 8zd, 8zf, 8zg, Yaas, Yaaw, Yabf 
S9abg, 9adp, 9aod, 9aoi, 9Yapk, 9ary, 9Yarm 
9avv, 9aod, Yaoi, 9opk, 9Yavy, Yarm, Yawn 
9awm, 9axs, 9bch, 9bci, 9bej, 9bdu, Ibdw 
9bfg, 9bfi, 9bht, 9biq, 9bji, 9bkv, 9bmv 
9bmu, 9bso, Sbye, 9caa, Ycap, Icbf, Iccx 
9cea, 9cee, 9cek, 9cfy, 9cii, Icip, Yclq, 9clx 
Scpm, 9crr, 9cyk, 9ddp, 9dev, 9dfh, 9dfzg 
9djd, 9dmi, 9dnv, 9dpx, 9dfg, 9dfy, 9dqu 
9dxn, 9dyn, Sefu, 9eez, 9egu, Yeky, Yeld 
9an, 9bm, 9em, 9hk, 9hn, 9nv, 9vw, 92a, 
9zt. Canadian: 2ax, 3co, 3bh, 3ly, 4cr, 5g0 
English: 2av. New Zealand: 4ag. Will 
send a QSL card to all those who QST. me 
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By 6CLZ-6COW, 1045 Peralta Avenue, 
Berkeley, Calif. 
laac, laao, labf, lacs, lajo, lajp, lajx, 
amf, lare, lary, laww, laxz, libcc, lbcr, 
ibdh, 1lbdx, lbes, lbhm, lbio, 1lbkr, lbvb, 
ibzq, lbwx, lckp, leme, lcmp, Iicpv, laf, 
bv, 1lbz, lda, ler, lgs, lgv, lke, lmy, low, 
pl, lpy, lqm, iqq, ird, lwl, lwy, Ilxav, 
xj, 1xm, lyb, lyd, lzt, 2aan, 2aay, 2aco, 
2aes, Zana, 2anm, 2agb, 2awf, 2axf, 2azy, 
bgi, 2blm, 2bqb, 2bqu, 2bqw, 2brb, 2bsc, 
buy, 2cee, 2cei, 2cnk, 2cpa; 2cpk, 2cty, 
vf, 2cvj, 2cwj, 2ag, 2br, 2bw, 2by, 2ds, 
c, 2gl, 2ke, 2kf, 2ku, 2kx, 2le, 2mu, 2rk, 
°xi, 8adq, 3aew, 3ao00, 3apv, 3bdo, 3bhv, 
bip, 3bsb, 3bta, 3buy, 3bwx, 3cdv, 3che, 
hg, 3cjn, 3ab, 3bg, 3bz, 3hj, 3kq; 3lg, 31], 
r, 3lw, 3mf, 30q, 3st, 3xi, 3yo, 4bq, 4eq, 
ifg, 4fm, 4fz, 4g@w, 4io, 4jr, 4js, 4pd, 4sb, 
4tj, 4tw, 4ua, 5aai, 5aaq, dace, bacf, 
cl, 5Bade, 5adk, 5adz, 5aex, 5S5afn. 5afu, 
bagl, Sagn, 5agq, 5ahw, 5aic, baij, 5ail, 5aiu, 
fbaiy, 5ajj, Sajt, Sakn, baky, oakZ, vaij, 
5ame, 5amg, b5anf, 5apt, 5apu, bapy, S5aqw, 
5asb, 5asv, 5asz, Satf, 5atx, Sap, 5bj, dca, 
5ce, Sci, 5ck, 5en, bct, 5cv, 5dm, b5ew, 5gu, 
5in, 5jz, 5ka, .5lh, 5lr, 51s; 5lu, 5nj, 5nw, 
5oq, 5ot, Bov, Box, 5qg, Say, Srg, 5sd, 5se, 
5uj, 5uk, 6uo, Bvf, 5xa, Sxau, 5za, 5zai, 
5zas, 6zav, 8abm, 8abs, 8acm, 8acx, 8acy, 
Sada, 8amr, 8apr, Satr, saul, 8avz, 8axn, 
Sbaj, 8bak, 8bau, 8bbf, 8bbi, 8bbw, s&ben, 
bil, &Sbjiv, 8ble, 8bnh, 8bpl, &bru, 8btf, 8btl, 
Sbuk, 8bww, 8byh, 8byn, 8cbp, 8cdt, 8ced, 
&chk, 8emu, 8coi, 8cpk, 8ecwp, 8cwu, $Scyi, 
Sczy, Sdae, 8dal, 8dfk, 8dgl, 8dgp, 8dme, 
Sdev, S8dnb, 8&doo, 8dqw, sdsn, 8bk, 8do, 
Ser, 8fm, 8gz, 8jg, 8nb, 8pl, 8pu, 8ry, str, 
Suk, 8vq, 8vt, 8wa, 8wo, 8xab, 8xb, 9aad, 
Qaau, 9Yabf, 9Yaby, 9acq, Yaey, Yagi, Yahq, 
Saim, 9aio, 9akn, 9amb, Yand, Yape, Yatx, 
9auw, Yauy, 9Yavv, 9axx, Yayd, Yazp, Yazr, 
9bal, 9bay, 9bey, 9bdf, 9bdh, 9bdu, YIbeu, 
9bfi, 9bfp, 9bgh, Y9ght, Y9bhy, Ybis, YIbje, 
9bji, 9bjl, 9bjv, 9bkk, 9bkr, 9bik, PIbmov, 
9bmv, 9bmx, 9bnk, 9bob, Ibpb, Ibpt, Ibpy, 
9buk, 9bvn, 9bwhb, Ybzv, YIcaa, Ycak, YIcbf, 
9cbz, 9ces, Icdv, 9cek, Ycfi, Icfs, Icgn, Yecii, 
9cip, 9cir, Ycjc, Ycjs, Icjt, Icks, 9cku, 9Yeclq, 
9cemn, 9coc, 9Ycol, Icpo, YIcqe, Ycro, YIcsg, 
9ctg, 9cul, 9cvo, Yevr, Ycvs, Ycyk, Y9dac, 
Sdaw, 9dby, 9dbz, 9ddk, 9ddp, 9ded, 9del, 
Sdes, 9dev, 9dge, 9dgv, 9dhb, 9dhq, 9dhs, 
S9dke, 9dkv, 9dlt, 9dmj, 9dmv, 9dng, Idpx, 
Sdqu, 9dtk, 9dtv, 9duc, 9dvg, Idwx, 9dxn, 
Sdyi, 9dyz, 9dzr, 9eak, Yeam, Yeas, Yeeo, 
Sefy, 9efz, 9ega, Yegg, Yegh, Yegu, Yeht, 
Sejy, 9eky, Yell, 9be, 9ck, 9dq, Yek, 9fk 
She, 9hn, 9lb, 9na, Yon, 9ph,, 9se. Isr. Yti. 
§9ve, 9xbp, 9xe, 9xi, 9za, 9zb, 92d, 9zy, kdka, 
nerki, nfv, nkf, npl, wgh. Bol:via (?): ur. 
Canada: lar, 2cg, 3nf, 3ni, 3xi, 4ch, 4cr, 4dq, 
fio, 5af, Ban, Sba, Sbf, Sct, 5ef, 5gf, 5Shb, 
Shp, 5hs. France: uft. Germany: poz. 
Mexico: 1b, In, bx. New Zealand: 2ac. 
Porto Rico: 4sa. All station heard be- 
tween 30 es 110 meters. 





By 7ACY, 919 20th Ave. North, 
Seattle, Wash, 
labf, (laeo), lamf, lbgq, l1bkq, Iibkr, 
lbwx, lepa, 1lbv, lici, ler, lgs, lgv, llw, 
Ipl, (ird), 1sf, lwl, 2aay, 2agb, 2apv, 2bbn, 
2brb, 2cee, 2cjx, 2cns, 2crp, 2ctq, 2cty, 
cwj, 2br, 2by, 2cf, 2ky, 2xi, 2zb, 3aec, 
ew, 8ajd, 3alx, 3auv, 3bmt, 3bnu, 3cjn, 
3be, 3ch, 3ej, 3dv, 3ia, 3io, mf, 3tf, (4bq), 
fdg, (4dv), 4eq, 4el, 4g@w, 4io, 4pk, 4tj, 
5Saaq, (5acl), Bahw, 5aic, 5ail, (5ajj), 5amh, 
bamw, (5apy), 5aqw, 5asv, 5asz, 5atx, 5ce, 
5beo, B5ey, 5jf, Sih, Smi, (5nw), 50x, 5Sph, 
bps, 5qy, bru, Srv, 5se, Buk, 8aes, 8ago, 
(Saly), 8ave, 8avd, 8baj, 8bdk, 8bnh, 8btf, 
8ced, 8esj, 8cwu, 8czy, 8dgv, 8ay, 8dm, 
&fm, 8go, 8gz, 8ih, 8jj, 8mt, 8pd, 8rr, S8vt, 
8xb, 8ze, 8zk, 9Yaby, 9afz, 9amj, 9Yanh, 9aog, 
a00, QYaou, Yarr, Sbbj, 9beu, OMbfi, Gbfx, 
Sbhx, 9bis, 9bna, 9bnk, 9bpb, Ycaj, Icg_n, 
9cni, 9ctg, 9cyx, 9dad, 9daw, Ydbij, 
rr, ¥dgv, 9dhw, 9dqu, 9dtn, 9dwk, (9eeo), 
jefy, 9egh, 9elb, 9cy, 9ej, (9ig), Yih, 9pn, 
) Canadian: 3fu, 3vh, 3xi, (5bl), Lpx, 
wvq, 45m,.: 2xam, nerk-1l. All cards 
answered. 





By 6CJD, Box 33, Merced, Calif. 
af, 1lbe, 1lbcj, 2bw, 2caw, 3yq, 4ac, 4ae, 
4bv, 4ct, 4da, 4dq, 4ee, 4ek, 4fs, 4ft, 
Sac, bBae, (5ak), 5bd, 5Bep, 5hp, Slr, 
, 50j, Bade, 5ep, 5wi, 6acn, (6afe), (6ahq), 
(‘aiw), (6ala), (6alv), (6ama), (6aem), 
(Camb), (6aqg), (6asw), (6asy), (6auz), 
ad), (6bej). Fone: (6ben), (6bew), 
(bea), (6bgl), (6bhw), (6biw), (6bku), 
(6ble), (6brn), (6btp). (6bum), (fhyvm), 
(fceg), (6clp), (6ceml), (6crz), (6cta), (6ctg), 
(6ctl), (6eum), (6cevi), (6cvk), (6dag), (6dap), 
(Sdix), (6hj), (6if), (6uh), (6qu), (6vn), 
“ ‘i), Tadg, Tadr, (7afb), (7agi), (7aha), 
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‘ahr), (7ahs), (7ais), (7alh), Talr, Tas, 
v, 7bm, Tem, (7co), 7dd, 7dj, Teh, 7el, 
‘em, (7fb), (Thi), (7hj), (7hq), Tis, Tiu, 
ki, (71h), (7ok), 7oq, Tor, Tre, Tsp, 7st, 
‘ta, 7td, 7ti, 7tq, (7uh), (7un), (7us), Tvs, 
‘ys, 8abs, 8ahs, 8ahj, 8atz, 8bkw, 8cci, 8cz, 
Yaaq, Jabs, 9ac, Jaci, Jaef, Yan, Yaoh, (Yaoi), 
Yatl, Yavs, 9Yawe, 9bdf, 9bdh, 9btb, 9bye, 
(Sdxy), 9dyp, Yeah. Canadian: (5cp), 
GNG!?? All cards answered promptly. 
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ARC & SPARK SYSTEMS 
Send for Descriptive Circular QRD. 
Interesting and Instructive 
Pacific Radio School 433 Call Bidg., San Francisco 





VACUUM TUBE HOSPITAL 
We repair and guarantee them. 
Agents, Dealers, and Customers Wanted. 
Radiotube Co., 903 Broad St., Newark, N. J. te 





BIG MONEY AND FAST SALES—every owner buys 
gold initials for his auto. You charge $1.50, make, 
$1.44. 10 orders daily easy. Sample and information 
free. World Monogram Co., Dept. 68, Mewes) Be 





RADIO GENERATORS—500V 100 watt $28.50 Bat- 
tery Charging Generator $8.50. High Speed Motors. 
Motor Generator Sets, all sizes. MOTOR SPECIAL- 
TIES CO., Crafton, Penna. te) 





AGENTS WANTED TO ADVERTISE OUR GOODS 
and distribute free samples te consumers; 0c an 
hour; write for full particulars. American Products 
Co., 2132 American Bldg., Cincinnati, O. 





STORAGE “B” BATTERIES are easily made in 
one evening. Use my genuine Edison elements. 
A. J. Hanks, 107 Highland Ave., Jersey City, N. J. (2T) 





15 to 25 per cent discount on nationally advertised sets 
and parts. Every item guaranteed. Tell us your 


needs. 
IMPERIAL RADIO COMPANY, Deleware, Ohio. 





FINE KENNEDY SET—200-3200 meters—Detector and 
Amplifier, Detector has flush voltmeter installed, set 
complete with tubes and Radiola uz-1320 Horn, less 
batteries $115.00. Reception from Missouri, California 
on the West and Massachusetts on the East. 

M. R. Martin, Oregon, Mo. 





AGENTS:—WORLD RADIO AND SPORTING 
MANUAL. Quick Cleannp. Sample 10c. Realine Co. 
L 60, W. Washington, Chicago. (6T Exp July) 





FOR SALE—Why bother with dry cell? Build an 
everlasting “HAWLEY storage “B" battery of the 
nickeliron type. No frying or hissing, clearer recep- 
tion, and greater volume. Put up in both knock- 
down units and assembled types. Requires no solder- 
ing or former experience to put together. Knock-down 
anits contain all the parts to build the following 
sizes: 90 volt $8.95; 100 volte $9.95; 120 volts $11.60; 
1385 volts $12.75; 150 volts $13.90; 200 wolts $17.50. 
Sold on a 2 year guarantee with 30 day trial offer 
with return of your mioney without any ifs nor ands. 
Sample cell 35¢ prepaid. 8 page illustrated folder of 
instructions containing simple means of putting to- 
gether, making charger, and charging. Complete manu- 
factured charger $2.75. Order direct or write for my 
literature, guarantee and _ testimonials. Same day 
shipments. Address B. E. Smith, 31 Washington Ave., 
Danbury, Conn. (TC) 





2650 MILES DISTANCE with one tube. Any novice 
understands our Simplified Instructions including Panel 
Layout, picture diagrams, ete. Write for BIG FREE 
BOOKLET. VESCO RADIO CO., BOX 117-RC, OAK- 
LAND, CAL. (TC) 





SUPER FORD 55 M. P. H.—No vibration at any 
speed. No change in rear axle. Smooth as Big 6. Full 
instructions and photographs of each operation required 
for you to alter your motor, Best, and most inexpen- 
sive way. The book mailed on receipt of $1.00. The 
Mechanical Engineer & Designer, Box 55, Los Angeles 
County, Huntington Park, Cal. 





AGENTS—Signs for stores and offices. Entirely new 
$50 week easily made. World signs, 116 W. Washington, 
Chicago, (TC). 





EXTRA SPECIAL BARGAINS. Thermo-couple An- 
tenna Ammeters, 0-2.5 amps. $7.00, 0-5 amps. $5.25. 
D. C. Voltmeters. 0-1500 volts, $15.00. D. C. Milliam- 
All these meters are manufactured by the General Eles- 
meters, 0-150 milli-amps. $3.25, 0-250 milli-amps. 95.50. 
All these meters are manufactured by the General Elec- 
tric Co. Other bargains, Roller-Smith Co. Hot Wire 
Ammeters, 0-2.5 amps. $3.25. Bakelite Sheets, 30x38”, 
%” thick, regular price $29.50, our price $12.50. All 
merchandise is brand new and guaranteed. References, 
American Radio Relay League. American Sales Agency, 
38 Park Row, N. Y. 





BURNT-OUT RADIO TUBES - REFILLED, $1.75. 
Models UV-199, UV-201-A, UV-200, C-301-A, C-300. 
First class work and immediate service. We guarantee 
every tube we repair to be absolutely as good as new 
when it leaves our hands. Eaeh $1.75. S. P. Hankins & 
Co., 660 Twelfth St., Oakland, California. 





LOW LOSS COILS can be easily wound on Trirad 
forms. No set is efficient without low loss coils. Inves- 
tigate. J. Zied, 530 Callowhill St., Philadelphia, Pa. 





WHY BUY DRY “B" BATTERIES when an Edison 
element storage “‘B"’ will last you a lifetime. First cost 
is last. Electrically indestructible. 100 volt unit com- 
plete with chemicals and sealing oil $12.00. Everything 
for that Edison element storage ‘*B."" Send for complete 


list. J. Zied, 530 Caliowhill St., Philadelphia, Pa. 





FOR THAT RECHARGEABLE “B”" BATTERY: 
Large size, clean Edison elements, wired with pure nickel 
wire, electrically welded connections, .07'44 cents per pair 
postpaid ; ‘‘dope”™ sheet and sample .10 cents. Perforated, 
hard-rubber separators 44 cent each. No. 20 pure nickle 
wire 0144 per foot. Prompt shipment. Chas. Snively, 
Radio 7UV, Oregon, Sucessor to Arthur Chapelle. 





Bargains in radio parts. Send for List. E. 8. Morrison, 
Ashland, Oregon. 





AGENTS—WRITE FOR FREE SAMPLES. Sell Madi- 
son ““Better-Made"’ Shirts for large Manufacturer direct 
to wearer. No capital or experience required. Many earn 
$100 weekly and bonus. Madison Mills, 501 Broadway, 
New York. 





Lightning Strange Battery Compound. Charges dis- 
charged batteries instantly. Eliminates old method en- 
tirely. Gallon free to agents. Lightning Co., St. Paul, 


Minn. 





FOR SALE—3 coil, 3 tube honeycomb coil set with 
tubes, coils and loud speaker, vernier controls, $40. 
Hobson Jones, SS El Capitan. 250 First St., San Fran- 
cisco. 





Send for Trial Subscription—$1.00 for Six Months 





By R. Lannert, 1352 Dolores St., San Fran- 
cisco, Calif. 6CSN 

laf, lajo, lall, lbkq, 1bz, leqq, 1qm, 2ag, 

2anm, 2ecns, 2dn, 2gk, 2hy, 2kx, 2mk, 2rk, 

2sm, 2wi, 2xq, 3apv, 3bpm, 3cnu, 3hg, 3hh 

3kq, 3lg, 3ni, 30e, 4dq, 4fn, 4fz, 4ku, 5acf, 

Sapy, 5asz, 5sd, 5uk, 5qy, 8acy, 8afn, 8bnh, 


Tell them that you saw it in RADIO 





8cjp, 8do, 8doo, 8er, 8ko, 8pl, 8pu, 8uf, 8ze, 
Sage, Yark, Yaqr, 9be, 9bdf, Y9beu, YIbku, 
9bof, 9caj, 9Icej, Icfi, Icii, Ycit, Icof, Icuv, 
9dbz, 9dgv, 9diy, 9dnv, 9dpx, Yeam, Jig, 
9mm, 9pb, 9tw. Canadian: lar. 2ni, 3ni, 
5ba, 5ef. Mexican: 1x, laa. All cards 
answered. Reports on my sigs appreciated. 
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— Selectivity. 
—Use Allen-Bradley Parts 


The experienced radio fan has learned the value of 
guaranteed parts in his set. He knows that Allen-Bradley 
Radio Devices, such as the Bradleystat, Bradleyleak, 
i Bradleyohm, Bradleydenser etc., provide noiseless con- 
at ae trol. He incorporates them into his new set for maximum 


: selectivity, and he is not disappointed. The stepless, noise- 
An Exceptional Condenser less adjustment eliminates the harsh noises produced by 





Like all Allen-Bradley Radio Devices, inferior devices. Any Allen-Bradley dealer will gladly 
the Bradleydenser offers high efficiency show you why Allen-Bradley Radio Devices increase 
and sharp tuning. Brass plates, soldered selectivity. Stop in, today, and see the new line. 


at all joints, and a new type of bearing : 
insure low resistance and low losses, It 

is pronounced “a fine job” by radio engi- Allen-Bradley Co. 

neers. If you want to see “an exceptional Electric Controlling Apparatus 

condenser”, ask the Allen-Bradley dealer. 288 GREENFIELD AVE. MILWAUKEE, WIS. 


The Bradleystat, Bradleyleak, Bradleyswitch, Bradleyohm, and Bradleyometer 
are sold by all leading radio dealers and jobbers. They are known the world 
over for compactness, “one-hole” mounting, and marvelous control. The 


superior finish will delight you. 


80 Tell them that you saw it in RADIO 
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GENERAL RADIO 


Type 285 Audio Transformer 


Higher Amplification over 
the entire Audio Range. 


rye HE marked superiority of the Type 285 

© Saunas is evident by its high and 
unform amplification over the entire audio 
range. High amplification is attained by a 
turns ratio of 6:1. Ordinarily such a high 
ratio would lower the primary impedance 
and distort the lower notes, while the higher 
notes would be muffled or lost entirely by 
the effect of distributed capacity. 

To offset these tendencies the core of the 
Type 285 Transformer is made of specially 
selected steel of high permeability, and the 
turns of the primary and secondary coils are 
increased to give a higher impedance and 
turns ratio. Consequently both ends of the 
curve are sustained, so that greater volume 
with better tone quality is the result. 


More; Natural Reproduction 
of Speech and Music 


ONES of high and low pitch, whether 

instrumental or vocal, in combination 
or individually, are reproduced with a clar- 
ity that pleases the most critical radio 
listener. 

So great is the amplification produced by 
the Type 285 Transformer that one stage 
using a Type 285 gives a volume that is ap- 
proximately equivalent to that produced by 
two stages using any average transformers. 
Seldom is more than one Type 285 necessary 
to produce good loud-speaker volume with a 
quality of tone never before realized in 
radio reception. 

If you want the best there is in trans- 
former design, the General Radio Type 285 
should be your choice. 


For Sale at All Leading Radio Stores 


GENERAL RADIO Co 


CAMBRIDGE, MASS. 









































Theres Quali 
in everything 


N everything from a binding post to a vac- 
uum tube, there is quality. But quality 
counts most in the vacuum tube. A radio set 
can be built for distance, for clear tone, for 
volume. But to get the best out of any hookup 
— you want to fit it with genuine Radiotrons. 


No matter what type of set you have—or 
what type of circuit you are buying tubes for 
—ask for Radiotrons by name — and make 
sure you get the genuine by looking on the 
tube for the word Radiotron and the RCA 
mark. Quality counts! 


Radio Corporation of America 


Sales Offices: Suite No. 54 
233 Broadway 10 So. La Salle St. 28 Geary Street 
New York Chicago, IIL. San Francisco, Cal. 


Radiotron © 


REG.U.S. PAT. OBB. 






















































WD-12 
WD-11 UV-200 
UV-199 UV-201-A 


Radiotrons with these 
model numbers are only 
genuine when they bear 
the name Radiotron and 


the RCA mark. 
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